« Ming Xue

SHENZHEN MINGXUE OPTOELECTRONICS CO., LTD

Professional LED strip light producer

info@mingxue.cn | Tel: 0755-27637866 | www.mingxueled.com

Office: 14F, Building T3 HIPARK Complex, Shiyan BaoAn District Shenzhen, China
Factory: Building 9 &10, WanYang Park ,BaoYong Industry road No 8, west area
BaoYong Industry Zone,Longliang Town,Shunde District, Shunde District, Foshan City.
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Professional LED strip light producer
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ABOUT US

Shenzhen Mingxue Optoelectronics Co., LTD., founded in 2005, is a national high-tech enterprise in China. Since its
establishment, Mingxue has focused on LED packaging and application, and has become a leading manufacturer of
high-quality LED components and LED strips. Mingxue’s products are widely distributed in Europe, South America,

North America and Asia Pacific region. The company has passed ISO 9001:2008 and ISO/TS 16949:2009 certifications.

It pays attention to internal management, implements 6S management and standardized operation within the company,
and strives to be more perfect. By setting quality management as one of the company’s highest priorities, our focus

is on continuously improving the quality level of our products. With better quality, professional service and
customer-oriented philosophy, Mingxue has won the trust and recognition of customers all over the world. With

more than 200 employees and more than 20 technicians, the company generated more than $25 million in sales revenue
in 2018. With advanced production facilities and skilled workshop workers, we have been committed to being a reliable
supplier and partner for the LED lighting industry. So far, MX company has obtained a number of international
certifications, including CE, ROHS, ERP, FCC, UL and PSE, to meet the needs of customers in different countries and
regions. MX is dedicated to developing LED lighting products to help people reduce electricity and operating costs,
increase user productivity, and help reduce carbon footprints worldwide.

MX; you can trust!

www.mingxueled.com

19 years experience

We have been focusing on LED lighting industry since 2005, our R&D

and sales department are in Shenzhen and factory in Foshan.

As 19 years in LED lighting industry,we have rich experience in production
and design.

Manufacturing base

A self-built factory of more than 24,000 square meters,with complete

automatic and semi-automatic production equipments is our manufacturing base.

We provide good quality. fast delivery, and production capacity is guaranteed.
More than 1000 square meters office in ShenZhen for R & D and sales
department helps us better serve our customers.

Product globalization

Products are sold to many countries and regions around the world, we have large
share in Europe and the United States market.Besides, we cooperated with
well-known enterprises in led strip industry domestic and overseas.

Company

With Shenzhen as R & D and sales center, Foshan as production base, we are
actively looking for distributors, agents and other partners at home and abroad.

Certification system

MX has passed the ISO9001 and ISO/IATF16949 quality system certifications,
and we also got the mainstream markets’ product certifications such as CE,
ROHS, ERP, FCC, UL, ETL, PSE and so on.

Product system

Products cover COB/CSP strip, high voltage strip, high efficiency strip, high density
strip, magic series, neon strip and tunable led strip series.

www.mingxueled.com
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COMPANY
PROFILE

2005~2024

2005

Founded in 2005,
50 Employees.

www.mingxueled.com
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2006

BUILDING SMT
Producing
Workshop in 2006.

2007

Buildind SMD
Producing
Workshop in 2007.

2008

Enlarging SMT
Producing Workshop
in 2008, Certified
1509001:2008.

2009

Sales up to 10 Million
USD, Enlarging SMT
again in 2009.

2010

Enlarging SMD
Producing Workshop
in 2010.

/
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2012

Enlarge factory,

up to 15, 000 square
metersin 2012, total
6 floors.

2013

Sales up to 20
Million USD in 2013,

up to 200 Employees.

2016

Developing Hight

Power LED Grow Light

in 2016,Sales up to 30 Million
USDin 2016, up to 300 Employees.

2018

Building a new show
Room for LED New
products on 2018.

2019

The company introduced
advanced automatic welding
production line, put into
production COB soft lamp
belt production line.

2020

Our production base

settled down to Shunde.

We added the SMT machine
to 14pcs. The capacity of
auto soldering strip reached
24 millinon meter per month.

2021

Successful mass
production of CSP
lamp strip.Introduction

of infinite patch equipment.

\

2022

Sales and R&D center was relocated
to the office building of Haigu
Science and Technology Building

in Shenzhen. In the same year, the
production base was also relocated
to Shunde, Foshan, and Foshan
Mingxue Branch was established.
Realize the separation of production
and sales, improve the company’s
market competitiveness.

2023

We formally step into the new journey of
group and fine management; through the
introduction of MES system and new
production lines, we are moving toward

a new stage of more competitive intelligent
manufacturing; with adding R & D and
marketing department,we increase the
budget of R & D and brand communication,
to increase the brand value of MingXue.
Turn ourselves into a outstanding vendor
which is"precision in customization,
specialized in innovation,good at service,
excellence in quality!"

www.mingxueled.com
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Certificate
of Honor

About product
certification

Products have passed the certification required
by the market.With complete quality system and
verification process,the quality is guaranteed.
Different series for different markets, products
can be designed to meet the requirements of
certification, strong coordination, can help
customers get more orders.

www.mingxueled.com

| |

In order to adapt to market demand,we get different
certifications for strip lights like UL,ETL,ErP,CE,ROHS,
REACH,UKCA,LM-80,IP rating test report and so on.
All of our products will pass standard quality
verification process before ship out.
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CERTIFICATE OF COMPLIANCE
13

CERTIFICATE

AUTHORIZATION TO MARK

www.mingxueled.com



FACTORY
OVERVIEW

About the factory and
the showroom

A self-built factory of more than 24,000 square meters,
with complete automatic and semi-automatic production
equipment.

Production capacity is guaranteed, provide good quality
and fast delivery.Intelligent exhibition hall, to show
customers the diversity of products. Rich production
experience can reduce the problem of more products.

www.mingxueled.com
| |
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EMPLOYEE
PRESENCE
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About employee culture

Staff have regular training and team building activities,
independent learning ability, high acceptance ability.
Employees often share their ideas with each other,
which helps us have a better sense of team spirit and
innovative thinking. Employees have a wide range of
interests, including sports, cooking, and the arts
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ONE Binning

O
:.I. Excellent Color Consistency

Make one order, one Bining, and ensure each order make the same Color.
More and more customers ask Rf and Rg index, and Let's make IES Rf/Rg versus CIE Ra, like the following photo.

BIN-Color Color consistency
LED Color BIN definition(CIE 1931 UCS)

043 +
042 |
041 4
0.40 |-
039 +
0.38 |
037 +
0.36 |-

035

0.34 |-

033 -

0.32 |-

m—— ANSI| 377 7SDCM
= 5-Step Mac-Adam Ellipse

= 3-Step Mac-Adam Ellipse

031 =+

0.30 I Il L | | Il I | L | | |

24V Voltage Drop
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5-Step Mac-Asam Ellipse

CCT CCTrange Duv Range

2700 K 2725 K + 100 0. 000 + 0.006
3000 K 3045 K +120  0.000 + 0.006
3500 K 3465 K £175  0.000 + 0.006
4000 K 3985 K +200 0.000 + 0.006
5000 K 5028 K +200  0.000 + 0.006
6500 K 6530 K £350  0.002 +0.006

3-Step Mac-Asam Ellipse

cCcT CCTrange DuvRange
2700K  2725K +60 0.000 +0.006
3000K  3045K +70 0.000 + 0006

3500K  3465K +100  0.000 +0.006
4000K  3985K +120  0.000 + 0006
5000K  5028K £120  0.000 + 0006
6500K  6530K +200  0.000 +0.006

2-Step Mac-Asam Ellipse

CCT CCTrange DuvRange

2700K  2725K +40 0.000 + 0006
3000K  3045K +50 0.000 + 0006
3500K  3465K +70 0.000 + 0006
4000K  3985K +80 0.000 + 0006
5000K  5028K +80 0.000 +0.006

6500K  6530K +150  0.000 +0006

Double layer copper pcb
3 ounce(3 0z)

Mingxue Brand

l
| LED STRIP STRUCTURE

copper thickness 35um

copper thickness 70um

.-
’

PCB type 5W/M 5W/M 5W/M 10W/M 10W/M 10W/M 15W/M 15W/M 15W/M
PCB 30Z 35=70 6LED/Group 7LED/Group 8LED/Group | 6LED/Group  7LED/Group  8LED/Group | 6LED/Group  7LED/Group  8LED/Group
24V 12mm PCB 20M 17™ 12M 16M 12M 9M 13W/M 10M 8M
24V 10mm PCB 19M 15M 11M 12M M ™ 10M 8M ™
24V 8mm PCB 18M 13M 10M 11M 8M 6M oM ™ 5M

Color Division
Comapring of Color Difference 5SDCM/3SDCM/2SDCM

5-Step Mac-Adam Ellipse

www.mingxueled.com
| |

3-Step Mac-Adam Ellipse

2-Step Mac-Adam Ellipse

| x y Coordinate of 3-and 5-step MacAdam ellips
3-and 5-step MacAdam ellipse color bin definitions at 60mA ,hot-color targeted at
CENTER POINT MAJOR AXIS MINOR AXIS ELLIPSE ROTATION
NOMINAL CCT COLOR SPACE € Cy) @) b) (ANGLE, )
2700K Bl —------- Single 3-step MacAdam ellipse ___ (0.4578,0.4101) | 0.00810 0-00420 53.70°
Single 5-step MacAdam ellipse (0.4578,0.4101) 0.01350 0.00700 53.70°
3000K Single 3-step MacAdam ellipse (0.4338,0.4030) 0.00834 0.00408 53.22°
Single 5-step MacAdam ellipse (0.4338,0.4030) 0.01390 0.00680 53.22°
3500K Single 3-step MacAdam ellipse (0.4073,0.3917) 0.00927 0.00414 54.00°
Single 5-step MacAdam ellipse (0.4073,0.3917) 0.01545 0.00690 54.00°
000K B - Single 3-step MacAdam ellipse _ (0.3818,0.3797) | 0.00939 0.00402 3
Single 5-step MacAdam ellipse (0.3818,0.3797) 0.01565 0.00670 53.72°
Single 3-step MacAdam ellipse (0.3447,0.3553) 0.00822 0.00354 59.62°
BO00K [ == - m oo T oo s - oo oooooooooooooooooooooooo
Single 5-step MacAdam ellipse (0.3447,0.3553) 0.01370 0.00590 59.62°
Single 3-step MacAdam ellipse (0.3123,0.3282) 0.00669 0.00285 58.57°
500K [ -7 mmmm oo o oo o o Soooooooooooooooooosoooooo-
= Single 5-step MacAdam ellipse (0.3123,0.3282) 0.01115 0.00475 58.57°
Notes:

maintains a tolerance of + 0.005 on x and y coordinates in the CIE 1931 color space.

www.mingxueled.com
| |



O
| | LIGHT SOURCE

I
& ' o™ 1 Spectrum Analysis

A / ITEM: Spectrum Analysis PHOTOMETRIC TEST

STANDARD: LM 79
DESCRIPTION: LM 79(lumen,CCT,CRI,
XY,SDCM,wave length) Spectrum Analysis

Photometric Distribution

Lumen Maintenance&Life Time

* For detail testing reports, please contact our sales person.

ELECTRICAL TEST

Plhotormeltric _ : ESD test
Distributiorn ; EMC Test(EMI & EMS)

ITEM:Photometric Distribution
STANDARD:LM 79
DESCRIPTION: LM 79(lumen intensity

distribution&Lux diagram) g 4 MECHANICS & PHYSICE TESTING

Bending Test Vertical
Bending Test Horizontal
Swing Test

Tensile Test

Twist Test

Adhesion test

UV Exposure Test

ENVIRONMENT TESTING
ITEM: UV Exposure Test Heating test
STANDARD: ASTMG154-06
DESCRIPTION: ASTMG 154,ISO 4892-3, Salt Spray Test
UVA@340nm . e
ASTMG154-06, UVA-340 0.68W/m2 High temperature and Humidity impact
for 300 hrs Temperature Shock Test
UV Exposure Test
IPX5 IPX6 IPX7 IPX8 Test
IK test 06-08
www.mingxueled.com www.mingxueled.com
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GRODUCT
VIEW

Lumen/M MAX
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LM/M COB CSP HIGH PRO PRO PRO STA CABINET ECO SILICON NEON FLEX MINI WALL WALL WASHER LM/M
: 1 VOLTAGE 9LED/GROUP 8LED/GROUP  7LED/GROUP 5 STRIP SERIES 5 EXTRUSION 3 WASHER :
FLEX : 3 : 3 3 5 ‘ 1 :
P58£P62 P522P54 P673P74 P80£P83 P842P87 P882P95 P1 052P1 23 P1 27ZP1 38 P1 022P1 04 P203\1P21 0 P1 863P200 P31 iP46 P41 iP46
/ww.mingxueled.com www.mingxueled.com
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GRODUCT
VIEW

Eff MAX
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LM/W COB CSP HIGH PRO PRO PROUP STA CABINET ECO SILICON NEON FLEX MINI WALL WALL WASHER LM/W
: : VOLTAGE 9LED/GROUP 8LED/GROUP  7LED/GROUP STRIP SERIES : EXTRUSION : WASHER :
FLEX : 3 : : :
P58~P62  P52-P54 P67-P74 P80iP83 P84~P87 P88~P95 P105-P123 P127~P138 P102-P104 P203~P210 P186-P200 P31~P46 P41-P46

www.mingxueled.com
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O
:.I. CCT-Color Temperature

Color Temperature,commoly abrreviated as CCT.

Color temperature describes the color emitted from a light source,and
has a direct and more immediate influnce on the apperarance of an
object.

CCT is a number,measured in degrees Kelvin,that helps to
describe the relative warmth or coolness of a light source.Most
LED Light range from 2700K(Warm White Color,like nightfall and
morning) to 5000K or higher(white daylight color,like afternoon
time)

Simulating the sunlight with reference to the 12-hour sunlight color
in the daytime , hepls us to produce LED strips which are infinitely
close to sunlight to make people comfortable.As shown in the
picture on the right.

CCT Application

When we use an artificial light source such as an LED light,we are attempting to “reproduce” the colors of
natural daylight in order to help the objects appear the same as they do when they are under natural day light.

For most residential applications,2700K and 3000K are preferred color temperature options as they both

create an inviting and relaxing environment.

For retail or commercial applications,4000K is a popular color option for a crisper,energetic shade of white. 100

For industrial or task-oriented acpplication,5000K or 6500K are preferred color options as these color
R1 R2 R3 R5 R7
80

tempertures best match natural daylike.

2700K-3000K Application 4000K-6500K Application

www.mingxueled.com
| |
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j CRI-Color Rendering Index

Moon

Put simmply,the Color Rendering Index(CRI) measures the ability of a light source to accureately reproduce
the colors of the object it illuminates.If without a high CRI light source,objects can appeare faded,dull or inaccurate.
After noon CRI values over 90 are considered as excellent,while scores below 80 are considered as poor.(the below fig.)

3500K
3000K
Moming ! Nightf all
2700K 2700K
2500K

o CRI>90 CRI>80 CRI>70

; ‘ ‘ ‘ ‘

2700K CRI 100 2700K CRI 90 2700K CRI 80 2700K CRI 70

1800K

Midnight

Extended CRI

Extended CRI is calculated as the average value of R1 through R15.Notably,extended CRI captures the
influence of saturated colos such as deep RED(R9) and strong BLUE (R12).

CRI can be further borken down into sub-scores know as”R” values,which aslo have a mximum of 100.
Each”R” value represents the light source’s color rendering ability for particular color or object.

3

F
R9

R9 score of 50 or above woule be considered as”good”,while
R9 score of 90 above considered”excellent.”

Value of R1-R15

Why is Deep RED(R9) an important color?

If an artificial light source lacks red emission,it will perform poorly on the R9 scale,
and also make the objects look pale,or even green.

Reference to Colormetrics CIE 1931

When searching for a high color quality LED,be sure to inquire about CRI value as well as its R9 value.

www.mingxueled.com
| |



O O
:.I. 24V Voltage Drop j IP

Degree of protection against the penetration of solid bodies(1st digit) and against liquids(2nd digit).

LED Strip 60W Driver 80W Driver 100W Driver 150W Driver 200W Driver 350W Driver
15W/M
How it is encoded First number Second number
12 12V/24V/48V 4m/4m/4m 5m/5m/5m 6.5m/6.5m/6.5m 10m/10m/10m 10m/13m/13m 10m/20m/23m
14 12V/24V/48V 4m/4m/4m 5m/5m/5m 6.5m/6.5m/6.5m 6.5m/10m/10m 6.5m/13m/13m 6.5m/13m/23m
Degree of protection Degree of protection against Degree of protection against
16 12V/24V/48V 4m/4m/4m 4m/5m/5m 4m/6.5m/6.5m 4m/8m/10m 4m/8m/13m 4m/8m/16.5m objects and dust(1-6) liquids(1-9)
18 12V/24V/48V 2.5m/4m/4m 2.5m/5m/5m 2.5m/5m/6.5m 2.5m/5m/10m 2.5m/5m/10m 2.5m/5m/10m \
IP20 P54 IP65 IP67
20 12V/24V/48V 1.5m/3.5m/4m 1.5m/3.5m/5m 1.5m/3.5m/6.5m 1.5m/3.5m/6.5m 1.5m/3.5m/6.5m 1.5m/3.5m/6.5m
1 D e |ees
22 12V/24V/48V 1m/2m/4m 1m/2m/4m 1m/2m/4m 1m/2m/4m 1m/2m/4m 1m/2m/4m
*Notd: The test data base on main wire Max length is 5M FlrSt num ber
CEE - Fed: Ve Not protected . Protected against solid ! Protected against solid ! Protected against solid
O MmoNocoLor R === Black: GND ' bodies of more than 50mm | bodies of more than 12mm | bodies of more than 2.5mm
c - o Yellow : : :
O cT === White: C | | |
== Yellow: W H | |
Protected against solid ~ :  Protected againastthe ~ :  Completely dust-tight
bodies of more than 1mm penetration of dust ' '
G Black: V+ E E E
G Red: R
(@) RGB O Gecn G
G Blue: B
Second number
G = Black: V+
O RGBW G Red: R T " " ;
G  Green: G ' ' ' '
G = Blue: B , , (@ 1 1 -
= ¥ W g O &
Not protected i Protected against the :Protected against i Protected against fine : Protected against
) 1 vertical drop of water :vertical drops of water : rain(sprayed) | water projections
o O — e Vellow . droplets 1droplets with a maximum; |
o = weao G ] iinclination of 157 : L
G s Black: GND : E E E E
— Whie: PI/PO : ' \ ' ' '
N, : . ! . ! . ! . !
O DMX e — EI,ZZH;AB Protected against ' Protected against ' Protected againstthe ' Protected against
G Red: V+ water jets 1 strong jets of water or : effects of temporary 1 prolonged immersion
 against the  immersion | ,
i rough sea 1 1 1
G Black: V+
G Red: R
o RGBCCT G Green: G
G = Blue: B
BN \White: C
= Yellow: W
www.mingxueled.com www.mingxueled.com
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company product

category

Mingxue | F:flexible strip
R:Aluminum
strip

N:Neon strip

voltage

1:DC5V
2:DC12V
3:DC24V

m
:.I. ltem Code

LED type

04:CSP
09:COB
2L.:2835 Lens

color of strip

W:white
Z:RGBW
U:.CCT

LEDs per meter

(0)30:30 LED/M
(0)60:60 LED/M

IP rating

A:IP20
C:1P65
E:IP67

Color
rendering
index

70:RA70-79
80:RA80-89
90:RA90-94

A:yellow
C:white
E:black

Color
temperature

027:2700K
030:3000K
065:6500K

wire Connection

Acred black wire
I:3 PIN wire
J:4PIN wire

3M tape

PCB printing type

PCB width

Series and parallel

Lyellow 3M tape A:with scissors | 05:5mm 01:1led 1
2:white 3M tape without logo 10:10mm series
3:red 3M tape C:with scissors | 12:12mm ... 09:9 leds 1
with logo series

T:Other special

Control mode

N:no control
S:SPI
X:DMX

width of Noen

04:4mm width
12:12mm width
20:20mm width

height of Neon

08:83mm height
12:12mm height
25:25mm height

Luminous surface

Z:top view
C:side view
Y:360 degree lighting

Neon Outlet mode

A:Linear Outlet
Injection Molded

| IP rating

products

A:Naked PCB

. Company name ( fixed )

T:Nano
Coating

. Variable parameter

C:PU glue

coating

D:Silicone
glue coating

E:PVC
extrusion

IP65

G:Silicone
tube

H:PU tube
& PU gule
coating

Q:Hollow
Silicone
Extrusion

F:Silicone
tube

S:Solid
Silicone
Extrusion

Q

Q

Q@

Q

Q@

Q@

Q

Q@

Q@

Q

Q

Q@

Q

@

Q

CSP Series ]
COB Series ]
HIGH
VOLTAGE
SMD Pro )
SMD STA ]
SMD ECO ]
Cabinet @
Pixel )
Silicon
Neon
Mini Wallasher ]
Wallasher

Q@

www.mingxueled.com
| |

| Extrusion material comparison

compared item

silicone

UV/ yellowing resistance

L. 8.8 8 & ¢

L8 S 8 8

L8 8 0

High temperature resistance (ambient)

1@5250‘(

ﬁs%%

ELEBO”C

Low temperature resistance (ambient)

ﬁz_sooc

ﬂ}_zooc

ﬂ&;_zooc

Enviromental protection L8 0 8 8 ¢ Wk Aok wok ok k&
Adsorbability 1 8.8 .8 8 ¢ L8 8 8 0 L8 68 84
Formaldehyde resistance @ @ @
Strong acid resistance 1 223 8 ¢ 1 & 4 8 2 b 8 8 8 6 ¢
Strong alkali resistance 1 8.8 8 8 ¢ L8 8 8 8 L 8 8 8 0

Heat dissipation

©

Color temperature consistency

©

Tensile strength

1 8.8 8 8 ¢

L8 8.8 & ¢

L 8 8 8 0

Note: Please refer to the instruction manual for electronic parts

www.mingxueled.com



(Neon products:page186~200)

O : :
]. NEON connection ways and accessories

Single color | CcCT . RGB

€ RGBSPI {) RGBDMX

DIMENSION

Accessory type Photo

Light direction

Linear outlet
Snap Connector

Left outlet
Snap Connector

Right Outlet
Snap Connector

Bottom Outlet
Snap Connector
Monocolor

Snap End Connector

Linear Outlet
Injection Molded .
Connector

Right Outlet
Injection Molded
Connector

Left Outlet
Injection Molded
Connector

Bottom Outlet
Injection Molded
Connector -

Injection Molded
End Connector

Linear Outlet
Plug Fit Silicone Cap

Left Outlet
Plug Fit Silicone Cap

Right Outlet
Plug Fit Silicone Cap

Bottom Outlet
Plug Fit Silicone Cap

Injection Molded
Plug Fit Silicone Cap

Aluminium Profile ‘ (
2

Silicone cap

PC Profile

Stainless Steel
Brackets

Recessed Aluminium ﬂ
174§

0910 1312 0805 1205 1506 1010 1212 1616 0408 0612 0816 1220 360 D25 3D 1616
Hollow Hollow Hollow Hollow Hollow Solid Solid Solid Hollow Solid Solid Solid Solid Solid
extrusion extrusion extrusion extrusion extrusion extrusion extrusion| extrusion extrusion extrusion extrusion extrusion extrusion extrusion
IP Rate ;\/ Q. L { =3 S~ ,/ . ,/ 1 { I y ' - \u/' N 4
P65 Top view Side view Top/Side view
IP65 / . ( . / .
1P65 (O ( ® N )
IP65 N ) N ) )
IP65 ! . ( . [ .
IP65 / . . ( .
5 IP65 / . ( . [ ‘
1P67 (o (O N )
< P67 cCe (O (e
P67 ) 0o ce
IP67 [ . ( . [ .
P67 PS c® O c e co cel ® O o O
& & ¢O00 © ¢O00 © ©
1P67 c® «ce®e ‘e co 0o o
GO0 © ¢O00 ©
1P67 e «c® e (N ) o ce
¢ 00 © ¢O00 ©
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RO D U CTS WALL WASHER SERIES PRO LED FLEX CABINET STRIP SERIES DYNAMIC & PIXEL FLEX IP67 SILICON EXTRUSION

15355MD/24LED 10%60° 3 2835SMD/IOLED ---oooooooooooeee 80 COB400LED MM 125 ABEIUEDS (BT 50 VRN eeeommeeomeces 2 O D ST eeceeeoommencmneeanes 28
C ATA L O G 3535SMD/24LED 20°30° - 2835SMD/126LED. ... 8l 12V2835-120LED4MM 126 AR AR AT oeeeomeeecoeeemeece e R ke
31535SMD/24LED 45° 13 2835SMD/180LED. ... 82 12V2635-120LEDSMM 127 AR I e U e i
3535SMD/24LED 20*30° DMX RGBW.____ 34 2835SMD/234LED. .. 83 2835-1SOLEDSMM._ 128 R AR 2 s = AP U semmmemmmmmmmemmmmemeeee an
3535SMD/24LED 45° DMX RGBW _________ 35 2835SMD/80LED _....................._. 84 3014SMD/240LED 5SMM ... 129 2216WW+W/240LEDs ..o 56 13*12mm(Top view) .... 202
3535SMD/24LED10%60° DMX RGBW..____ 36 2835SMD/II12LED . 85 2216SMD/I20LED 130 28 2 =7 DO VO ) weeesemssmssesssesenss 203
2835SMD/I40LED 45° ... 37 2835SMD/I60LED 86 2216SMD/I92LED 131 3527WW+W/I20LEDs 158 12¢12mm(Top view) 204
2835SMD/I40LED 30° ... 38 2835SMD/240LED . 87 2216SMD/204LED 4MM 132 5050RGB/30LEDs ... 159 16*16mm(Side view) ... 205
2835SMD/84LED -CV ... 40 2835SMDJ7OLED a8 2835SMD/I40LED 5MM._ 133 5050RGB/60LEDs 160 3D I6*l6émm 206
2835SMD/I 12LED-CV 41 2835SMD/126LED... 89 28355MD/120LED Ultra Long..............._ 134 4040RGB/120LEDs. . 16l 12*20mm(Side view) ... 208
2835SMD/I26LED-CV__ 42 2835SMD/I40LED . oo 90 2835SMD/160LED 48V, ... 135 5050RGBW/60LEDs __ 12*25mm(Side view) . 209
5050SMD/60LED SPIRGB ... 43 2835SMD/168LED. 9l 2835SMD/168LED 24V 136 5050RGBW/84LEDs 163 15% | 4mm(Top view) 210
2835SMD/I96LED ... 9 I12V528LEDCOB ... 137 5050RGBW/96LEDs _.________________ .. 164 20%20(Top view) ... 211
2835SMD/210LED ... 93 24V420LEDCOB ... 138 5050RGBWW/6OLEDs 165 20%20 (Side view) ... 212

2835SMD/238LED ... 94 12V 168LED SMD2025 ... 139 5050RGBWW/96LEDs ... 167 D22mm 360°_ .
12V 168LED SMD2216 __ 140 5050RGB+2835CCT 72LEDs ... 168 DI8mm360° .. 214
12V I80LED SMD2216 ... 141 5050RGB+2835CCT 90LEDs ... 169 D25mm 360° . 215
12V 120LED SMD2835 ... 142 5050RGB 60LED DMX512 ... 170 2835SMD70LED 219
CSP SER| ES 24V I120LEDSMD2216 143 5050RGB 70LED DMX512 ... 171 2835SMD8OLED ... 220
24V 140LED SMD2216 ... 144 5050RGB 80LED DMX512 . 172 2835SMD 126LED . 221
24V 204LED SMD2216 ... 145 5050RGBW 70LED DMX512 173 2835SMD 140LED.____________________ 222
CSPCCTE40LED 50 24V 240LED SMD2216 _______________ 146 DMX512RGBW 60LED 174 2835SMD 168LED.___________._________ 223
CSPRGB840LED ... 51 24V 120LED SMD2835__ ... 147 DMX512 RGBW 80LED_ ... 175 0805 Silicon extrusion strip ... 224
CSPRGBW 840LED ...................... 52 24V 160LED SMD2835 ... 148 DMX512RGBW 72LED. 176 COB480LEDs ... 225
SPIRGB6OLED 178 COBSI2LEDS ..o 226

SPIRGB6OLED 179

COB SERIES SPIRGBGOLED 184

SPIRGBEALED — e % CONSTANT CURRENT SERIES
STA LED FLEX SPIRGB84LED ... 186

SPIRGBW6OLED ... 180
SPIRGB6OLED ... 181
SPIRGBW30LED ... 182
SPIRGB 60LED 183

COB 280LED ___ SPIRGBB4LED ..o 187 24V-Imm-420LEDCOB 229
ZZE ZZEEE 7777777777777777777777777777777777 Z; 2835SMD/60LEDECO ... 100 24V-IM-120LED 2835 230
coB4geD 5 2835SMD/I20LEDECO.___._____......... 101 24V-1M-120LED 2835 ... 231
COBSILED o 2835SMD/240LEDECO__________._______.__. 102 24V-IM-120LED 2835 ... 232
2216SMD/240LED STA ... 103 24V-IM-140LED 2835 233
2216SMD/300LEDSTA .. . 104 24V-IM-140LED 2835 oo 234
2216SMD/420LED 105 48V-1M-160LED 2835 235
2110SMD/560LED_________________ 106
2110SMD/700LED 107
3528SMD/6OLED 108
3528SMD/I20LED 109
/ \ HIGH VOLTAGE FLEX 3528SMD/240LED ..o 10
5050SMD/30LED ECO ..o i
/?//§ %\ CCT Tunable DALIDT8 64 SOSOSMD/EOLED -l H2 MINI CUT SERIES
/\ N » 5050SMD/I20LED 114
///§ RN Sge colorDALLBTE o 6 3014SMD/I20LED s
BN 0-10V Dimming 6 I2V-IMI20LED 2025 239
—— § 120V 2835SMD/I20LED o7 3014SMD/280LED . 16 12V-IMI20LED 2835 ... 240
a— t‘f 120V 2835SMD/60LED 3014SMD/300LED  -oovooomeooeeoeeo 17 12V-IMI20LED 2835 241
\'l 120V 2835SMD/72LED 69 2835SMD/EOLED S-type ---o-oooooeooeoeee 18 12V-IMI60LED 2835 ... 242
| 230V 2835SMD/72LED 7 5050SMD/60LED RGB S-type ... 1o 24V-IMI20LED 2835 243
230V 2835SMD/6OLED 71 S050SMD/42LED RGBW S-type --—---—---.- 120 12V-IM6OLED 5050RGB 244
230V 2835SMD/I20LED 7 3014 SIDE VIEW 140LED -—--ooooooeoooeeooee 121 12V-1MB4LED 5050RGB . 245
230V 2835SMD/84LED FLICKER FREE_____ 73 |2V-IMB4LED 5050RGE. G
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WALL WASHER SERIES WALL WASHER SERIES

® 3535SMD/24LED 20*30°

= QOptional optic PMMA lens with beam angles in 25°,30°, 45°
and 60° for different kinds of project;

= Adopting reliable high-power 3535 LED;
= Original innovation and patent design with the title of PROTECH.

® 3535SMD/24LED 10%60°

= QOptional optic PMMA lens with beam angles in 25°,30°, 45°
and 60° for different kinds of project;

= Adopting reliable high-power 3535 LED;
= Original innovation and patent design with the title of PROTECH.

1040mm

1040mm

20mm
1L T

27mm _|

omm
1L T

27mm |

Color
LEDs/ Input . . LEDs/ Input
Item Code meter  voltage Watt/m CCT/K Relr;‘%eer)l(ng Lm/m Lm/ft LM/w IPRate  PCBwidth Item Code meter  voltage Watt/m
MF328V140Q80-D027A6A10107N-1811ZA 24 24V 22 D 4000K 80 1,000 305 48 1P67 22mm MF330W024Q80-D040G6A16106N-2727ZB 24 24V 22

Optical parameter Optical parameter

LED Type: SMD3535 LED Type: SMD3535
Color Rendering Index: 80 Color Rendering Index: 80
CCT Range: 4000K CCT Range: 4000K
Irritation Angle: 10%60° Irritation Angle: 20%30°
Light Efficiency: 48Lm/w Light Efficiency: 60Lm/w
Lumen Output/meter: 1000Lm/m (305Lm/ft) Y cor180,20.7 Lumen Output/meter: 1280Lm/m (390Lm/ft)
——C€90/270,43.2
Enery Grade: B Enery Grade: B
AVERAGE BEAM ANGLE (50%) :31.9 DEG
Electric parameter Electric parameter
Accessory
Input Current/m: 0.91A/m (0.28A/ft) Input Current/m: 0.91A/m (0.28A/ft)
Input Voltage: DC24v e T Input Voltage: DC24vV
. g ©
Power/M: 22W/m (6.8W/ft) p g [ Power/M: 22W/m (6.8W/ft)
[
Static Electricity: 1000V (ESD) *‘ o ‘ Static Electricity: 1000V (ESD)
Aluminum profile Adjustable Angle bracket
LEDs/Meter: 24LEDs/m LEDs/Meter: 24LEDs/m
Waterproof Rate Waterproof Rate

www.mingxueled.com

| El |

CCT/K

[ ]4000K

Color
Rendering Lm/m Lm/ft LM/w IPRate  PCBwidth
Index
80 1,280 390 60 P67 22mm

~—C0/180,21.5
30 €90/270,28.8

AVERAGE BEAM ANGLE (50%) :25.1 DEG

Accessory
36mm ,
328 "/
mm . -
£
-
Aluminum profile Adjustable Angle bracket

flexible profile

wz]®)
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WALL WASHER SERIES

® 3535SMD/24LED 45°

m QOptional optic PMMA lens with beam angles in 25°,30°, 45°

and 60° for different kinds of project;
= Adopting reliable high-power 3535 LED;

= Original innovation and patent design with the title of PROTECH.

1040mm

0mm

1L T

27mm |

LEDs/ Input
s meter  voltage
MF330W024Q80-D040G6A16106N-2727ZB03 24 24V

Optical parameter

LED Type:

Color Rendering Index:

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:

LEDs/Meter:

Waterproof Rate

SMD3535

80

4000K

45°

55Lm/w

1200Lm/m (366Lm/ft)

0.91A/m (0.28A/ft)
DC24v

22W/m (6.8W/ft)
1000V (ESD)

24LEDs/m

www.mingxueled.com

| EEE |

Color
Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index
22 D 4000K 80 1,200 366 55 P67 22mm
-/+180
-150 150
-120 120
-90 920
[ \
-60 60
UNIT:cd
~—C0/180,51.5
-30 30— €90/270,50.8
[
AVERAGE BEAM ANGLE (50%) :51.1 DEG
Accessory

Aluminum profile Adjustable Angle bracket

flexible profile

TZEC

WALL WASHER SERIES

® 3535SMD/24LED 20*30°

DMX RGBW

= QOptional optic PMMA lens with beam angles in 25°,30°,45°

and 60° for different kinds of project;

= R:620-630nm,G:515-525nm.B:5460-470nm,W:2700-6000K,

we adopting reliable high-power 3535 LED;

= Original innovation and patent design with the title of PROTECH.

1040mm

0mm

31mm_|
LEDs/ Input
e meter  voltage
MF330W024Q80-D040G6A16106N-2727ZB 24 24V
MF355Z024Q80-D040W6A16106D-2727ZB 24 24V
Optical parameter
LED Type: SMD3535
Color Rendering Index: 80
CCT Range: 4000K/RGBW
Irritation Angle: 20%30°
Light Efficiency: 63Lm/w
Lumen Output/meter: 1520Lm/m (475Lm/ft)
Enery Grade: B
Electric parameter
Input Current/m: 1A/m (0.31A/ft)
Input Voltage: DC24V
Power/M: 24W/m (6.8W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 24LEDs/m
Waterproof Rate

Color
Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index
24 D 4000K 80 1,520 463 63 P67 22mm
24 RGBW 80 900 274 38 P67 22mm
\!! ”C0/180,25.0
-30 / 30— €90/270,30.3
0
AVERAGE BEAM ANGLE (50%) :27.6 DEG
Accessory

Aluminum profile Adjustable Angle bracket

flexible profile
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WALL WASHER SERIES WALL WASHER SERIES

o
® 3535SMD/24LED 45 ® 3535SMD/24LED —
*QNo (44
DMX RGBW 10*60° DMX RGBW L
= QOptional optic PMMA lens with beam angles in 25°,30°,45° = Optional optic PMMA lens with beam angles in 25°,30°,45° m
and 60° for different kinds of project; and 60° for different kinds of project;
m R:620-630nm,G:515-525nm.B:5460-470nm,W:2700-6000K, m R:620-630nm,G:515-525nm.B:5460-470nm,W:2700-6000K, m
we adopting reliable high-power 3535 LED; we adopting reliable high-power 3535 LED; I.IJ
= Original innovation and patent design with the title of PROTECH. = Original innovation and patent design with the title of PROTECH. I
1040mm 1040mm m
27mm_] 31mm_| ;
Color Color _I
ltem Code LEDs/ = Input — \yt/m  CCT/K  Rendering Lm/m Lm/ft LM/w IPRate  PCBwidth ltem Code LEDs/ ~ Input —y.tt/m  CCT/K  Rendering Lm/m Lm/ft LM/w IPRate  PCBwidth -
meter voltage meter voltage
Index Index <
MF330W024Q80-D040G6A16106N-2727ZB03 24 24V 24 D 4000K 80 1,400 427 58 IP67 22mm MF355Z024Q80-D040W6A16106D-2727ZB02 | 24 24V 24 D 4000K 80 1,152 351 48 P67 22mm ;
MF3552024Q80-D040W6A16106D-2727ZB03 24 24V 24 RGBW 80 780 238 33 P67 22mm MF330W024Q80-D040G6A16106N-2727ZB02 | 24 24V 24 RGBW 80 680 207 28 P67 22mm
Optical parameter Optical parameter
LED Type: SMD3535 LED Type: SMD3535
Color Rendering Index: 80 Color Rendering Index: 80
CCT Range: 4000K/RGBW ‘ CCT Range: 4000K/RGBW
Irritation Angle: 45° i&\\\\ Irritation Angle: 10%60°
e SRS -
Light Efficiency: 58Lm/w ""{uh"“" o Light Efficiency: 48Lm/w
NA ‘e
Lumen Output/meter: 1400Lm/m (427Lm/ft) "ﬁ"ﬂ“‘ cos0,a7s Lumen Output/meter: 1152Lm/m (351Lm/ft)
.!n‘ 30—C90/270,46AE oo ——C€90/270,46.7
Enery Grade: B 0 Enery Grade: B
AVERAGE BEAM ANGLE (50%) :47.1 DEG AVERAGE BEAM ANGLE (50%) :36.2 DEG
Electric parameter Electric parameter
Accessory Accessory
Input Current/m: 1A/m (0.31A/ft) Input Current/m: 1A/m (0.31A/ft)
Input Voltage: DC24v e T Input Voltage: DC24vV e T
. g © - g &
Power/M: 24W/m (6.8W/ft) p g [) Power/M: 24W/m (7.5W/ft) ] g [
[ [ )
Static Electricity: 1000V (ESD) *‘ o ‘ Static Electricity: 1000V (ESD) 7\ st amn \
Aluminum profile Adjustable Angle bracket Aluminum profile Adjustable Angle bracket
LEDs/Meter: 24LEDs/m LEDs/Meter: 24LEDs/m

flexible profile

Waterproof Rate

Waterproof Rate

www.mingxueled.com www.mingxueled.com
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WALL WASHER SERIES WALL WASHER SERIES

o o (44
45 30 o
® Optimize the structure design and improve the optical m Optional optic PMMA lens with beam angles in 25°,30°,45° m
efficiency. The material is resistant to flame retardant and UV; and 60° for different kinds of project;
m 2-5M/roll, can do Monochrome,CCT and RGB version = R:620-630nm,G:515-525nm.B:5460-470nm,W:2700-6000K, m
3-Can reach IP67 protection level,used indoors and outdoors; we adopting reliable high-power 3535 LED; I.IJ
= Original innovation and patent design with the title of PROTECH. I
24vDC | 0mm | m
- - \ 50mm |
~ ~ ~ ~ % 24VDC
—‘ 0 00 o — - -
00000 00k o 0 806 ;
Color Color _I
Item Code LEDs/  Input —\yotym  CCT/K  Rendering Lm/m Lm/ft LM/w  IPRate  PCBwidth Item Code LEDs/  Input — \yotm  CCT/K  Rendering Lm/m Lm/t LM/w  IPRate  PCBwidth -
meter  voltage meter  voltage
Index Index <
MF328V140Q80-D027A6A10107N-1811ZA 140 24V 24 . 2700K 80 1,665 508 116 P67 10mm MN328V140Q80-D027G6A10107N-2016ZA 140 24V 24 . 2700K 80 1,553 485 97 P67 10mm ;
MF328V140Q80-D030A6A10107N-1811ZA 140 24V 24 3000K 80 1,760 537 122 1P67 10mm MN328V140Q80-D030G6A10107N-2016ZA 140 24V 24 3000K 80 1,640 512 103 P67 10mm
MF328V140Q80-D040A6A10107N-1811ZA 140 24V 24 D 4000K 80 1,850 564 128 P67 10mm MN328V140Q80-D040G6A10107N-2016ZA 140 24V 24 D 4000K 80 1,760 550 110 P67 10mm
MF328V140Q80-D050A6A10107N-1811ZA 140 24V 24 5000K 80 1,850 564 128 1P67 10mm MN328V140Q80-D050G6A10107N-2016ZA 140 24V 24 5000K 80 1,760 550 110 P67 10mm
MF328V140Q80-D060A6A10107N-1811ZA 140 24V 24 6000K 80 1,850 564 128 1P67 10mm MN328V140Q80-D060G6A10107N-2016ZA 140 24V 24 6000K 80 1,760 550 110 P67 10mm
/4180
Optical parameter _/+180 Optical parameter ‘ " '
LED Type: SMD3535 LED Type: SMD3535 -120 ‘ ‘ ’ 120
Color Rendering Index: 80 e e Color Rendering Index: 80 A
[~ —
CCT Range: 2700K~6000K CCT Range: 2700K-6000K 90 -==571A\V5==- 0
Irritation Angle: 45° ° * Irritation Angle: 30° “%%W‘i\i&gg..
B . 1600
o o SN S
Light Efficiency: 116-128Lm/w Light Efficiency: 97-110Lm/w oNITicedd
-60 A €0/180,34.8
Lumen Output/meter: 1665-1850Lm/m (508-564Lm/ft) oNTT:Cd Lumen Output/meter: 1553-1760Lm/m (97-110Lm/ft) E ek —€90/270,89.4°
S D (I o D ;
nery Grade: : nery Grade:
AVERAGE BEAM ANGOLE(SO%) :73.5 DEG mggg&giiwﬁc
Electric parameter Electric parameter
Accessory Accessory
Input Current/m: 0.6A/m (0.18A/ft) Input Current/m: 0.67A/m (0.2A/ft)
@4
Input Voltage: DC24v Input Voltage: DC24v @ g‘ @
Power/M: 14.4W/m (439W/ft) Power/M: 16W/m (488W/ﬂ) End cap Entry cap (front) Entry cap (bottom)
MX-08-001702 MX-08-001700 MX-08-001701
Static Electricity: 1000V (ESD) e oy confiron o conbotiom Static Electricity: 1000V (ESD)
MX-ED:aOD:;m TA:—YDH-;;?:SL) EM‘;/-OE-po(ObIO;‘:S ! \’/{ >O/1
LEDs/Meter: 140LEDs/m LEDs/Meter: 140LEDs/m N =
NP B | &=
f f Entry cap(left outlet) Entry cap(right outlet) Aluminum Profiles
@ T W/ MX-08-001698 MX-08-001699 MX-01-002766
¥
i : C
Aluminum Profiles Clip Adjustable support E
MX-01-002867 MX-01-002868 MX-01-002855 Clip
Waterproof Rate Waterproof Rate MX-01-002868

www.mingxueled.com www.mingxueled.com
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® 2835SMD/84LED-CV

= Adopt36° beam angle LED polarized lens;
n Effectively improve the illuminance value,CD value can reach 2000CD;
= With constant current IC design, can support up to 10M without

voltage drop;

= Can do white light, CCT, DMX white light different.

24VDC |

83.33mm(3.27")

| -

—llc 0:0 3 5 O W

|
150mm(5.91")

Item Code

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

MF32LW084A80-D040A1A10107N

5,000mm(16.4")
Input
LEDs/meter voltage Watt/m
84 24V 8
84 24V 8
84 24V 8
84 24V 8
84 24V 8
2835Lens LED
80

2700K 3000K 4000K 5000K 6500K
36°

115~131Lm/w

923~1045Lm/m (288~326Lm/ft)

0.33A/m (0.15A/ft)
DC24V

8W/m (2.5W/ft)
1000V (ESD)
84LEDs/m
83.3mm(3.27")

7 LEDs

P67

=) ) ) B

CCT/K

2700K

3000K

4000K

5000K

6500K

Color

Rendering
Index

80
80
80
80

80

Lm/m Lm/ft LM/w IP Rate PCB width
923 288 115 1P20 10mm
974 304 122 P20 10mm
1,025 320 128 1P20 10mm
1,035 323 129 1P20 10mm
1,045 326 131 1P20 10mm

“‘ 74
s
1§y5=-
IINSS:
Rles lz!é!h\”
".!h“‘ €0/180,39.0

30—C90/27D,40,2

AVERAGE BEAM ANGLE (50%) :39.6 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
2 — EI
g L‘A g =
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
[ = ‘ % & \ ﬁi
T
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

www.mingxueled.com




WALL WASHER SERIES WALL WASHER SERIES

® 2835SMD/112LED-CV

= Adopt36° beam angle LED polarized lens;

n Effectively improve the illuminance value,CD value can reach 2000CD;

= With constant current IC design, can support up to T0M without
voltage drop;

= Can do white light, CCT, DMX white light different.

® 2835SMD/126LED-CV

= Adopt36° beam angle LED polarized lens;

n Effectively improve the illuminance value,CD value can reach 2000CD;

= With constant current IC design, can support up to 1T0M without
voltage drop;

m Can do white light, CCT, DMX white light different.

7
=
o
LU
v
i"
L
T
v
<
S
i
i
<
S

Savoe ‘m 71.4mm(2.8") L SavpC ‘M 50mm(1.97") ﬂL
—ac 58 0 8 8 8w —-‘m@ 88 8 8 @
| | | | | i
150mm(5.91") 5,000mm(16.4") 150mm(5.91") 5,000mm(16.4')
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index Index
MF32LW112A80-D040A1F10108N 112 24V 9.6 [ ]4000K 80 1,275 398 133 1P20 10mm MF32LW126A80-D040A1F10107N 126 24V 15 [ ]4000K 80 1,600 500 128 1P20 10mm
. . -/+180
Optical parameter Optical parameter 150 150
LED Type: 2835Lens LED LED Type: 2835 Lens LED
-120 120
Color Rendering Index: 80 Color Rendering Index: 80
CCT Range: 4000K CCT Range: 4000K
~90 -90 90
Irritation Angle: 36° Irritation Angle: 36°
Light Efficiency: 133Lm/w Light Efficiency: 128Lm/w 60 0
Lumen Output/meter: 1275Lm/m (398Lm/ft) Y c0/180,39.8 Lumen Output/meter: 1600Lm/m (500Lm/ft) Y corisn.e.s
-30 30 C90/270,41.5 _30 30 €90/270,40.6
Enery Grade: B 0 Enery Grade: B [)
AVERAGE BEAM ANGLE (50%) :40.6 DEG AVERAGE BEAM ANGLE (50%) :38.2 DEG

Electric parameter Electric parameter

Recommended Profiles Recommended Profiles
Input Current/m: 0.4A/m (0.12A/ft) Input Current/m: 0.62A/m (0.19A/ft)
Input Voltage: DC24v | — Input Voltage: DC24v 1 | -

Ly Ll & L1 =

Power/M: 9.6W/m (3W/ft) = Power/M: 15W/m (4.68W/ft) =

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 112LEDs/m '!; ‘ € | E LEDs/Meter: 126LEDs/m e i
Size of Section: 71.4mm(2.8") - Size of Section: 55.5mm(2.18") ]

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs LEDs of Section 7 LEDs

A= L N T
L =% L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

IP20

= =

IP67

IE

www.mingxueled.com
| |

«

whhs|| D || @

®

IP20

= =

IP67

IE

EZE0

www.mingxueled.com
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® 5050SMD/60LED
SPI RGB

= Adopt36° beam angle LED polarized lens;
u Effectively improve the illuminance value,CD value can reach 2000CD;
= Can do white light, CCT, DMX white light different.

100mm(3.93) | |

24vDC }

¢ fo+o 0 00

Color
Item Code LEDs/meter vL?I?augt A Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF35LA060Q00-DO00D6F 101065 60 24V 13.5 | |SPIRGB N/A 440 134 33 P65 10mm
Optical parameter -/+180
-150 150
LED Type: 5050Lens LED
-120 120
Color Rendering Index: N/A
CCT Range: SPIRGB
-90 90
Irritation Angle: 36° 7
Light Efficiency: 33Lm/w 4
-60 0 60
Lumen Output/meter: 440Lm/m (134Lm/ft) UNIT: cd
>~ C0/180,55.9
30 30 €90/270,61.5
AVERAGE BEAM ANGLE(50%):58.7 DEG
Electric parameter
Recommended Profiles
Input Current/m: 0.56A/m (0.17A/ft)
Input Voltage: DC24V 5 ﬂ {;’;‘%I
Power/M: 13.5W/m (4.11W/ft) " L
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m ) ' I
o 3 g
Size of Section: 100mm(3.93")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6LEDs
e e U N =T
i
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

1=

www.mingxueled.com
| |




Pro series 12mm PCB single color connectors

Power Cord Docking Connector L-Type Connector End Cap

Connects light to power supply Combine two pieces of the lights Combine two pieces of the lights Termination Protection of the light,
IP65 DIY connector(indoor use) together IP65 DIY connector together IP65 DIY connector IP65 DIY connector(indoor use)
Cable Length available in (indoor use) (indoor use)

0.3m min~20m Max.

Screwless Terminal DIY assembly Seamless Docking,Screwless Terminal Seamless Docking,Screwless Terminal Seamless Terminal DIY assembly
DC Plug(2 Pin) *1 Anti-tension Shell *1 L-Type Anti-tension Shell *1 Anti-tension Shell *1

Anti-tension Shell *1 Feed Connector (2 Pin) *1 L-Type Feed Connector(2 Pin) *1 PC Fixing Clip *1

PC Fixing Clip *1 PC Fixing Clip *2 PCFixing Clip *2

Build-in Piezoresistor
Anti-lightning Protection

Clip End cap PC profile

CV series T0mm PCB connectors

IP20 Quick connector
10mm PCB

www.mingxueled.com
| @5 |

www.mingxueled.com

| DA |
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TUVRheinlar?d
CERTIFIED E473513 Intertek ENERGY STAR

i\

[
strip light is one of the most popular si I

oducts in LED lighting market which is \i;

idely used for personal and commercial LR
purposes,including indoor and outdoor o \ '
decorations.From the background lighting .":\_
of advertising banners to kitchen lighting, e

r ambience lighting decoration, lighting B

_ of the outskirtsof city buildings, and of course
ommercial lighting Settings for
s, exhibitions and supermarkets.

=i

www.mingxueled.com www.mingxueled.com
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® CSP CCT 640LED

Zero light spot, uniform light;

Flip chips has bigger pole for high ¢
Ta:-25~40°C; Tc: 75°C (max)
5 years warranty.

Savoc | 100mm(3.

Flip chips;CSP encapsulation technology without wire bonding;

urrent & work more stable;

.94")

e
o ==

| lal=lall

10mm
(0.39")

| |
150mm(5.91") 5,000mm(16.4)

Item Code LEDs/met:
320
MF304U640A90-D80111A10124N 640
320
Optical parameter
LED Type:
Color Rendering Index:

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

Input Color
& voltage Watt/m CCT/K Rendering
Index
24V 9.5 2700K 80
24V 19 4000K 80
24V 9.5 6000K 80
CSP 640LED
Ra >80

2700K~6000K(CCT Turnable)
140°
89~95Lm/w

850~1750Lm/m (266~281Lm/ft)

0.79A/m (0.24A/ft)
DC24v

19W/m (5.93W/ft)
1000V (ESD)
640LEDs/m
100mm(3.94")

24 LEDs

= @ 5 e

w; ﬁ
"y
/4 A
Lm/m  Lm/ft LM/w IP Rate PCB width
850 266 89 1P20 10mm
1,750 547 92 P20 10mm
960 281 95 1P20 10mm
-/+180

NS
SOETIERR
Q\',‘lﬂh“ "

ZAIINS

ied
‘. 0 "/‘ —CO/?‘E'T:;;G.G
_30 ~!a‘ 30— €90/270,117.8

0
AVERAGE BEAM ANGLE (50%) :137.2 DEG

Recommended Profiles

MX-RS-A001

I = 2

MX-RS-A002 MX-RS-A003 MX-RS-A020
e ﬂ — g =
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
\5:173 = ‘ { &\ ﬁ%i

= =
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

7
—
14
L
7
o
7
O

www.mingxueled.com

I



RGBW

® CSP RGB 840LED

Zero light spot, uniform light;

Flip chips;CSP encapsulation technology without wire bonding;
Flip chips has bigger pole for high current & work more stable;
Ta:-25~40°C; Tc: 75°C (max)

5 years warranty.

2avDC | 50mm(1.97") |
%@ = EOmm
E — g\ (0.39")
‘ISOmm(S.QW”)‘ 5,000mm(16.4") !
Input
Item Code LEDs/meter voltage Watt/m
280 24V 5
280 24V 4
MF304A840A00-D000J1A10142N
280 24V 4
840 24V 13
Optical parameter
LED Type: CSP 840LED
Color Rendering Index: N/A
CCT Range: RGB
Irritation Angle: 140°
Light Efficiency: 13~91Lm/w

Lumen Output/meter: 50~360Lm/m (15~113Lm/ft)

Enery Grade: N/A

Electric parameter

Input Current/m: 0.54A/m (0.16A/ft)

Input Voltage: DC24v

Power/M: 13W/m (4.06W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 840LEDs/m

Size of Section: 50mm(1.97")
LEDs of Section 42 LEDs

Waterproof Rate

= & &)

www.mingxueled.com
| |

CCT/K

. Red
(620~630)
. Green
(515~525)
. Blue
(460~470)

RGB

Color
Rendering
Index
N/A
N/A
N/A

N/A

\ . &
/ Uy
” 5 ~ F
Lm/m  Lm/ft LM/w IP Rate PCB width
100 20 15 1P20 10mm
240 60 91 1P20 10mm
50 12 13 1P20 10mm
360 30 48 P20 10mm
-/+180
-150 150
-120 120
-90 b 920
-60 60
UNIT:cd
~—C0/180,138.1
-30 30— €90/270,108.8

0
AVERAGE BEAM ANGLE (50%) :123.5 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

@f‘ 7 ==

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

=28= 08 N1
R

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

® CSP RGBW 840LED

Zero light spot, uniform light;

Flip chips;CSP encapsulation technology without wire bonding;
Flip chips has bigger pole for high current & work more stable;
Ta:-25~40°C; Tc: 75°C (max)

5 years warranty.

Javoe | 33mm(1.3") |
(& 4 T12mm
: E ia prermm— A
150mm(5.91')‘ 5,000mm(16.4") !
Input
Item Code LEDs/meter voltage Watt/m
210 24V 5
210 24V 5
MF304Z840A90-D027K1AF12128N 210 24V 5
210 24V 5
840 24V 20
Optical parameter
LED Type: CSP 840LED
Color Rendering Index: Ra >80
CCT Range: RGBW
Irritation Angle: 140°
Light Efficiency: 12~86Lm/w

Lumen Output/meter: 120~860Lm/m (38~269Lm/ft)

Enery Grade: N/A

Electric parameter

Input Current/m: 0.83A/m (0.25A/ft)
Input Voltage: DC24v

Power/M: 20W/m (6W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 840LEDs/m

Size of Section: 33mm(1.3")

LEDs of Section 28 LEDs

Waterproof Rate

= (& & &)

CCT/K

Il Red
B Green
[l Blue
| ]4000K

B RGBW

Color
Rendering
Index

N/A

N/A

N/A

80

N/A

1T E

\ W, Ll

- ‘B U)

% il : m

; \ Vi N (7p)

- < N 0

Lm/m  Lm/ft LM/w IP Rate PCB width

120 38 24 IP20 12mm
250 78 50 P20 12mm
60 19 12 P20 12mm
430 134 86 1P20 12mm
860 269 43 1P20 12mm

ﬁ%‘n‘g‘ N
LK

\‘ ' ~—C0/180,139.6
(O

Lo 30—C90/270,11147

N

0
AVERAGE BEAM ANGLE (50%) :125.6 DEG

Recommended Profiles

IR = 2

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
__! L‘* Bsll
MX-RS-A005 MX-RS-A006 MX-RS-A007  MX-RS-A008
\lﬁ‘A\j == “ &

N 7&@»
MX-RS-A009 MX-RS-A010 MX-RS-AOT4  MX-RS-A019

wz]®

www.mingxueled.com
| |
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\YEARS
WARRANTY

B ENERG/

SUPPLIER’S NAME

XXXXX XXXX  XXXXXX

XX .
kWh/1000h

most popular products
ich is widely used for

urposes,including indoor
rom the background lighting
itchen lighting, car
ion, lighting of the outskirts
urse a variety of commercialguus o
, hotels, exhibitions and = e

s

—_
W ﬁ"# .
fﬁﬁell‘

DN

4000 5000
K K
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® COB 280LED

= Zero light spot, uniform light; o o
n Flip chips;COB encapsulation technology without wire bonding;
= Flip chips has bigger pole for high current & work more stable;
m Ta:-25~40°C; Tc: 75°C (max)

= 5years warranty.

Can be adjusted to the light suitable for the environment clccor © customer needs, » é," ‘
according to different scenes, different people's needs, also cg 4 L the needs of . &
various color temperature ‘J“ 24VDC L 50mm(1.97") | &
— 8 P < Tiomm
R = o
‘150mm(5.91")‘ 5,000mm(16.4") ! A
s Color
Item Code LEDs/meter volfage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF309V280A90-D027A1A10114N 280 24V 8 2700K 920 702 219 88 IP20 10mm
MF309V280A90-D030A1A10114N 280 24V 8 3000K 920 740 232 93 P20 10mm
MF309W280A90-D040A1A10114N 280 24V 8 4000K 920 780 244 98 P20 10mm
MF309W280A90-D050ATA10114N 280 24V 8 5000K 90 780 244 98 IP20 10mm
MF309W280A90-D060ATA10114N 280 24V 8 6000K 920 780 244 98 IP20 10mm
Optical parameter
LED Type: COB 280LED
Color Rendering Index: Ra>90
CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 180°
Light Efficiency: 88~98Lm/w
Lumen Output/meter: 702~780Lm/m (219~243Lm/ft) ¥ c0/180,144.0
_30 30— €90/270,114.4
Enery Grade: AVERAGE BEAM ANG?E(SO%) :129.2 DEG
Electric parameter
Recommended Profiles
Input Current/m: 0.33A/m (0.1A/ft)
Input Voltage: DC24V . “W } ==
Ry = miay-
Power/M: 8W/m (2.43W/ft) ‘
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
e o=
LEDs/Meter: 280LEDs/m | ‘; ﬂ 1 g ol
— — f I I~
Size of Section: 50mm(1.97")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 14 LEDs
e e ‘ \ m
T
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

TR
Wmf(
5

ENERGY

= (& & )

ed.com

| 5 |

vw.mingxueled.com

| H |




COB SERIES

COB SERIES

® COB 320LED

5 years warranty.

24VDC

Zero light spot, uniform light;
Flip chips;COB encapsulation technology without wire bonding;
Flip chips has bigger pole for high current & work more stable;

Ta:-25~40°C; Tc: 75°C (max)

50mm(1.97")

10mm
Eo.ag')

Llnlinll

150mm(5.91")

Item Code

MF309V320A90-D027A1A10216N

MF309V320A90-D030ATA10216N

MF309W320A90-D040A1A10216N

MF309W320A90-D050A1A10216N

MF309W320A90-D060ATA10216N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

5,000mm(16.4")

LEDs/meter v'(:‘lf:gte Watt/m  CCT/K
320 24V 8 2700K
320 24V 8 3000K
320 24v 8 "] 4000K
320 24V 8 5000K
320 24V 8 6000K

COB 320LED
Ra> 90

2700K/3000K/4000K/5000K/6000K
180°
86~95Lm/w

690~760Lm/m (216~238Lm/ft)

0.33A/m (0.1A/ft)
DC24v

8W/m (2.4W/ft)
1000V (ESD)
320LEDs/m
50mm(1.97")

16 LEDs

= & &)

www.mingxueled.com
| |

b b
5 &
o ly
QL
L ‘/.
Color
Rendering Lm/m Lm/ft LM/w IP Rate
Index
90 690 216 86 1P20
920 730 228 91 1P20
90 760 238 95 1P20
90 760 238 95 1P20
920 760 238 95 1P20

PCB width

10mm

10mm

10mm

10mm

10mm

~—C0/180,161.8
-~ €90/270,113.2

0
AVERAGE BEAM ANGLE (50%) :137.5 DEG

Recommended Profiles

MX-RS-A001

i

MX-RS-A005

r

MX-RS-A009

MX-RS-A002

.‘

MX-RS-A006

[ E—

MX-RS-A010

MX-RS-A003

0

MX-RS-A007

N

MX-RS-A014

MX-RS-A020

MX-RS-A008

\

MX-RS-A019

0]

® COB 420LED

Zero light spot, uniform light;

5 years warranty.

Flip chips;COB encapsulation technology without wire bonding;
Flip chips has bigger pole for high current & work more stable;
Ta:-25~40°C; Tc: 75°C (max)

24vDC L 50mm(1.97") |
g%-gg =\ E(”“’I‘
= J (0.39")
‘150mm(5.91")‘ 5,000mm(16.4") !
Input
Item Code LEDs/meter voltage Watt/m CCT/K
MF309V420A90-D027A1A10221N 420 24V 12 2700K
MF309V420A90-D030A1A10221N 420 24V 12 3000K
MF309W420A90-DO40ATA10221N 420 24V 12 | ]4000K
MF309W420A90-D050ATA10221N 420 24V 12 5000K
MF309W420A90-DO60ATAT0221N 420 24V 12 6000K
Optical parameter
LED Type: COB 420LED
Color Rendering Index: Ra>90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

2700K/3000K/4000K/5000K/6000K
180°
86~95Lm/w

1026~1140Lm/m (321~356Lm/ft)

0.5A/m (0.15A/ft)
DC24v

12W/m (3.65W/ft)
1000V (ESD)
420LEDs/m
50mm(1.97")

21 LEDs

=) () ()

8

IP67

N <“@r Q,y/
- B

COB SERIES

Reﬁg:eor:ng Lm/m  Lm/ft LM/w IP Rate PCB width
Index
920 1,026 321 86 1P20 10mm
920 1,083 338 90 1P20 10mm
90 1,140 356 95 1P20 10mm
920 1,140 356 95 1P20 10mm
920 1,140 356 95 1P20 10mm

0
AVERAGE BEAM ANGLE (50%) :133.6 DEG

Recommended Profiles

- | Ef

| = Tl

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

—r— - — [——1

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= I —@ 2 ‘d

=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

e (2o

www.mingxueled.com
| |



COB SERIES COB SERIES

® COB 480LED ® COB 512LED

m Zero light spot, uniform light; = Zero light spot, uniform light; s o gy LLJ
m Flip chips;COB encapsulation technology without wire bonding; Pt b - u Flip chips;COB encapsulation technology without wire bonding; V- m
= Flip chips has bigger pole for high current & work more stable; i é m Flip chips has bigger pole for high current & work more stable; P
= Ta:-25~40°C; Tc: 75°C (max) s = Ta:-25~40°C; Tc: 75°C (max) A <& 7 L
§ 54
m 5years warranty. N < s/ = 5years warranty. 4 L P,
N o L . @ o (D
§ & 5
-
. ) y- | o1/ 4 11]
24vDC L 50mm(1.97") | -~ ] il g SavC | 62.5mm(2.46") | ! / 7y O
ggﬂ P Ci‘ El)mm / i — (=3 I T1omm y
JR=S o % :%ﬁz =5 | B”"’
| | | / | | | o
150mm(5.91") 5,000mm(16.4") 150mm(5.91") 5,000mm(16.4") O .‘ A
o g
[ Color et Color
Item Code LEDs/meter 0 oI?a ge Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter . oI? age Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index Index
MF309V480A90-D027A1A10124N 480 24V 12 2700K 90 1,080 329 90 1P20 10mm MF309V512A90-D027A1A10132N 512 24V 12 2700K 90 1,080 329 90 1P20 10mm
MF309V480A90-D030ATA10124N 480 24V 12 3000K 90 1,140 356 95 1P20 10mm MF309V512A90-D030A1A10132N 512 24V 12 3000K 90 1,140 356 90 1P20 10mm
MF309W480A90-D040A1A10124N 480 24V 12 D 4000K 920 1,200 365 100 1P20 10mm MF309W512A90-D040A1A10132N 512 24V 12 D 4000K 90 1,200 365 100 1P20 10mm
MF309W480A90-D050ATA10124N 480 24V 12 5000K 90 1,200 365 100 1P20 10mm MF309W512A90-D050A1A10132N 512 24V 12 5000K 90 1,200 365 100 1P20 10mm
MF309W480A90-DO60ATAT0124N 480 24V 12 6000K 90 1,200 365 100 1P20 10mm MF309W512A90-DO60ATA10132N 512 24V 12 6000K 90 1,200 365 100 1P20 10mm
Optical parameter Optical parameter
LED Type: COB 480LED LED Type: COB 512LED
120 120
Color Rendering Index: Ra>90 Color Rendering Index: Ra>90
CCT Range: 2700K/3000K/4000K/5000K/6000K oo % CCT Range: 2700K/3000K/4000K/5000K/6000K o0 o
Irritation Angle: 180° Irritation Angle: 180°
Light Efficiency: 90~100Lm/w Light Efficiency: 90~100Lm/w
Lumen Output/meter: 1080~1200Lm/m (329~365Lm/ft) 7 co/tsn.1es.6 Lumen Output/meter: 1080~1200Lm/m (329~365Lm/ft) Y cosaan.es.5
. 30 €90/270,113.4 -~ C90/270,115.2
Enery Grade: AVERAGE BEAM ANGUE(50%) :129.5 DEG Enery Grade: B AVERAGE BEAM ANGELE (50%):135.6 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.50A/m (0.15A/ft) Input Current/m: 0.5A/m (0.15A/ft)
Input Voltage: DC24v | - Input Voltage: DC24v 1 | —
Power/M: 12W/m (3.7W/ft) = Power/M: 12W/m (3.65W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 480LEDs/m ‘ € | ‘; LEDs/Meter: 512LEDs/m e | ‘;
Size of Section: 50mm(1.97") - Size of Section: 62.5mm(2.46")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 24 LEDs LEDs of Section 32 LEDs
KO o =
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

= () ) () e[+ ][@] = (&) () (&) el (=][@)

www.mingxueled.com www.mingxueled.com
| | | |
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HIGH VOLTAGE FLEX

USF

D strip light is one of the most popular produc
) lighting market which is widely used for

al and commercial purposes,including indo
tdoor decorations.From the background ligh

of ac ba D kitche ca
lighting tio ng of the ts o \
- buildings, f co vari C erCia :

jhting Settings fo ho \ ns a
rmarket ‘.

B ENERG”

SUPPLIER’S NAME
XXXXX XXXX  XXXXXX

120V 230V

AC AC

uL94Vvo

AC 120V AC 230V DALI FLICKER Bending Flame uv
INPUT INPUT DT6/DT8 -FREE Diameter Resistant Resistant

www.mingxueled.com
| B |

www.mingxueled.com
| &2m |



—
B ——

==
s

—_

HIGH VOLTAGE FLEX

¢ CCT Tunable DALI DT8

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;

CCT Tunable;25m/roll;

n
n
m Clip Or Channel for installation;
n
m 5years warranty.

HEET‘OE‘IE]IIE‘OE‘ t‘i‘tSmm
L

\

: 100mm(3.93")

Item Code LEDs/meter
MF728U120P80-D801G6A12112D 120
MF728U120P80-D801G6A12112D 120

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

Input Watt/m

voltage Watt/ft
AC220V 10 3.1
AC220V 10 3.1 6500K

SMD2835

Ra>80/90

2700~6500K Tunable

120°

105~115Lm/w

1050~1150Lm/m (328~359Lm/ft)

0.08A/m (0.024A/ft)
AC220~230V(Dali DT8 Driver)
10W/m (3W/ft)

1000V (ESD)

120LEDs/m

100mm(3.93")

12 LEDs

CCT/K

[ 2700k

>
1]
—
LL
w
O
<
-
-l
@)
>
L
=
L

Lm/m Lm/ft LM/w IP Rate Dimension PF
1,050 328 105 IP65 15*6mm >0.9
1,150 359 115 IP65 15*6mm >0.9

——-€90/270,98.5

AVERAGE BEAM ANGLE (50%) :113.0 DEG

Accessory

1.Aluminum clip

2.Aluminum channel

%&] M [IP_BS]
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HIGH VOLTAGE FLEX

HIGH VOLTAGE FLEX

® Single color DALI DT6

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;

Clip Or Channel for installation;

DALI Dimable;25m/roll;

5 years warranty.

N0 0D oB0 00 08D OO o"ﬂ“?mm
* 0 0

100mm(3.93")

Input Watt/m

Item Code LEDs/meter voltage Watt/ft
MF728V120P80-D027G6A12112D 120 AC230V 10 341 . 2700K
MF728V120P80-D030G6A12112D 120 AC230V | 10 3.1 3000K
MF728W120P80-D040G6A12112D | 120 AC230V | 10 3. | ]4000K
MF728W120P80-D050G6A12112D 120 AC230V 10 341 5000K
MF728W120P80-D060G6A12112D | 120 AC230V | 10 3.1 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index: Ra > 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°

Light Efficiency: 100~120Lm/w

Lumen Output/meter: 1100~1200Lm/m (365~402Lm/ft)

Enery Grade:

Electric parameter

Input Current/m: 0.04A/m (0.012A/ft)

Input Voltage: AC220~230V(Dali DT6 Driver)
Power/M: 10W/m (3W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 100mm(3.93")

LEDs of Section 12 LEDs

Waterproof Rate

b B8 (=)

www.mingxueled.com
| |

CCT/K

Color
Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF
Index

80 1,100 365 110 IP65 15*6mm >0.9
80 1,140 365 114 P65 15*6mm >0.9
80 1,200 402 120 P65 15*6mm >0.9
80 1,200 402 120 P65 15*6mm >0.9
80 1,200 402 120 P65 15*6mm >0.9

AVERAGE BEAM ANGLE (50%) :117.9 DEG

Accessory

1.Aluminum clip

2.Aluminum channel

® 0-10V Dimming

= High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5;

m Clip Or Channel for installation;

= Dimmable;25m/roll;

m 5years warranty.

No 00 08B0 0 0 080 O O o"ﬁsmm
“"’“ e

100mm(3.93")

Input Watt/m

Item Code LEDs/meter voltage Watt/ft CCT/K
MF728V120P80-D027G6A12112C 120 AC220V 10 3 . 2700K
MF728V120P80-D030G6A12112C 120 AC220vV | 10 3 3000K
MF728W120P80-D040G6A12112C 120 AC220V | 10 3 [ ]4000K
MF728W120P80-D050G6A12112C 120 AC220V 10 3 5000K
MF728W120P80-D060G6A12112C 120 AC220V | 10 3 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index: Ra > 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°

Light Efficiency: 110~120Lm/w  98~108Lm/w

Lumen Output/meter: 1100~1200Lm/m (344~375Lm/ft)

Enery Grade: B

Electric parameter

Input Current/m: 0.04A/m (0.012A/ft)

Input Voltage: AC220~230V(0~10V Driver)
Power/M: 10W/m (3W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 100mm(3.93")

LEDs of Section 12 LEDs

Waterproof Rate

%&] N [IPBS]

Color
Rendering
Index
80
80

80

80

80

Lm/m Lm/ft LM/w IP Rate Dimension PF

>
1]
—
LL
w
O
<
-
-l
@)
>
L
=
L

1,100 344 110 P65 15*6mm >0.9
1,140 356 114 P65 15*6mm >0.9
1,200 375 120 P65 15*6mm >0.9
1,200 375 120 P65 15*6mm >0.9
1,200 375 120 P65 15*6mm >0.9

AVERAGE BEAM ANGLE (50%) :117.9 DEG

Accessory

1.Aluminum clip

2.Aluminum channel

www.mingxueled.com
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HIGH VOLTAGE FLEX

® 120V 2835SMD/120LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;

Clip Or Channel for installation;

Dimmable;50m/roll;

5 years warranty.

@HDE.DD[]DD oo DD:E%m
|

: 100mm(3.93")

Color
Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF
Index

HIGH VOLTAGE FLEX

® 120V 2835SMD/60LED

® High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5;

m Clip Or Channel for installation;

= Dimmable;50m/roll;

m 5years warranty.

WDHED O OoiMC D:tmm
|

100mm(3.93")

80 1,188 362 100 IP65 15*6mm >0.9
80 1,254 382 105 P65 15*6mm >0.9
80 1,320 402 110 P65 15*6mm >0.9
80 1,320 402 110 IP65 15*6mm >0.9
80 1,320 402 110 P65 15*6mm >0.9

Item Code LEDs/meter vl’?l?augte w::zfn: CCT/K
MF528V120P80-D027G6A12112N 120 AC120v | 12 3.65 [ 2700K
MF528V120P80-D030G6A12112N 120 AC120V | 12 3.65 3000K
MF528W120P80-D040G6A12112N 120 AC120v | 12 3.65 | [ |4000K
MF528W120P80-D050G6A12112N 120 AC120V | 12 3.65 5000K
MF528W120P80-D060G6A12112N 120 AC120V | 12 365 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index: Ra > 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°

Light Efficiency: 100~110Lm/w

Lumen Output/meter: 1188~1320Lm/m (362~402Lm/ft)
Enery Grade:

Electric parameter

Input Current/m: 0.1A/m (0.03A/ft)

Input Voltage: AC120V

Power/M: 12W/m (3.65W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 100mm(3.93")

LEDs of Section 12 LEDs

Waterproof Rate

g B8 (=)

www.mingxueled.com
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~—C0/180,115.3
-~ c30/210,112.4
—C60/240,102.0
o - C90/270,93.0

AVERAGE BEAM ANGLE (50%) :105.7 DEG

Accessory

1.Aluminum clip

2.Aluminum channel

Item Code LEDs/meter vlc?lf:gte w::gfnt] CCT/K
MF528V060P80-D027G6A12106N 60 AC120V 10 3 . 2700K
MF528V060P80-D030G6A12106N 60 AC120V | 10 3 3000K
MF528W060P80-D040G6A12106N 60 AC120V | 10 3 [ ]4000K
MF528W060P80-D050G6A12106N 60 AC120V 10 3 5000K
MF528W060P80-D060G6A12106N 60 AC120V | 10 3 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index: Ra > 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°

Light Efficiency: 100~110Lm/w

Lumen Output/meter: 1000~1100Lm/m (304~335Lm/ft)

Enery Grade: D

Electric parameter

Input Current/m: 0.08A/m (0.024A/ft)
Input Voltage: AC120V

Power/M: 10W/m (3W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m

Size of Section: 100mm(3.93")

LEDs of Section 6 LEDs

Waterproof Rate

%&] M [IP_BS]

Color
Rendering
Index

80

80

80

80

80

Lm/m Lm/ft LM/w IP Rate Dimension PF

>
1]
—
LL
w
O
<
-
-l
@)
>
L
=
L

1,000 304 100 P65 15*6mm >0.9
1,045 319 105 P65 15*6mm >0.9
1,100 335 110 P65 15*6mm >0.9
1,100 335 110 P65 15*6mm >0.9
1,100 335 110 P65 15*6mm >0.9

~—C0/180,114.2
- €30/210,111.1
—C60/240,102.2
o ~C90/270,93.3

AVERAGE BEAM ANGLE (50%) :105.2 DEG

Accessory

1.Aluminum clip

2.Aluminum channel

www.mingxueled.com
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HIGH VOLTAGE FLEX

® 120V 2835SMD/72LED

Dimmable;50m/roll;
5 years warranty.

mm

O DsssuﬂDsSDﬂDS >D§

£5mm

36LED/cut 500mm(19.7")

Size of Section:

LEDs of Section

Waterproof Rate

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
Clip Or Channel for installation;

500mm(19.7")

36 LEDs

2.Aluminum channel

HIGH VOLTAGE FLEX

® 230V 2835SMD/72LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;

Dimmable;50m/roll;
5 years warranty.

n
n
m Clip Or Channel for installation;
n
n

mm

O Dsssuﬂussuﬂus >DE

JiSmm

36LED/cut 500mm(19.7")

Size of Section:

LEDs of Section

Waterproof Rate

500mm(19.7")

36 LEDs

2.Aluminum channel

Color Color
Item Code LEDs/meter U LTI CCT/K Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF Item Code LEDs/meter iz LT CCT/K Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF
voltage Watt/ft [ voltage Watt/ft ielos

MF528V072P80-D027G6A12136N 72 AC120v | 10 3 [ 2700k 80 1,000 304 100 IP65 15*6mm >0.9 MF728V072P80-D027G6A12106N 72 AC230V | 10 3 I 2700K 80 1,000 304 100 1P65 15*6mm >0.9
MF528V072P80-D030G6A12136N 72 AC120v | 10 3 3000K 80 1,045 319 105 IP65 15¥6mm >0.9 MF728V072P80-D030G6A12136N 72 AC230V | 10 3 3000K 80 1,045 319 105 IP65 15*6mm >0.9
MF528W072P80-D040G6A12136N 72 AC120V 10 3 D 4000K 80 1,100 335 110 P65 15*6mm >0.9 MF728W072P80-D040G6A12136N 72 AC230V 10 3 D 4000K 80 1,100 335 110 P65 15*6mm >0.9
MF528W072P80-D050G6A12136N 72 AC120v | 10 3 5000K 80 1,100 335 110 IP65 15¥6mm >0.9 MF728W072P80-D050G6A12136N 72 AC230V | 10 3 5000K 80 1,100 335 110 IP65 15*6mm >0.9
MF528W072P80-D060G6A12136N 72 AC120V 10 3 6000K 80 1,100 335 110 P65 15*6mm >0.9 MF728W072P80-D060G6A12136N 72 AC230V 10 3 6000K 80 1,100 335 110 P65 15*6mm >0.9

Optical parameter Optical parameter

LED Type: SMD2835 LED Type: SMD2835

120 120

Color Rendering Index: Ra > 80/90 Color Rendering Index: Ra > 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K o0 CCT Range: 2700K/3000K/4000K/5000K/6000K o

Irritation Angle: 120° Irritation Angle: 120°

Light Efficiency: 100~110Lm/w Light Efficiency: 100~110Lm/w

Lumen Output/meter: 1000~1100Lm/m (304~335Lm/ft) 7 cojase.108.5 Lumen Output/meter: 1000~1100Lm/m (304~335Lm/ft)  co/ia,109.9

- C30/210,106.3 —-C30/210,107.3
Enery Grade: ~caorarens Enery Grade: [ F Z Iy
AVERAGE BEAM ANGLE (50%) :101.6 DEG AVERAGE BEAM ANGLE (50%) :102.2 DEG
Electric parameter Accessory Electric parameter Accessory
Input Current/m: 0.08A/m (0.02A/ft) Input Current/m: 0.04A/m (0.012A/ft)
1.Aluminum clip 1.Aluminum clip

Input Voltage: AC120V Input Voltage: AC230V

Power/M: 10W/m (3W/ft) £ {E % Power/M: 10W/m (3W/ft) £ {E %\

Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)

T N
)-— 17mm —-‘ )-— 17mm —-‘
LEDs/Meter: 72LEDs/m LEDs/Meter: 72LEDs/m

>
1]
]
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1]
O
<
-
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O
>
L
=
L

%@] [Ei] [Ipes] %&] M [IP%]
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HIGH VOLTAGE FLEX HIGH VOLTAGE FLEX

® 230V 2835SMD/60LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;

Clip Or Channel for installation;

Dimmable;50m/roll;

5 years warranty.

® 230V 2835SMD/120LED

® High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5;

m Clip Or Channel for installation;

= Dimmable;50m/roll;

m 5years warranty.

ﬂﬁulm O DiMC D.tsmm HEDHD M) 000000 ooy [iSmm
L -
\ \

100mm(3.93") 100mm(3.93")

>
1]
—
LL
w
O
<
-
-l
O
>
L
=
L

Color Color
Item Code LEDs/meter v[’?l?augte w::zfn: CCT/K Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF Item Code LEDs/meter vlcnf:gte w::zf": CCT/K Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF
Index Index
MF728V060P80-D027G6A12106N 60 AC230V 10 3 [ 2700k 80 1,000 304 100 P65 15*6mm >0.9 MF728V120P80-D027G6A12112N 120 AC230V 12 3.65 [ 2700K 80 1,188 362 100 P65 15¥6mm >0.9
MF728V060P80-D030G6A12106N 60 AC230V 10 3 3000K 80 1,045 319 105 P65 15¥6mm >0.9 MF728V120P80-D030G6A12112N 120 AC230V 12 3.65 3000K 80 1,284 382 105 P65 15*6mm >0.9
MF728W060P80-D040G6A12106N 60 AC230V 10 3 D 4000K 80 1,100 335 110 P65 15*6mm >0.9 MF728W120P80-D040G6A12112N 120 AC230V 12 3.65 D 4000K 80 1,320 402 110 P65 15*6mm >0.9
MF728W060P80-D050G6A12106N 60 AC230V 10 3 5000K 80 1,100 335 110 P65 15*6mm >0.9 MF728W120P80-D050G6A12112N 120 AC230V 12 3.65 5000K 80 1,320 402 110 P65 15*¥6mm >0.9
MF728W060P80-D060G6A12106N 60 AC230V 10 3 6000K 80 1,100 335 110 P65 15*6mm >0.9 MF728W120P80-D060G6A12112N 120 AC230V 12 3.65 6000K 80 1,320 402 110 P65 15*6mm >0.9
Optical parameter ~/+180 Optical parameter ~/+180
LED Type: SMD2835 LED Type: SMD2835
-120 120 -120 120
Color Rendering Index: Ra > 80/90 Color Rendering Index: Ra > 80/90
CCT Range: 2700K/3000K/4000K/5000K/6000K o -_g‘ T e CCT Range: 2700K/3000K/4000K/5000K/6000K o 0
Irritation Angle: 120° =='%?//l‘?\\§ss= Irritation Angle: 120°
< N
Light Efficiency: 100~110Lm/w _6 :"'Ilﬂl\\'\, Light Efficiency: 100~110Lm/w o '
A /> e § X :
Lumen Output/meter: 1000~1100Lm/m (304~335Lm/ft) "!Aa!//“ cu/T:zT,m:.a Lumen Output/meter: 1188~1320Lm/m (362~402Lm/ft) ‘ \w\!!!%{ 7 co/ﬁ?f;:.a
-30 ..1" 30 €30/210,103.2 _30 ..-“ 30— €30/210,103.6
> — C60/240,102.5 120 —C60/240,101.7
Enery Grade: 0 - €90/270,101.7 Enery Grade: D 0 - 90/270,100.9
AVERAGE BEAM ANGLE (50%) :102.4 DEG AVERAGE BEAM ANGLE (50%) :102.5 DEG
Electric parameter Accessory Electric parameter Accessory
Input Current/m: 0.043A/m (0.013A/ft) Input Current/m: 0.052A/m (0.016A/ft)
1.Aluminum clip 1.Aluminum clip
Input Voltage: AC220V~230V Input Voltage: AC230V
Power/M: 10W/m (3W/ft) £ {E -%5 Power/M: 12W/m (3.65W/ft) £ {E %\
Static Electricity: 1000V (ESD) - Static Electricity: 1000V (ESD) -
17mm 17mm
LEDs/Meter: 60LEDs/m b— — LEDs/Meter: 120LEDs/m b— —
Size of Section: 100mm(3.93") Size of Section: 100mm(3.93")
2.Aluminum channel _ 2.Aluminum channel
LEDs of Section 6 LEDs LEDs of Section 12 LEDs
Waterproof Rate Waterproof Rate
— L — —
L—‘ ( E =Bus (@) @ €. L—‘
IP IP IP65 IP68 e IP IP IP65 IP68
Y \ \ N
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| | | 2|



HIGH VOLTAGE FLEX

® 230V 2835MD/84LED ﬁ
. . . S MM OET o LL
= High Quality products with full range of colors from 1800K-6500K; = ;;.i!f"' ) S
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; o o
= Clip Or Channel for installation; LIJ
= Dimmable;50m/roll; (D
m 5years warranty. <
5o
HEDHED O OFMO 0 t5mm |_
‘ @ / J
: 100mm(3.93") I — O
Color I
Item Code LEDs/ vI(:]IsaUte wa:z?: CCT/K Rendering Lm/m Lm/ft LM/w IP Rate Dimension PF (D
meter 9 a Index —
MN728W084Q80-D027G6A14114C-1217ZA| 84 AC230V 15 457 2700K 80 1,485 453 100 P65 17*12mm >0.9 I
MN728W084Q80-D030G6A14114C-1217ZA| 84 AC230V | 15 4.57 3000K 80 1,568 478 105 IP65 17*12mm >0.9
MN728W084Q80-D040G6A14114C-1217ZA| 84 AC230V 15 4.57 D 4000K 80 1,650 503 110 P65 17*12mm >0.9
MN728W084Q80-D050G6A14114C-1217ZA| 84 AC230V | 15 4.57 5000K 80 1,650 503 110 IP65 17*12mm >0.9
MN728W084Q80-D060G6A14114C-1217ZA| 84 AC230V 15 4.57 6000K 80 1,650 503 110 P65 17*12mm >0.9
-/+180
Optical parameter -150 150
LED Type: SMD2835
-120 120
Color Rendering Index: Ra >80
CCT Range: 2700K/3000K/4000K/5000K/6000K ~90 9 20
Irritation Angle: 120° /
Light Efficiency: 100~110Lm/w -60 60
UNIT:ed
Lumen Output/meter: 1485~1650Lm/m (100~110Lm/ft) o L Csoramatis e
Enery Grade: D
AVERAGE BEAM ANGLE (50%) :102.4 DEG
Electric parameter
Input Current/m: 0.065A/m (0.020A/ft)
Input Voltage: AC220V~230V
Power/M: 15W/m (4.57W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 84LEDs/m
Size of Section: 166.67mm(6.56")
LEDs of Section 6 LEDs
Waterproof Rate
g (@ @.
IP P [| P6 5] CE||nths|| @ || D e
AY AY
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HIGH VOLTAGE FLEX HIGH VOLTAGE FLEX

] Accessory Image Product Code IP Rate Descriptlon

Inline connectors;

MX-PJ-01726 P20 Fireproof materials-VO0;

Join two high voltage strips together

8.8mm

L connector;
MX-PJ-01727 IP20 Fireproof materials-VO0;
Using for cornners

T

Code W*H(ft) Profile Length(mm) Hole Size (mm) Hole Number

>
1]
—
LL
11|
O
<
-
-l
O
>
L
=
L

AC power plug 220~230V,50~60Hz ;

MX-PJ-01723 1P20 Fireproof materials-VO0;
Cable length 1.5meters

MX-N1788 17*8.8mm 1000mm ®0.3mm 3

Notes:

1. Profiles’s raw material is aluminium.

2. Any customized Length available too, such as 500mm,1000mm,ect.

AC power plug 220~230V,50~60Hz ;
Fireproof materials-VO0;

3. Installation referece to the user manual.

MX-PJ-01728 P65 Cable length 1.5meters;
Injection tooling;
Plastic Mounting Clip End cap;
MX-PJ-01725 IP20 Fireproof materials-V0;

7

To seal the end;

Note:

1. The ouput lumen is based on 4000K color temperature. For 2700K,3000K color temperature is about 3-8% lower.
2. Standard length is 50M/roll, packing in reel and outerbox. If need customized length, price need to be revised.

3. For the accesorries, used when you need to cut the strips,but when you cut it and reconnected ,it is IP20.

4. If order value is lower than 5000USD, price is based on EXW price.

5. Leading time:12-14days after confirmed order.

=
Do I°
=
Do l°
=
-

Cut-view when used with Lo
H2-TRACK-3 or H2-CHAN-3 12/327°H |

--13/32°H
(sold separately) (9.5mm)

(10.3mm)

0.39” (10mm) 7 : = -
g 1 0.43" (11mm) .
. 23/32"W 23/32"W
LI\J (18.3mm) (18.3mm)
0.79" (20mm

DO NOT TWIST, HANG VERTICALLY, SUSPEND
UNSUPPORTED IN THE MIDDLE, OR BEND
ALONG SHORT SIDE

Notes:
1. Mounting Clip’s raw material is PC, and transparent/white/black/red paint available;
2. Each 1ft length with 1 Mounting Clip +1 screw, and installation referece to the user manual;

www.mingxueled.com www.mingxueled.com
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i — E473513 Intertek ENERGY STAR 7
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SUPPLIER’S NAME

XXXXX XXXX  XXXXXX

FLEX

XX
kWh/1000h

course a variety of commercial lighting
Settings for shops, hotels, exhibitions and
supermarkets.

‘
v.‘

Ultra long
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® 2835SMD/90LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

100mm (3.94")
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF328V090A80-D027A1A10109NA 90 24V 48 2700K
MF328V090A80-D030ATA10109N 90 24V 4.8 3000K
MF328W090A80-D040A1A10109N 90 24V 48 4000K
MF328W090A80-D050A1A10109N 90 24V 48 5000K
MF328W090A80-D060A1A10109N 90 24V 48 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:

Input Voltage:

80/90

2700K/3000K/4000K/5000K/6000K

120°

167~200Lm/w

804~972Lm/m (251~303Lm/ft)

0.2A/m (0.061A/ft)

DC24v

Power/M: 4.8W/m (1.5W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 90LEDs/m

Size of Section: 100mm(3.94")

LEDs of Section 9 LEDs

Waterproof Rate

S = 2= (=) ==
IP20) |IP54) (IPes) (IPe5) (IP67) (IP67) |IP67

Color
Rendering
Index

80
90
80
90
80
920
80
90

80
90

PRO LED FLEX

Lm/m

894
804

925
835

972
878
972
878

972
878

Lm/ft LM/w IP Rate
ww e
2B e
AR
0 m e
mow e

PCB width

10mm

10mm

10mm

10mm

10mm

AVERAGE BEAM ANGLE (50%) :116.4 DEG

Recommended Profiles

MX-RS-A001

MX-RS-A005

MX-RS-A009

il

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

MX-RS-A002

MX-RS-A006

MX-RS-A010

=N

MX-RS-A020

[—
MX-RS-A008

i

MX-RS-A019

www.mingxueled.com



PRO LED FLEX HIGH EFFICIENCY PRO LED FLEX HIGH EFFICIENCY

e @ LLl
2835SMD/126LED 2835SMD/180LED o
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; = Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation; .,;"’" = CRI80,CRI90,CRI95+Branded 3M tape for installation; Q
m 5 years warranty. S m 5years warranty. |_u
e
Y455
b
5 = @)
0 0 0 050 0 0 0 0} wm o f6:0 00000 0:0F0m
. ~ f 2
1 =\‘ (f{/‘ . ‘ ‘ m
71.4mm (2.8 /;)" ’ ! 50mm (1.97")
/i
i
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index Index
80 1,255 392 174 80 1,780 556 1
MF328V126A80-D027A1A10109N 126 24V 7.2 [ 2700k 90 1150 359 160 1P20 10mm MF328V180A80-D027A1A10109N 180 24V 9.6 [ 2700k 90 1610 503 12; 1P20 10mm
MF328V126A80-D030ATA10109N 126 24V 7.2 3000K 38 Hgg gg; }22 1P20 10mm MF328V180A80-D030ATA10109N 180 24V 9.6 3000K gg } gzg gzg }?(2) 1P20 10mm
MF328W126A80-D040ATA10109N 126 24v 72 | [ ]4000K o Bhnoan o P20 10mm MF328\W180A80-D040ATAT0109N 180 24v 96 | [ |4000K 0 s P20 10mm
MF328W126A80-D050ATA10109N 126 24V 7.2 5000K gg }gﬁ ﬁg }gg 1P20 10mm MF328W180A80-D050ATA10109N 180 24V 9.6 5000K gg 1%2 gg? %gg 1P20 10mm
MF328W126A80-DOS0ATAT0TO9N 126 24V 7.2 6000K gg };‘ﬁ 2“1‘3 ]gg 1P20 10mm MF328WW180A80-DO60ATAT0T09N 180 24V 96 6000K gg } ’%2 gg? %‘7"2’ 1P20 10mm
Optical parameter ~/+180 Optical parameter -/+180
LED Type: SMD2835 LED Type: SMD2835 “‘
120 -120 “‘ 120
Color Rendering Index: 80/90 Color Rendering Index: 80/90 ~&‘\“
CCT Range: 2700K/3000K/4000K/5000K/6000K CCT Range: 2700K/3000K/4000K/5000K/6000K =.§§\\\
90 -90 -==r 90
Irritation Angle: 120° Irritation Angle: 120° =='9;7///
!
Light Efficiency: 160~199Lm/w Light Efficiency: 168~200Lm/w 6
- 4
Lumen Output/meter: 1150~1425Lm/m (359~445Lm/ft) Y cofta0,nie.n Lumen Output/meter: 1920~1945Lm/m (503~600Lm/ft) "'  correo. 1.2
30—(:90/270,116.8 -30 30—C90/270,117A2

NS SYPRES
Enery Grade: 0

AVERAGE BEAM ANGLE (50%) :117.2 DEG

Enery Grade:

AVERAGE BEAM ANGLE (50%) :116.7 DEG

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

Recommended Profiles
0.3A/m (0.09A/ft)

DC24v

7.2W/m (2.2W/ft)

MX-RS-A002

1000V (ESD)

126LEDs/m .

MX-RS-A005

71.4mm(2.8")
MX-RS-A006

9 LEDs

=

MX-RS-A009 MX-RS-A010

MX-RS-A003

)

[

MX-RS-A007

MX-RS-A014

! -
AR
Tt

MX-RS-A020

MX-RS-A008

-

MX-RS-A019

Electric parameter

Input Current/m: 0.4A/m (0.12A/ft)

Input Voltage: DC24vV

Power/M: 9.6W/m (1.8W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 180LEDs/m

Size of Section: 50mm(1.97")

LEDs of Section 9 LEDs
Waterproof Rate

Recommended Profiles

I =g

MX-RS-A003

MX-RS-A001

il (R o]

MX-RS-A005

MX-RS-A002 MX-RS-A020

MX-RS-A006 MX-RS-A007

N

MX-RS-A014

MX-RS-A008

MX-RS-A019

-1

MX-RS-A009 MX-RS-A010

&

ntertec

CE 7Pus @ @

wz]®)

== EEEEE ==EEEEE

www.mingxueled.com
| |

www.mingxueled.com
| |



PRO LED FLEX

HIGH EFFICIENCY

® 2835SMD/234LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

{@DDD:@DDDD}]wmm

38.5mm (1.51")
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF328V234A80-D027A1A10109N 234 24V 124 . 2700K
MF328V234A80-D030A1A10109N 234 24V 12.4 3000K
MF328W234A80-D040ATA10109N 234 24V 12.4 | ]4000K
MF328W234A80-D050ATAT0109N 234 24V 124 5000K
MF328W234A80-DO60ATA10109N 234 24V 12.4 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index: 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K

Irritation Angle:

Light Efficiency:

Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

120°

167~200Lm/w
2065~2480Lm/m (645~775Lm/ft)

0.52A/m (0.16A/ft)
DC24v

12.4W/m (3.78W/ft)
1000V (ESD)
234LEDs/m
38.5mm(1.51")

9 LEDs

Waterproof Rate

== 8RB E

www.mingxueled.com
| |

Color
Rendering
Index
80
90
80
90

80
90
80
90

80
90

PRO LED FLEX

HIGH EFFICIENCY

® 2835SMD/80OLED

® High Quality products with full range of colors from 1800K-6500K;

m Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
m 5years warranty.

Yo 0 0 0s0 0 0 0 tomm

100mm (3.94")

>
17
-
TH
a]
T
-
©)
14
o

Lm/m  Lm/ft LM/w IP Rate PCB width
2,290 715 184
2,065 645 167 1P20 10mm
2340 731 188
2,110 659 170 1P20 10mm
2,480 775 200
2,235 698 180 IP20 10mm
2,480 775 200
2,235 698 180 1P20 10mm
2,480 775 200
2,235 698 180 1P20 10mm
-/+180
_1
-120 “‘ 120
RN
NS\
-0 =EE§\7 90
7
A
NS
-60 Y
O s e
o

AVERAGE BEAM ANGLE (50%) :117.4 DEG

Recommended Profiles

iy ! -
AR
Eherrn

MX-RS-A002

MX-RS-A005

MX-RS-A003

el

MX-RS-A020

MX-RS-A006 MX-RS-A007 MX-RS-A008

Item Code LEDs/meter vgllfaugt A Watt/m CCT/K Relgn:i;:-:e(:ing Lm/m  Lm/ft LM/w IP Rate PCB width
MF328V080A80-D027A1A10108N 80 24V 7.2 [ 2700k gg 328 32; B; 1P20 10mm
MF328V080A80-D030ATA10108N 80 24V 7.2 3000K gg 5139053 > ;;g ]‘2“3‘ P20 10mm
MF328W080A80-D040ATAT0108N 80 24v 72 [ ]4000K o a0 e e P20 10mm
MF328W080A80-D050ATA10108N 80 24V 7.2 5000K gg ;51(;) 0 ggg 12,2‘ 1P20 10mm
MF328W080A80-DO60ATAT0108N 80 24v 7.2 6000K 0 a0’ e = P20 10mm

Optical parameter
LED Type: SMD2835
Color Rendering Index: 80/90

CCT Range:
Irritation Angle:
Light Efficiency:

Lumen Output/meter:

2700K/3000K/4000K/5000K/6000K
120°

129~152Lm/w

860~1100Lm/m (262~335Lm/ft)

Enery Grade: D/E

Electric parameter

Input Current/m: 0.3A/m (0.09A/ft)
Input Voltage: DC24v

Power/M: 7.2W/m (2.3W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 80LEDs/m

Size of Section:

LEDs of Section

100mm(3.94")

8 LEDs

- 3
N P
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

2| @

Waterproof Rate

=H=EEEREE

AVERAGE BEAM ANGLE (50%) :115.3 DEG

Recommended Profiles

I =g

MX-RS-A003

MX-RS-A001

b m i m gyt

MX-RS-A005

MX-RS-A002 MX-RS-A020

MX-RS-A006 MX-RS-A007

MX-RS-A008

-1

MX-RS-A009

MX-RS-A010

N

MX-RS-A014

E2E0

MX-RS-A019

www.mingxueled.com

| |



PRO LED FLEX

HIGH EFFICIENCY

PRO LED FLEX

HIGH EFFICIENCY

¢ 2835SMD/112LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

§0 010 0 0 gr0 D} w0
|
I

71.4mm (2.8")
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF328V112A80-D027A1A10108N 112 24V 10 [ 2700k
MF328V112A80-D030A1A10108N 112 24V 10 3000K
MF328W112A80-D040A1A10108N 112 24V 10 [ ]4000K
MF328W112A80-D050A1A10108N 112 24V 10 5000K
MF328W112A80-DO60ATA10108N 112 24V 10 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index:

80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 123~160Lm/w

Lumen Output/meter:

1230~1600Lm/m (375~487Lm/ft)

Enery Grade: D/E

Electric parameter

Input Current/m: 0.42A/m (0.13A/ft)

Input Voltage: DC24v

Power/M: 10W/m (3W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 112LEDs/m

Size of Section: 71.4mm(2.8")

LEDs of Section 8LEDs
Waterproof Rate

== EEEEE

www.mingxueled.com
| |

-
T

Color
Rendering
Index
80
90
80
90

80
90
80
90

80
90

e (2]

Lm/m Lm/ft
1,390 423
1,230 375
1,500 457
1,260 384
1,555 474
1,360 414
1,580 481
1,395 425
1,600 487
1,410 429

LM/w

139
123

150
126

155
136
158
139

160
140

IP Rate

1P20

1P20

1P20

1P20

1P20

PCB width

10mm

10mm

10mm

10mm

10mm

~—C0/180,116.2
30 €90/270,115.5

AVERAGE BEAM ANGLE (50%) :115.8 DEG

Recommended Profiles

MX-RS-A001

1

MX-RS-A005

MX-RS-A009

MX-RS-A002

.‘

MX-RS-A006

=

MX-RS-A010

>

m

MX-RS-A003

[

MX-RS-A007

)

MX-RS-A014

! -
AR
Tt

MX-RS-A020

MX-RS-A008

<

MX-RS-A019

® 2835SMD/160LED

= High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5;

= CRI80,CRI90,CRI95+Branded 3M tape for installation;

m 5years warranty.

fos0 000000 w0m
| |

50mm (1.97")
Input
Item Code LEDs/meter voltage Watt/m

MF328V160A80-D027A1A10108N 160 24V 9.6
MF328V160A80-D030ATA10108N 160 24V 9.6
MF328W160A80-D040ATA10108N 160 24V 9.6
MF328W160A80-D050A1A10108N 160 24V 9.6
MF328W160A80-DO60ATAT0108N 160 24V 9.6

Optical parameter

LED Type: SMD2835

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:

Lumen Output/meter:

80/90

CCT/K

[ 2700k
3000K
[ ]4000K
5000K

6000K

2700K/3000K/4000K/5000K/6000K

120°

145~181Lm/w

1287~1752Lm/m (503~548Lm/ft)

Enery Grade: D/E

Electric parameter

Input Current/m: 0.4A/m (0.12A/ft)

Input Voltage: DC24V

Power/M: 9.6W/m (39W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 160LEDs/m

Size of Section: 50mm(1.97")

LEDs of Section 8 LEDs
Waterproof Rate

IP65 IP67

IP67

)& = & =

= &

IP67

Color
Rendering
Index

80
920

80
90

80
90
80
920

80
90

wz]®)

Lm/m  Lm/ft
1,395 425
1,287 392
1,473 449
1,359 414
1,550 473
1,430 435
1,550 473
1,430 436
1,550 473
1,752 534

LM/w

145
134

153
141

161
149
161
149
161
183

-/+180

IP Rate

1P20

1P20

1P20

1P20

1P20

PRO LED FLEX

PCB width

10mm

10mm

10mm

10mm

10mm

~—C0/180,116.3
30 €90/270,116.0

AVERAGE BEAM ANGLE (50%) :116.1 DEG

Recommended Profiles

MX-RS-A001

1

MX-RS-A005

MX-RS-A009

MX-RS-A002

.e

MX-RS-A006

=

MX-RS-A010

il

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

!
1
1

MX-RS-A020

MX-RS-A008

MX-RS-A019

www.mingxueled.com
| |




PRO LED FLEX HIGH EFFICIENCY PRO LED FLEX HIGH EFFICIENCY

> 2 w
® 2835SMD/240LED ~ A ® 2835SMD/70LED =
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; = Provide 1BIN/2BIN,SDCM<3/SDCM<5; Q
= CRI80,CRI90,CRI95+Branded 3M tape for installation; = CRI80,CRI90,CRI95+Branded 3M tape for installation;

m 5 years warranty. m 5years warranty. |_u
f6:0 0 0 oro DY w0 8
33.33mm(1.3") | ‘ 100mm (3.94") ‘ o
ot Color Inout Color
Item Code LEDs/meter voI?a ge Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter - oI?a ge Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width
Index Index
80 2,920 890 135 724 22 12
MF328V240A80-D027ATA10108N 240 24V 216 | [ 2700K 90 2550 777 118 1P20 10mm MF328V070A80-D027A1A10107N 70 24V 6 [ 2700k 88 622 188 102 IP20 10mm
MF328V240A80-D030A1A10108N 240 24V 21.6 3000K gg 3;28 ggg } gg 1P20 10mm MF328V070A80-D030A1A10107N 70 24V 6 3000K gg Zgg %g; } g; 1P20 10mm
80 3,265 995 151 g 80 805 245 134
MF328W240A80-D040ATA10108N 240 24V 21.6 | ]4000K 90 2835 864 131 1P20 10mm MF328W070A80-D040ATA10107N 70 24V 6 [ ]4000K 90 692 210 115 1P20 10mm
MF328W240A80-D0S0ATA10108N 240 24V 216 5000K s ;:ﬁgg w011 IP20 10mm MF328W070A80-DOS0ATAT0107N 70 24v 6 5000K 5 AR e P20 10mm
80 3,290 1003 152 g 80 813 248 136
MF328W240A80-DO60ATA10108N 240 24V 21.6 6000K 90 2880 878 133 1P20 10mm MF328W070A80-DO60ATA10107N 70 24V 6 6000K 90 693 213 176 1P20 10mm
Optical parameter Optical parameter ~/+180
LED Type: SMD2835 LED Type: SMD2835
-120 120
Color Rendering Index: 80/90 Color Rendering Index: 80/90
CCT Range: 2700K/3000K/4000K/5000K/6000K o CCT Range: 2700K/3000K/4000K/5000K/6000K o .
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 118~152Lm/w Light Efficiency: 104~136Lm/w 60
Lumen Output/meter: 2550~3290Lm/m (777~1003Lm/ft) Y co/180,117.0 Lumen Output/meter: 622~813Lm/m (189~248Lm/ft) - co/l;l;?,li:,o
-30 3°—C90/270,115.5 -30 30 €90/270,115.6
Enery Grade: D/E 0 Enery Grade: E/F 0
AVERAGE BEAM ANGLE (50%) :116.3 DEG AVERAGE BEAM ANGLE (50%) :115.3 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.9A/m (0.27A/ft) Input Current/m: 0.25A/m (0.08A/ft)
Input Voltage: DC24v ' 1 - Input Voltage: DC24v B ' ¥ | =
= ’ ¢ =¥ LI &
Power/M: 21.6W/m (6.75W/ft) = Power/M: 6W/m (1.8W/ft) -
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 240LEDs/m N € @T LEDs/Meter: 70LEDs/m - T ! @I
— € = ! L !—e =
Size of Section: 33.33mm(1.3") Size of Section: 100mm(3.94")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 8 LEDs LEDs of Section 7 LEDs
=N - e
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

. . - - [é] @ (@) . . — ——— T Iél lE‘:‘ c@UDus L. o
[leo] [IP54] [IPGS] [IPGS] [IPG?] [IPG?] [IP67] [C_EJ | @ ' 2 [IPZO] [IP54] [IPBS] [IPGS] [IPG?] [IPG?] [IPG?] @@@@ ' @

| Bl | | FEE |



PRO LED FLEX HIGH EFFICIENCY

® 2835SMD/126LED

-
High Quality products with full range of colors from 1800K-6500K; .,.e,j'
Provide 1BIN/2BIN,SDCM<3/SDCM<5; LY )
CRI80,CRI90,CRI95+Branded 3M tape for installation;
5 years warranty.

foro 0 00

i}
, @D
| ]
55.5mm (2.2") iq-c‘.:
e
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
80 1,180 360 118
MF328V126A80-D027ATAT0107N 126 24V 10 [ 2700k 90 1010 307 101 1P20 10mm
MF328V126A80-D030ATA10107N 126 24V 10 3000K gg }égg g;g }gg 1P20 10mm
80 1,314 400 131
MF328W126A80-D040ATA10107N 126 24V 10 | ]4000K 90 1131 345 113 1P20 10mm
80 1,320 402 132
MF328W126A80-D0S0ATAT0107N 126 24V 10 5000K 90 1150 350 115 IP20 10mm
80 1,325 404 132
MF328W126A80-DO60ATA10107N 126 24V 10 6000K 90 1155 352 15 1P20 10mm
Optical parameter ~/+180
LED Type: SMD2835
120
Color Rendering Index: 80/90
CCT Range: 2700K/3000K/4000K/5000K/6000K .
Irritation Angle: 120°
Light Efficiency: 101~132Lm/w
Lumen Output/meter: 1010~1325Lm/m (307~404Lm/ft) om0 te.o
3°—C90/270,115.7

Enery Grade: E/F

AVERAGE BEAM ANGLE (50%) :115.8 DEG

Electric parameter
Recommended Profiles

Input Current/m: 0.42A/m (0.13A/ft)
Input Voltage: DC24v | —
=3
Power/M: 10W/m (3W/ft) = ]
MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)

. — ]
LEDs/Meter: 126LEDs/m |} ‘ € | E
Size of Section: 55.5mm(2.2") -

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs
SN =N =
L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

HEEEE® G (e

www.mingxueled.com
| |

PRO LED FLEX

HIGH EFFICIENCY

® 2835SMD/140LED w
= High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; Q
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5 years warranty. L
fos0 0 0 0 0 0F]om 8
3 | o
50mm (1.97")
Inout Color
Item Code LEDs/meter - oI?a ge Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width
Index
1.4 4 11
MF328V140A80-D027ATA10107N 140 24V 12 [ 2700k 38 1,2(3,8 322 103 IP20 10mm
MF328V140A80-D030A1A10107N 140 24V 12 3000K gg }’ggg ;g; } gg 1P20 10mm
80 1,592 485 133
MF328W140A80-D040A1A10107N 140 24V 12 [ ]4000K 90 1340 408 117 1P20 10mm
80 1,600 487 133
MF328W140A80-D050ATA10107N 140 24V 12 5000K 20 1380 420 115 1P20 10mm
80 1,610 490 134
MF328W140A80-DO60ATAT0107N 140 24V 12 6000K 90 1400 427 117 1P20 10mm
Optical parameter
LED Type: SMD2835
-120 120
Color Rendering Index: 80/90
CCT Range: 2700K/3000K/4000K/5000K/6000K o o
Irritation Angle: 120°
Light Efficiency: 100~134Lm/w
Lumen Output/meter: 1200~1610Lm/m (366~490Lm/ft) Y coriao.iae.a
30 €90/270,116.0

Enery Grade: E/F

Electric parameter

Input Current/m: 0.5A/m (0.15A/ft)

Input Voltage: DC24v

Power/M: 12W/m (3.7W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 140LEDs/m

Size of Section: 50mm(1.97")

LEDs of Section 7 LEDs
Waterproof Rate

=HEEEEEE

AVERAGE BEAM ANGLE (50%) :116.1 DEG

Recommended Profiles

I =g

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

1YY A

—r— — =

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

= [ —@
=

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

EE0

www.mingxueled.com
| |



PRO LED FLEX

® 2835SMD/168LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

¥0:0 00 0 0r0Y]10mm

41.6mm (1.64")

Item Code LEDs/meter vlcl:I?: ; . Watt/m CCT/K
MF328V168A80-D027A1A10107N 168 24V 14 [ 2700K
MF328V168A80-D030A1A10107N 168 24V 14 3000K
MF328W168A80-D040ATA10107N 168 24V 14 | ]4000K
MF328W168A80-D050A1A10107N 168 24V 14 5000K
MF328W168A80-D060ATA10107N 168 24V 14 6000K

Optical parameter
LED Type: SMD2835
Color Rendering Index: 80/90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter

Input Current/m:

2700K/3000K/4000K/5000K/6000K
120°

105~137Lm/w

1475~1915Lm/m (449~583Lm/ft)
E/F

0.58A/m (0.18A/ft)

Input Voltage: DC24v
Power/M: 14W/m (4.3W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 168LEDs/m

Size of Section:

LEDs of Section

Waterproof Rate

41.6mm(1.64")

7 LEDs

== EEEEE

www.mingxueled.com
| |

HIGH EFFICIENCY

Color
Rendering Lm/m Lm/ft LM/w

Index
80 1,715 522 123
90 1,475 449 105
80 1,800 548 128
90 1,500 457 107
80 1,906 581 136
90 1,641 500 117
80 1,910 582 137
90 1,660 506 118
80 1,915 583 137
90 1,700 518 121

-/+180
-150

-120

-90

IP Rate PCB width
1P20 10mm
1P20 10mm
1P20 10mm
1P20 10mm
1P20 10mm

90

-30
0

60
UNIT:cd
~—C0/180,116.4
30 €90/270,116.1

AVERAGE BEAM ANGLE (50%) :116.3 DEG

Recommended Profiles

MX-RS-A001

MX-RS-A002

.‘

MX-RS-A006

MX-RS-A005

MX-RS-A009

TEn

=

MX-RS-A010

MX-RS-A003

Ly

MX-RS-A007

MX-RS-A020

MX-RS-A008

MX-RS-A014

MX-RS-A019

PRO LED FLEX

® 2835SMD/196LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

a
10mm
L |

fbonoeo
|

35.7mm(1.4")
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF328V196A80-D027A1A10107N 196 24V 17 [ 2700K
MF328V196A80-D030ATA10107N 196 24V 17 3000K
MF328W196A80-D040ATA10107N 196 24V 17 | ]4000K
MF328W196A80-D050A1A10107N 196 24V 17 5000K
MF328W196A80-DO60ATA10107N 196 24V 17 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:

Lumen Output/meter:

80/90
2700K/3000K/4000K/5000K/6000K
120°

100~132Lm/w

1700~2240Lm/m (518~683Lm/ft)

Enery Grade: E/F

Electric parameter

Input Current/m: 0.7A/m (0.21A/ft)

Input Voltage: DC24vV

Power/M: 17W/m (5.2W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 196LEDs/m

Size of Section: 35.7mm(1.4")

LEDs of Section 7 LEDs
Waterproof Rate

=HEEEEEE

HIGH EFFICIENCY

PRO LED FLEX

Regg!%or:ng Lm/m Lm/ft  LM/w IP Rate PCB width
Index

% | 170 S5 | oo | P20 10mm
% | 1780 se | o5 | P20 omm
| Tass 577 an P 10mm
gg f:ggg g;g ﬁi]s 1P20 10mm
% | 1oa so1 | ita |0 10mm

AVERAGE BEAM ANGLE (50%) :116.7 DEG

Recommended Profiles

I =g

MX-RS-A003

MX-RS-A001

il (R o]

MX-RS-A005

MX-RS-A002 MX-RS-A020

MX-RS-A006

MX-RS-A007

N

MX-RS-A014

MX-RS-A008

MX-RS-A019

—=—

MX-RS-A009

En

MX-RS-A010

www.mingxueled.com
| |



PRO LED FLEX

HIGH EFFICIENCY

¢ 2835SMD/210LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

i

{0 0:0 00 0:0F o
! 33.3mm (1.3") !
Input
Item Code LEDs/meter voltage Watt/m CCT/K
MF328V210A80-D027A1A10107N 210 24V 18 [ 2700k
MF328V210A80-D030A1A10107N 210 24V 18 3000K
MF328V210A80-D040ATA10107N 210 24V 18 | ]4000K
MF328V210A80-D050A1A10107N 210 24V 18 5000K
MF328V210A80-D060ATA10107N 210 24V 18 6000K
Optical parameter
LED Type: SMD2835
Color Rendering Index: 80/90

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 116~137Lm/w

Lumen Output/meter:

Enery Grade:

2240~2360Lm/m (700~737Lm/ft)

E/F

Electric parameter

Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0.75A/m (0.23A/ft)

DC24v

18W/m (5.62W/ft)

1000V (ESD)
210LEDs/m
33.3mm(1.3")

7 LEDs

==EEEEE

www.mingxueled.com
| |

PRO LED FLEX

HIGH EFFICIENCY

® 2835SMD/238LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

Regglec:ng Lm/m  Lm/ft LM/w IP Rate PCB width
Index

5 T35 609 100 P20 10mm
% | Yoo e | 107 | P20 1omm
% | 200 e | 1 | P20 tomm
33 5%3 Zﬁé }?é 1P20 10mm
% | 2100 e | 14 | P20 tomm

5 years warranty.

£00:0 0.8 883 om
‘ 29.4mm (1.15")
Input
Item Code LEDs/meter voltage Watt/m CCT/K
MF328V238A80-D027A1A10107N 238 24V 22 [ 2700k
MF328V238A80-D030ATA10107N 238 24V 22 3000K
MF328W238A80-D040ATA10107N 238 24V 22 | ]4000K
MF328W238A80-D050ATA10107N 238 24V 22 5000K
MF328W238A80-DO60ATA10107N 238 24V 22 6000K
Optical parameter
LED Type: SMD2835
Color Rendering Index: 80/90

CCT Range:
Irritation Angle:
Light Efficiency:

Lumen Output/meter:

2700K/3000K/4000K/5000K/6000K

120°

100~132Lm/w

2200~2870Lm/m (670~875Lm/ft)

AVERAGE BEAM ANGLE (50%) :116.5 DEG

Recommended Profiles

Enery Grade: E/F

Electric parameter

MX-RS-A001

MX-RS-A005

MX-RS-A009

MX-RS-A002

.‘

MX-RS-A006

=

MX-RS-A010

MX-RS-A003

3

MX-RS-A007

MX-RS-A014

=@

! -
AR
Tt

MX-RS-A020

MX-RS-A008

<

MX-RS-A019

Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

0.92A/m (0.281A/ft)
DC24v

22W/m (6.7W/ft)
1000V (ESD)
238LEDs/m

29.4mm(1.15")

LEDs of Section 7 LEDs
Waterproof Rate
IP20 IP54 IP65 IP65 IP67 IP67 P67

PRO LED FLEX

Regggng Lm/m Lm/ft  LM/w IP Rate PCB width
Index

% | 2200 &0 | o | P2 tomm
% | 0 o g P2 | lomm
% | Jass a5 | an P2 tomm
gg %ﬁgg gg? ﬁg 1P20 10mm
% | a7 | iz | PO | tomm

AVERAGE BEAM ANGLE (50%) :116.7 DEG

Recommended Profiles

MX-RS-A001

MX-RS-A005

MX-RS-A009

MX-RS-A002

.e

MX-RS-A006

=

MX-RS-A010

il

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

wz]®)

!
1
1

MX-RS-A020

MX-RS-A008

MX-RS-A019

www.mingxueled.com
| |
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TOVRheinland isreo
CERTIFIED E473513 Intertek ENERGYSTAR | M

h SUPPLIER’S NAME
XXXXX XXXX  XXXXXX

STA LED FLEX -

v v KWh/1000h % 2
[Ee%

LED strip light is one of the most popular
products in LED lighting market which is
widely used for personal and commercial
purposes,including indoor and outdoor
decorations.From the background lighting
of advertising banners to kitchen lighting,
car ambience lighting decoration, lighting
of the outskirts of city buildings, and of

i‘rse a variety of commercial lighting

C€ L ® @ p W0 5.

§10z/6102

ings for shops, hotels, exhibitions and
supermarkets.

.

3500 4000 5000 6000 6500
K K K K K

www.mingxueled.com

mingxueled.corl
| |




o (11
2835SMD/60LED ECO o~ =
o);.y
P L.
= High Quality products with full range of colors from 1800K-6500K; o ® )
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; (\\_f / Q
= CRI80,CRI90,CRI95+Branded 3M tape for installation; Q
= 5years warranty. €J Y L
& -
& o
'y o g %0 a@j[mmm i O
: € LLl
100mm (3.94") :_57 4 Z
P
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF328V060A80-D027A1A10106N 60 24V 12 . 2700K 80 1,080 337 90 1P20 10mm
MF328V060A80-D030ATA10106N 60 24V 12 3000K 80 1,140 356 95 1P20 10mm
MF328W060A80-D040A1A10106N 60 24V 12 D 4000K 80 1,200 375 100 1P20 10mm
MF328W060A80-D050ATA10106N 60 24V 12 5000K 80 1,200 375 100 1P20 10mm
MF328W060A80-DO60ATA10106N 60 24V 12 6500K 80 1,200 375 100 1P20 10mm
Optical parameter
LED Type: SMD2835
Color Rendering Index: 80
CCT Range: 2700K/3000K/4000K/5000K/6000K o
Irritation Angle: 120°
Light Efficiency: 90~100Lm/w
Lumen Output/meter: 1080~1200Lm/m (337~375Lm/ft)
Enery Grade: AVERAGE BEAM ANG%E(SO%) :115.6 DEG

Electric parameter
Recommended Profiles

Input Current/m: 0.5A/m (0.15A/ft)
Input Voltage: DC24v . | -
X =4
Power/M: 12W/m (4W/ft) L B
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m : ! - ! @I
L1 [ LI &
Size of Section: 100mm(3.94")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs
=N
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

SEHEEEBE L (e

*

www.mingxueled.com
| |




FLEX

® 2835SMD/240LED ECO

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

0 0 o_0 o0_0 ! 10mm

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0.62A/m (0.2A/ft)
DC24v

15W/m (4.6W/ft)
1000V (ESD)
120LEDs/m
50mm(1.97")

6 LEDs

== EEEEE

www.mingxueled.com

| e |

e .
2835SMD/120LED ECO Qv
. & &
; ; ; . R .@;
= High Quality products with full range of colors from 1800K-6500K; = gz
u Provide 1BIN/2BIN,SDCM<3/SDCM<5; a5 | AT
= CRI80,CRI90,CRI95+Branded 3M tape for installation; oy & S i
= 5years warranty. &’b
A oA A A A A sx N
0w0 o W
| |
50mm (1.97”)
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF328V120A80-D027A1A10106N 120 24V 15 . 2700K 80 1,350 412 90 1P20 10mm
MF328V120A80-D030A1A10106N 120 24V 15 3000K 80 1,425 434 95 1P20 10mm
MF328W120A80-D040A1A10106N 120 24V 15 D 4000K 80 1,500 457 100 1P20 10mm
MF328W120A80-D050ATA10106N 120 24V 15 5000K 80 1,500 457 100 1P20 10mm
MF328W120A80-DO60ATA10106N 120 24V 15 6000K 80 1,500 457 100 1P20 10mm
1 -/+180
Optical parameter 150 150
LED Type: SMD2835
-120 120
Color Rendering Index: 80
CCT Range: 2700K/3000K/4000K/5000K/6000K o0 0
Irritation Angle: 120°
Light Efficiency: 90~100Lm/w 60 0
Lumen Output/meter: 1350~1500Lm/m (412~457Lm/ft)  cormo te.s
-30 30—C90/270,11547

0
AVERAGE BEAM ANGLE (50%) :116.0 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
T 17 el
L L LY &
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
or oo ) &
[N
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

&

ntertec

@ s | @ @

]
25mm (0.98”)
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF328V240A80-D027A1A10106N 240 24V 21.6 . 2700K
MF328V240A80-D030A1A10106N 240 24V 216 3000K
MF328W240A80-D0O40ATA10106N 240 24V 216 [ ]4000K
MF328W240A80-D050ATA10106N 240 24V 216 5000K
MF328W240A80-DO60ATAT0106N 240 24V 216 6000K

Optical parameter

LED Type: SMD2835

Color Rendering Index: 80

CCT Range: 2700K/3000K/4000K/5000K/6000K

Irritation Angle:

Light Efficiency:

Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

120°

95~105Lm/w

2041~2268Lm/m (637~708Lm/ft)

0.9A/m (0.27A/ft)
DC24v

21.6W/m (6.58W/ft)
1000V (ESD)
240LEDs/m
25mm(0.98")

6 LEDs

=HEEEEEE

.

‘ H
Color
Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
80 2,041 637 95 P20 10mm
80 2,160 675 100 P20 10mm
80 2,268 708 105 P20 10mm
80 2,268 708 105 P20 10mm
80 2,268 708 105 P20 10mm
-/+180
-150 150
-120 120
-90 920
-60 60
UNIT:cd
~—C0/180,116.3
-30 30—C90/270,115.7

0
AVERAGE BEAM ANGLE (50%) :116.0 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002

T
1 1T

MX-RS-A005 MX-RS-A006

-

MX-RS-A009

MX-RS-A010

I = §

MX-RS-A003 MX-RS-A020
el
MX-RS-A007 MX-RS-A008
@ e
MX-RS-A014 MX-RS-A019

wz]®)

www.mingxueled.com
| |



STA LED FLEX

FLEX

STA LED FLEX

FLEX

® 2216SMD/240LED STA

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

25mm (0.98")
Input
Item Code LEDs/meter voltage Watt/m

MF322V240A90-D027A1A10106N 240 24V 15
MF322V240A90-D030ATA10106N 240 24V 15
MF322W240A90-D040A1A10106N 240 24V 15
MF322W240A90-D050A1A10106N 240 24V 15
MF322W240A90-D060A1A10106N 240 24V 15

Optical parameter

LED Type: SMD2216

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

90

CCT/K

[ 2700k
3000K
[ ]4000K
5000K

6000K

2700K/3000K/4000K/5000K/6000K

120°

80~90Lm/w

1200~1350Lm/m (365~411Lm/ft)

(G 4

0.62A/m (0.18A/ft)
DC24v

15W/m (4.6W/ft)
1000V (ESD)
240LEDs/m
25mm(0.98")

6 LEDs

&

2 EE B G

www.mingxueled.com

| E6E |

.
¥y 3
. . ® 3
Lo
it T
Color
Rendering Lm/m
Index
90 1,200
90 1,275
90 1,350
90 1,350
90 1,350

Lm/ft LM/w IP Rate
365 80 1P20
388 85 1P20
411 90 1P20
411 920 1P20
411 920 1P20

[
AVERAGE BEAM ANGLE (50%) :115.5 DEG

Recommended Profiles

MX-RS-A001

o

MX-RS-A005

=

MX-RS-A009

MX-RS-A002 MX-RS-A003
1 3
MX-RS-A006 MX-RS-A007
B ‘ —@
= BN
MX-RS-A010 MX-RS-A014

0]

&

ntertec

PCB width

10mm

10mm

10mm

10mm

10mm

~—C0/180,115.6
0 €90/270,115.4

=1

MX-RS-A020

2]
-

MX-RS-A019

® 2216SMD/300LED STA

5 years warranty.

00°0 000 ! 1omm

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

20mm (0.79")
Input
Item Code LEDs/meter voltage Watt/m

MF322V300A90-D027A1A10106N 300 24V 21.6
MF322V300A90-D030ATA10106N 300 24V 21.6
MF322W300A90-D040A1A10106N 300 24V 21.6
MF322W300A90-D050A1A10106N 300 24V 21.6
MF322W300A90-D060A1A10106N 300 24V 21.6

Optical parameter

LED Type: SMD2216

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

90

CCT/K

[ 2700k
3000K
[ ]4000K
5000K

6000K

2700K/3000K/4000K/5000K/6000K

120°

77~86Lm/w

1665~1880Lm/m (520~587Lm/ft)

[ G 4

0.9A/m (0.27A/ft)
DC24v

21.6W/m (6.58W/ft)
1000V (ESD)
300LEDs/m
20mm(0.79")

6 LEDs

= =

o

IP67

[Em—

1B1=E1E]

IP67]

Color
Rendering Lm/m Lm/ft

Index
90 1,665 520
920 1,755 554
90 1,880 587
90 1,880 587
90 1,880 587

-150

-120

-90

LM/w

77

81

86

86

86

-/+180

STA LED FLEX

-30

IP Rate PCB width
1P20 10mm
1P20 10mm
1P20 10mm
1P20 10mm
1P20 10mm
150

120

20
60
UNIT:cd

. c0/180,115.8
30— C90/270,115.6

0
AVERAGE BEAM ANGLE (50%) :115.7 DEG

Recommended Profiles

MX-RS-A001

o

MX-RS-A005

r

MX-RS-A009

MX-RS-A002

.e

MX-RS-A006

=

MX-RS-A010

Q} '!H

16 e ]

MX-RS-A003 MX-RS-A020
N

Al

MX-RS-A007 MX-RS-A008

MX-RS-A014 MX-RS-A019

e[t | [@][2][ 2

www.mingxueled.com
| |



STA LED FLEX

FLEX

STA LED FLEX

HIGH INTENSITY

® 2216SMD/420LED

= High Quality products with full range of colors from 1800K-6500K;
u Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty.
16.7mm (0.66")
Input
Item Code LEDs/meter voltage Watt/m
MF322V420A90-D027A1A10107N 420 24V 24
MF322V420A90-D030A1A10107N 420 24V 24
MF322W420A90-D040ATA10107N 420 24V 24
MF322W420A90-D050ATA10107N 420 24V 24
MF322W420A90-DO60ATA10107N 420 24V 24
Optical parameter
LED Type: SMD2216
Color Rendering Index: 90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

CCT/K

[ 2700k
3000K
[ ]4000K
5000K

6000K

2700K/3000K/4000K/5000K/6000K

120°

80~90Lm/w

1920~2160Lm/m (600~675Lm/ft)

1A/m (0.3A/ft)
DC24v

24W/m (6.7W/ft)
1000V (ESD)
420LEDs/m
16.7mm(0.66")

7 LEDs

I

== EEEE

www.mingxueled.com
| |

Color
Rendering Lm/m
Index
90 1,920
90 2,040
90 2,160
90 2,160
90 2,160

Recommended Profiles

=g=0

Lm/ft

600

637

675

675

675

LM/w

80

85

90

90

920

IP Rate

1P20

1P20

1P20

1P20

1P20

PCB width

10mm

10mm

10mm

10mm

10mm

”_C0/180,116.3
307c90/27o,115.1

[
AVERAGE BEAM ANGLE (50%) :116.2 DEG

MX-RS-A001

o

MX-RS-A005

=

MX-RS-A009

MX-RS-A002

.‘

MX-RS-A006

=

MX-RS-A010

MX-RS-A003

3

MX-RS-A007

A

MX-RS-A014

MX-RS-A020

2]
-

MX-RS-A019

0]

® 2110SMD/560LED

5 years warranty.

12.5mm(0.49")

Item Code

MF321V560A90-D027A1A10107N

MF321V560A90-D030A1AT0107N

MF321W560A90-D040ATA10107N

MF321W560A90-D050ATA10107N

MF321W560A90-D060ATA10107N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

LEDs/meter vg}faugt A Watt/m
560 24V 23
560 24V 23
560 24V 23
560 24V 23
560 24V 23

SMD2110
90

CCT/K

1 2700k
3000K
[ ]4000K
5000K

6000K

2700K/3000K/4000K/5000K/6000K

120°

74~83Lm/w

1710~1900Lm/m (534~593Lm/ft)

0.95A/m (0.29A/ft)
DC24v

23W/m (7.18W/ft)
1000V (ESD)
560LEDs/m
12.5mm(0.49")

7 LEDs

= =

o

)& &= &) =)

IP67

STA LED FLEX

Color
Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
90 1,710 534 74 P20 10mm
90 1,850 578 78 P20 10mm
920 1,900 593 83 P20 10mm
90 1,900 593 83 P20 10mm
20 1,900 593 83 1P20 10mm
-/+180
-150 150
-120 120
-90 90
-60 60
UNIT:cd
~—C0/180,113.8
-30 30 €90/270,114.3
AVERAGE BEAM ANGIO..E(SO%) :114.1 DEG
Recommended Profiles
Ll &

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

0 —~ 1%

oo d

—ra— — [——1

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

= = )

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

HZE0

www.mingxueled.com
| |



STA LED FLEX

HIGH EFFICIENCY

® 2110SMD/700LED

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

b GDDE_]QDDD 10mm

10mm(0.39")
Input
Item Code LEDs/meter voltage Watt/m

MF321V700A90-D027A1A10107N 700 24V 24
MF321V700A90-D030A1A10107N 700 24V 24
MF321W700A90-D040ATA10107N 700 24V 24
MF321W700A90-D050ATA10107N 700 24V 24
MF321W700A90-DO60ATA10107N 700 24V 24

Optical parameter

LED Type: SMD2110

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

90

CCT/K

[ 2700k
3000K
[ ]4000K
5000K

6000K

2700K/3000K/4000K/5000K/6000K

120°

65~72Lm/w

1620~1800Lm/m (506~562Lm/ft)

1A/m (0.31A/ft)
DC24v

24W/m (7.3W/ft)
1000V (ESD)
700LEDs/m
10mm(0.39")

7 LEDs

2 EE B G

www.mingxueled.com

| 6 |

Color
Rendering Lm/m Lm/ft

Index
90 1,620 506
90 1,710 534
90 1,800 562
90 1,800 562
90 1,800 562

LM/w

65

68

72

72

72

-/+180

IP Rate PCB width
1P20 10mm
1P20 10mm
1P20 10mm
1P20 10mm
1P20 10mm

120
90
UNIT:cd

30 €90/270,114.2

0
AVERAGE BEAM ANGLE (50%) :114.1 DEG

Recommended Profiles

MX-RS-A001

o

MX-RS-A005

=

MX-RS-A009

MX-RS-A002

.‘

MX-RS-A006

=

MX-RS-A010

MX-RS-A003

MX-RS-A020

el

EII'

MX-RS-A007 MX-RS-A008
;@
MX-RS-A014 MX-RS-A019

0]

&

ntertec

STA LED FLEX

ECONOMY FLEX

® 3528SMD/60LED

5 years warranty.

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0s0s0 080 Q ![smn
100mm (3.94”)
Input
Item Code LEDs/meter voltage
MF335V060A80-D027A1A10106N 60 24V
MF335V060A80-D030A1A10106N 60 24V
MF335W060A80-D040ATA10106NN 60 24V
MF335W060A80-D050ATA10106N 60 24V
MF335W060A80-D060ATAT0106N 60 24V
Optical parameter
LED Type: SMD3528

80

2700K/3000K/4000K/5000K/6000K

120°

75~85Lm/w

360~408Lm/m (109~124Lm/ft)

0.2A/m (0.29A/ft)
DC24v

4.8W/m (1.46W/ft)
1000V (ESD)
60LEDs/m
100mm(3.94")

6 LEDs

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

Watt/m

4.8

4.8

4.8

4.8

4.8

;;‘; =" ~ m
_: 4 4 b y
ey -y o 0
2 - i 11]
4 B i —
- @ ! *&
“y ) . i <
"~ %i -
y §° | (7,
R | /
5 et -
Color
CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index

. 2700K 80 360 109 75 P20 8mm

3000K 80 384 117 80 P20 8mm

D 4000K 80 408 124 85 P20 8mm

5000K 80 408 124 85 P20 8mm

6000K 80 408 124 85 P20 8mm

-/+180
-150 150
-120 120
-90 90
-60 60
UNIT:cd
~—C0/180,111.1
-30 30— €90/270,111.3

0
AVERAGE BEAM ANGLE (50%) :111.2 DEG

Recommended Profiles

Q} '!H
m B v
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
LT LT A
—r— - — =
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= [ —@
=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

[Em—

=& EEEE |

IP67] @@@@

www.mingxueled.com
| |



STA LED FLEX

ECONOMY FLEX

® 3528SMD/120LED

= High Quality products with full range of colors from 1800K-6500K; =5
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; ~—
= CRI80,CRI90,CRI95+Branded 3M tape for installation; (@)
= 5 years warranty. ‘l?
b
o 2s0 810 8} om J i
1 50mm (1.96")
Input COIOF
Item Code LEDs/meter voltage Watt/m CCT/K Relr:‘ciieer)l(ng
MF335V120A80-D027A1A10106N 120 24V 9.6 [ 2700k 80
MF335V120A80-D030A1A10106N 120 24V 9.6 3000K 80
MF335W120A80-D040ATA10106N 120 24V 9.6 [ ]4000K 80
MF335W120A80-D050ATA10106N 120 24V 9.6 5000K 80
MF335W120A80-D060ATA10106N 120 24V 9.6 6000K 80
Optical parameter
LED Type: SMD3528
Color Rendering Index: 80
CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 75~85Lm/w
Lumen Output/meter: 720~816Lm/m (219~248Lm/ft)
Enery Grade:
Electric parameter
Input Current/m: 0.4A/m (0.12A/ft)
Input Voltage: DC24v
Power/M: 9.6W/m (2.93W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m
Size of Section: 50mm(1.96")
LEDs of Section 6 LEDs

Waterproof Rate

=5 &
& o )
= @)
,‘("-J ( !7
(@) .
~ )
‘ar )
(»)

Lm/m  Lm/ft LM/w IP Rate PCB width

720 219 75 1P20 10mm
768 234 80 1P20 10mm
816 248 85 1P20 10mm
816 248 85 1P20 10mm
816 248 85 1P20 10mm
-/+180
-150 150
-120 120
-90 920
\
-60 60
UNIT:cd
”_c0/180,113.6
_30 S0 €90/270,113.1

0
AVERAGE BEAM ANGLE (50%) :113.3 DEG

Recommended Profiles

= N Y = 3

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Ca— I
g . - € “;
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= —@
i
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

== EEEE

www.mingxueled.com
| e |

0]

STA LED FLEX

ECONOMY FLEX

® 3528SMD/240LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

STA LED FLEX

25mm (0.98”)
Color
Item Code LEDs/meter vl;llt)augt . Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF335V240A80-D027A1A10106N 240 24V 19.2 . 2700K 80 1,440 439 75 P20 10mm
MF335V240A80-D030ATA10106N 240 24V 19.2 3000K 80 1,536 468 80 1P20 10mm
MF335W240A80-D040A1A10106N 240 24V 19.2 D 4000K 80 1,632 497 85 P20 10mm
MF335W240A80-D050A1A10106N 240 24V 19.2 5000K 80 1,632 497 85 P20 10mm
MF335W240A80-D060ATA10106N 240 24V 19.2 6000K 80 1,632 497 85 1P20 10mm
Optical parameter ~/+180
LED Type: SMD3528
-120 120
Color Rendering Index: 80
CCT Range: 2700K/3000K/4000K/5000K/6000K [
-90 0 90
Irritation Angle: 120° ?f(’%/lll‘!‘k\\\\‘
Light Efficiency: 75~85Lm/w 6o :“"'Illlﬂﬂ\\\"} Y
Lumen Output/meter: 1440~1632Lm/m (439~497Lm/ft) “\gga"f“ co/180,114.1
~..11ﬂ‘ 30~ €90/270,114.0
Enery Grade: B AVERAGE BEAM ANGI(ZE(SO%) :114.0 DEG
Electric parameter
Recommended Profiles
Input Current/m: 0.8A/m (0.24A/ft)
Input Voltage: DC24V — ¥ E} =
: . A a!l
Power/M: 19.2W/m (5.8W/ft) = o
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 240LEDs/m — ~ ! I
LI &
Size of Section: 25mm(0.98")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs
== N8 =]
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

=H=EEEEE

geEoBE |-

www.mingxueled.com
| |



ECONOMY FLEX

STA LED FLEX

ECONOMY FLEX

¢ 5050SMD/30LED ECO

¢ 5050SMD/60LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

= High Quality products with full range of colors from 1800K-6500K;
u Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty.
fospop s sgdom
| 4
166.6mm(6.56”)
Input
Item Code LEDs/meter voltage Watt/m CCT/K
MF350V030A80-D027A1A10106N 30 24V 7.2 [ 2700k
MF350V030A80-D030A1A10106N 30 24V 7.2 3000K
MF350W030A80-D040ATA10106N 30 24V 7.2 [ ]4000K
MF350W030A80-D050ATA10106N 30 24V 7.2 5000K
MF350W030A80-DO60ATA10106N 30 24V 7.2 6000K
Optical parameter
LED Type: SMD5050
Color Rendering Index: 80

CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°

Light Efficiency: 80~85Lm/w

Lumen Output/meter: 576~612Lm/m (175~186Lm/ft)
Enery Grade:

Electric parameter

Input Current/m: 0.3A/m (0.09A/ft)

Input Voltage: DC24v

Power/M: 7.2W/m (2.2W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 30LEDs/m

Size of Section:

LEDs of Section

Waterproof Rate

166.66mm(6.56")

5LEDs

S[ElElE[E

IP65 IP67 IP67 IP67

www.mingxueled.com
| |

5 years warranty.

ST IEEE

Y

=)
<

e

m

Color
Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
80 576 175 80 P20 10mm
80 590 180 82 P20 10mm
80 612 186 85 1P20 10mm
80 612 186 85 P20 10mm
80 612 186 85 P20 10mm
-/+180
-120 120
-90 920
-60
UNIT:cd

— C0/180

0
AVERAGE BEAM ANGLE (50%) :116.4 DEG

Recommended Profiles

,116.1

3°—C90/270,11648

=
16 ==

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
~ - T
P 1L LY &
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

=R

1N

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

<= [@)[2]) 2]

100mm (3.94")
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF350V060A80-D027A1A10106N 60 24V 14.4 . 2700K
MF350V060A80-D030ATA10106N 60 24V 14.4 3000K
MF350W060A80-D0O40ATA10106N 60 24V 14.4 [ ]4000K
MF350W060A80-D050ATA10106N 60 24V 14.4 5000K
MF350W060A80-DO60ATAT0106N 60 24V 14.4 6000K

Optical parameter

LED Type: SMD5050

Color Rendering Index: 80

CCT Range: 2700K/3000K/4000K/5000K/6000K

Irritation Angle: 120°

Light Efficiency: 84~93Lm/w

Lumen Output/meter: 1206~1324Lm/m (368~409Lm/ft)

Enery Grade:

Electric parameter

Input Current/m: 0.6A/m (0.18A/ft)
Input Voltage: DC24v

Power/M: 14.4W/m (4.4W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m

Size of Section:

LEDs of Section

Waterproof Rate

100mm(3.94")

6 LEDs

IP65

EEBE

IP67 IP67 IP67

Color
Rendering
Index

80
80
80
80

80

wz]®

Lm/m  Lm/ft LM/w IP Rate PCB width
1,206 368 84 1P20 10mm
1,273 388 88 1P20 10mm
1,324 409 93 1P20 10mm
1,324 409 93 1P20 10mm
1,324 409 93 1P20 10mm

~—C0/180,117.2
——€90/270,117.7

0
AVERAGE BEAM ANGLE (50%) :117.4 DEG

Recommended Profiles

Ly L} =

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
T 17 el
—ra— = [——1

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
e S @
=5 N

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

STA LED FLEX

www.mingxueled.com

|



FLEX

S Wy - x
o . e
5050SMD/120LED 2 L
= High Quality products with full range of colors from 1800K-6500K; = U LL
= Provide 1BIN/2BIN,SDCM<3/SDCM<S5; g
= CRI80,CRI90,CRI95 +Branded 3M tape for installation; [y (]
= 5years warranty. 1 L
] Gy J
: | <
b u bd T 6 T B omm r‘ W 4 h
| | N 7))
100mm(3.94")
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF350V120A80-D027A1A20112N 120 24V 24 2700K 80 2,025 632 84 1P20 20mm
MF350V120A80-D030A1A20112N 120 24V 24 3000K 80 2,138 668 89 IP20 20mm
MF350W120A80-D040A1A20112N 120 24V 24 D 4000K 80 2,250 703 94 IP20 20mm
MF350W120A80-D050A1A20112N 120 24V 24 5000K 80 2,250 703 94 IP20 20mm
MF350W120A80-D060A1A20112N 120 24V 24 6000K 80 2,250 703 94 P20 20mm
Optical parameter
LED Type: SMD5050
Color Rendering Index: 80
CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 84~94Lm/w
Lumen Output/meter: 2025~2250Lm/m (632~703Lm/ft)
Enery Grade: AVERAGE BEAM ANGIO..E(SO%) :118.2 DEG
Electric parameter
Recommended Profiles
Input Current/m: 1A/m (0.3A/ft)
Input Voltage: DC24V . | }
== O = £
Power/M: 24W/m (7.3W/ft) = -
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m ! i ! ( E
! — \ =
Size of Section: 100mm(3.93")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 12 LEDs
(N
[ ]
N i p =
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

=HEEEEE W e

www.mingxueled.com
| 418 |

www.mingxueled.com
| |




STA LED FLEX

FLEX

® 3014SMD/120LED

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

b B
._D 10 0 D s D 10mm
]
50mm
Input
Item Code LEDs/meter voltage Watt/m CCT/K

MF331V120A80-D027A1A10106N 120 24V 12 . 2700K
MF331V120A80-D030A1A10106N 120 24V 12 3000K
MF331W120A80-D040ATA10106N 120 24V 12 [ ]4000K
MF331W120A80-D050ATAT0106N 120 24V 12 5000K
MF331W120A80-DO60ATA10106N 120 24V 12 6000K

Optical parameter

LED Type: SMD3014

Color Rendering Index: 80

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

2700K/3000K/4000K/5000K/6000K
120°
93~103Lm/w

1116~1240Lm/m (340~378Lm/ft)

0.5A/m (0.15A/ft)
DC24v

12W/m (3.6W/ft)
1000V (ESD)
120LEDs/m
50mm(1.96")

6 LEDs

2 EE B R

www.mingxueled.com
| |

Color
Rendering Lm/m  Lm/ft LM/w IP Rate

Index
80 1,116 340 93 P20
80 1,178 359 928 1P20
80 1,240 378 103 1P20
80 1,240 378 103 1P20
80 1,240 378 103 P20

0
AVERAGE BEAM ANGLE (50%) :116.3 DEG

Recommended Profiles

MX-RS-A001

MX-RS-A005

[—
MX-RS-A009 MX-RS-A010 MX-RS-A014

MX-RS-A002

.‘

MX-RS-A006

MX-RS-A003

[

MX-RS-A007

=@

&

ntertec

PCB width

10mm

10mm

10mm

10mm

10mm

~—C0/180,116.6
30 €90/270,116.0

A1
A —
MX-RS-A020

@l

MX-RS-A008

-

MX-RS-A019

STA LED FLEX

® 3014SMD/280LED

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

ot

STA LED FLEX

25mm(0.98")
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF331V280A80-D027A1A10107N 280 24V 19.2 . 2700K 80 2,106 658 11 1P20 10mm
MF331V280A80-D030A1A10107N 280 24V 19.2 3000K 80 2,223 694 117 1P20 10mm
MF331W280A80-D040A1A10107N 280 24V 19.2 D 4000K 80 2,340 731 123 P20 10mm
MF331W280A80-D050ATA10107N 280 24V 19.2 5000K 80 2,340 731 123 1P20 10mm
MF331W280A80-D060A1A10107N 280 24V 19.2 6000K 80 2,340 731 123 1P20 10mm
Optical parameter
LED Type: SMD3014

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

80
2700K/3000K/4000K/5000K/6000K
120°

111~123Lm/w

2106~2340Lm/m (658~731Lm/ft)

0.8A/m (0.24A/ft)
DC24v

19.2W/m (5.9W/ft)
1000V (ESD)
280LEDs/m
25mm(0.98")

7 LEDs

=H=EEEEE

”C0/180,117.2
-~ €90/270,116.5

0
AVERAGE BEAM ANGLE (50%) :116.8 DEG

Recommended Profiles

I =g

MX-RS-A003

MX-RS-A001

MX-RS-A002 MX-RS-A020

oo g

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

g e @
s~

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

wz]®)

www.mingxueled.com
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STA LED FLEX ECONOMY FLEX

® 3014SMD/300LED

= High Quality products with full range of colors from 1800K-6500K;
u Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty.
» ) g
G000 | omm ,
20mm
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF331V300A80-D027A1A10106N 300 24V 24 . 2700K 80 2,241 700 93 1P20 10mm
MF331V300A80-D030A1A10106N 300 24V 24 3000K 80 2,366 739 99 1P20 10mm
MF331W300A80-D040A1A10106N 300 24V 24 D 4000K 80 2,490 778 104 1P20 10mm
MF331W300A80-D050ATA10106N 300 24V 24 5000K 80 2,490 778 104 1P20 10mm
MF331W300A80-D060ATA10106N 300 24V 24 6000K 80 2,490 778 104 1P20 10mm
i -/+180
Optical parameter 150 150
LED Type: SMD3014
-120 120
Color Rendering Index: 80
CCT Range: 2700K/3000K/4000K/5000K/6000K oo %
Irritation Angle: 120°
Light Efficiency: 93~104Lm/w 60 0
Lumen Output/meter: 2241~2490Lm/m (700~778Lm/ft) Y cortsoriin.a
-30 30 €90/270,116.6
Enery Grade: AVERAGE BEAM ANGIO.E (50%) :116.9 DEG
Electric parameter
Recommended Profiles
Input Current/m: 1A/m (0.3A/ft)
Input Voltage: DC24V N l —
I = 51
Power/M: 24W/m (7.3W/ft) - o
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
. — I
LEDs/Meter: 300LEDs/m ‘ € | ‘i
Size of Section: 20mm(0.78") -
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs
Ly ra
L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

=8B E

www.mingxueled.com
| |

STA LED FLEX

® 2835SMD/60LED
S-type

Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;
5 years warranty.

0 0 S O 6mm

50mm
Input
Item Code LEDs/meter voltage

MF228V060A80-D027A1A06103N 60 12v
MF228V060A80-D030ATA06103N 60 12v
MF228W060A80-D040ATA06103N 60 12V
MF228W060A80-D050ATA06103N 60 12v
MF228W060A80-DO60ATA06103N 60 12V

Optical parameter

LED Type: SMD2835

Color Rendering Index: 80

CCT Range:

Irritation Angle: 120°

Light Efficiency: 90~100Lm/w

Lumen Output/meter:

Enery Grade: B

Electric parameter

Input Current/m: 0.5A/m (0.15A/ft)
Input Voltage: DC12v

Power/M: 6W/m (1.8W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m

Size of Section: 50mm(1.96")
LEDs of Section 3 LEDs

Waterproof Rate

High Quality products with full range of colors from 1800K-6500K;

e o - (11
- Ko & —
= = K = i TH
98 N 3 L\ ]
| L, 5 » &
" - § N (]
G . C‘? ] \ue m
7 49‘
3 £ A —d
3 | 9
()
) . ~ <
3 = - -
. = 1] (7))
Color
Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
6 . 2700K 80 540 164 920 P20 6mm
6 3000K 80 570 173 95 P20 6mm
6 D 4000K 80 600 182 100 P20 6mm
6 5000K 80 600 182 100 P20 6mm
6 6000K 80 600 182 100 P20 6mm

2700K/3000K/4000K/5000K/6000K

540~600Lm/m (164~182Lm/ft)

=HEEEEEE

0
AVERAGE BEAM ANGLE (50%) :113.9 DEG

Recommended Profiles

. = §

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
T i
LT LT A
—r— - — [ —

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= [ —@

=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
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STA LED FLEX

STA LED FLEX

® 5050SMD/60LED
RGB S-type

m Use S shape PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;
= Can set with controller if you need,IP20 and IP65 are available;
= 3M tape for installation,5 years warranty.

- o
DILIAN ELANE NN Tmmm
\ \
! 100mm !
Input Color
Item Code LEDs/meter | Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate
9 Index
60 12v 2.7 . RED N/A 68 21 25 1P20
60 12v 2.7 B GREEN N/A 220 67 81 1P20
MF250A060A00-D000J1A12103N
60 12V 2.7 . BLUE N/A 63 19 23 1P20
60 12v 8 RGB N/A 350 107 44 1P20
Optical parameter
LED Type: SMD5050
Color Rendering Index: N/A
CCT Range: RGB
Irritation Angle: 120°
Light Efficiency: 81Lm/w Max
Lumen Output/meter: 350Lm/m Max
Enery Grade: AVERAGE BEAM Ausgz(so%) :125.0 DEG
Electric parameter
Recommended Profiles
Input Current/m: 0.66A/m (0.2A/ft)
Input Voltage: DC12V i k
Power/M: 8W/m (2.4W/ft) AT =
MX-RS-A001 MX-RS-A002 MX-RS-A003
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m . F .€
Size of Section: 100mm(3.94") -
MX-RS-A005 MX-RS-A006 MX-RS-A007
LEDs of Section 6 LEDs
L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014

= ) B B &)

www.mingxueled.com

PCB width

12mm

12mm

12mm

12mm

A
MX-RS-A020

A

MX-RS-A008

5

MX-RS-A019

® 5050SMD/42LED
RGBW S-type

® Use S shape PCB,R:620-630nm,G:515-525nm.
B:5460-470nm,W:2700-6000K LEDs;

= Can set with controller if you need,IP20 and IP65 are available;

= 3M tape for installation,5 years warranty.

1@ LLRCD

=won .

Item Code

MF250Z042A80-D0O00K1A12103N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

71.4mm(2.81") |

Input
LEDs/meter voltage Watt/m CCT/K
42 12V 25 | lReD
42 12v 2.5 . GREEN
42 12V 25 . BLUE
42 12v 2.5 \I 2700~6000
42 12v 125 RGBW
SMD5050
N/A
RGBW
120°
86Lm/w Max
510Lm/m Max

1.04A/m (0.32A/ft)
DC12v

12.5W/m (Max)
1000V (ESD)
42LEDs/m
71.4mm(2.81")

3 LEDs

= e ) B G E)

Color
Rendering
Index
N/A
N/A
N/A
>80

N/A

Lm/m Lm/ft LM/w IP Rate
72 22 29 1P20
181 55 72 1P20
43 13 17 1P20
215 66 86 1P20
510 155 51 1P20

=

|1
WS
z

0
AVERAGE BEAM ANGLE (50%) :117.0 DEG

Recommended Profiles

2 Yy LY

MX-RS-A002 MX-RS-A003

. s
—— '
— ¥ ’2
! —
—r— — —

MX-RS-A005 MX-RS-A006 MX-RS-A007

L1

= T

llalEN

MX-RS-A009 MX-RS-A010 MX-RS-A014

STA LED FLEX

PCB width

12mm

12mm

12mm

12mm

12mm

1
MX-RS-A020

Al

[—
MX-RS-A008

s

MX-RS-A019

www.mingxueled.com
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STA LED FLEX

° -
3014 SIDE VIEW - L
h .|
140LED 1 TH
55 ;
= High Quality products with full range of colors from 1800K-6500K; : ‘ Q
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; 4 L
= CRI80,CRI90,CRI95+Branded 3M tape for installation; » R —I
m 5 years warranty. - 4
> 0
i , bR abines <
3 -0 -2 wen 11101 0RO S
)= EE e e e, = % @ -
b 8 .. mm - : =
50mm 1
o Color
Item Code LEDs/meter volfage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF331V140A90-D027A1A08106N 140 24V 9.6 2700K 90 945 288 98 IP20 8mm
MF331V140A90-D030A1A08106N 140 24V 9.6 3000K 90 998 304 104 IP20 8mm
MF331W140A90-D040A1A08106N 140 24V 9.6 4000K 90 1,080 320 109 IP20 8mm
MF331W140A90-D050A1A08106N 140 24V 9.6 5000K 90 1,080 320 80 IP20 8mm
MF331W140A90-D060A1A08106N 140 24V 9.6 6000K 90 1,080 320 80 IP20 8mm
Optical parameter -/+180
LED Type: SMD3014
-120 120
Color Rendering Index: 90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

2700K/3000K/4000K/5000K/6000K
120°
98~109Lm/w

945~1080Lm/m (288~320Lm/ft)

0.4A/m (0.12A/ft)
DC24V

9.6W/m (2.9W/ft)
1000V (ESD)
140LEDs/m
50mm(1.96")

7 LEDs

= = )

—

El=]5
IP65 IP67 IP67 IP67

www.mingxueled.com

|

~—Cc0/180,85.8
30 €90/270,108.2

0
AVERAGE BEAM ANGLE (50%) :97.0 DEG

Recommended Profiles

¥y LY g1

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

g —— i:ﬂ ——

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

== NNl
T

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

m ENERGY STAR

www.mingxueled.com
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TUVRheinland

CERTIFIED E473513 Intertek ENERGY STAR A >4

n=l

CABINET STRIP SERIES
=/ |

LED strip light is one of the most popular
products in LED lighting market which is
widely used for personal and commercial
purposes,including indoor and outdoor
decorations.From the background lighting
of advertising banners to kitchen lighting,
car ambience lighting decoration, lighting
of the outskirts of city buildings, and of
course a variety of commercial lighting
Settings for shops, hotels, exhibitions and
supermarkets.

2500 2700
K K

www.mingxueled.com
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4000 5000 6000
K K K

s

124



CABINET STRIP SERIES

SLIM STRIP

CABINET STRIP SERIES

SLIM STRIP

Enery Grade:

Electric parameter

0 ~€90/270,115.0
AVERAGE BEAM ANGLE (50%):115.3 DEG

Recommended Profiles

Enery Grade:

Electric parameter

P ° L
COB 400LED 12V-2835-120LED =
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K; I.u
u Provide 1BIN/2BIN,SDCM<3/SDCM<5; = Provide 1BIN/2BIN,SDCM<3/SDCM<5; w
= CRI80,CRI90,CRI95+Branded 3M tape for installation; = CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty. = 5years warranty. n-
—
rJ
HISmm boB OB O gl4mm (I’_)
L—J.. 25mm (0.98") i
20mm (0.78") ; I_
Input Color Input Color —
Item Code LEDs/meter voltage ~ Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage ~ Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width m
9 Index 9 Index <
MF209V400A90-D027A1A05106N 400 12V 7.2 [ 2700k 90 700 218 98 1P20 5mm MF228V120A90-D027A1A04103N 120 12V 8 [ 2700k 90 734 224 92 1P20 4mm U
MF209V400A90-D030A1A05106N 400 12v 7.2 3000K 90 720 225 101 1P20 5mm MF228V120A90-D030A1A04103N 120 12v 8 3000K 90 775 236 97 1P20 4mm
MF209W400A90-D040A1A05106N 400 12v 7.2 D 4000K 90 760 237 106 1P20 5mm MF228W120A90-D040A1A04103N 120 12v 8 D 4000K 90 816 248 102 1P20 4mm
MF209W400A90-D050A1A05106N 400 12V 7.2 5000K 90 760 237 106 1P20 5mm MF228W120A90-D050A1A04103N 120 12V 8 5000K 90 816 248 102 1P20 4mm
MF209W400A90-DO60ATA05106N 400 12V 7.2 6000K 90 760 237 106 1P20 5mm MF228W120A90-DO60ATA04103N 120 12V 8 6000K 90 816 248 102 1P20 4mm
1 -/+180 H -/+180
Optical parameter Optical parameter 150 150
LED Type: CoB LED Type: SMD2835
-120 120 -120 120
Color Rendering Index: 90 Color Rendering Index: 90
CCT Range: 2700K/3000K/4000K/5000K/6000K e 0 CCT Range: 2700K/3000K/4000K/5000K/6000K o o
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 98~106Lm/w 60 Light Efficiency: 92~102Lm/w 60 o
Lumen Output/meter: 700~760Lm/m (218~237Lm/ft) o180, 115.8 Lumen Output/meter: 734~816Lm/m (224~248Lm/ft) Y corta0, i1
30—C30;210,1154S _30 30—090/270,114.9
——C60/240,114.6

0
AVERAGE BEAM ANGLE (50%) :114.5 DEG

Recommended Profiles

Input Current/m: 0.6A/m (0.18A/ft) Input Current/m: 0.7A/m (0.21A/ft)
Input Voltage: DC12V ¥ Q} Input Voltage: DC12V =
- = =
Power/M: 7.2W/m (2.25W/ft) ' : o Power/M: 8W/m (2.4W/ft) : o
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 400LEDs/m ‘ € ; LEDs/Meter: 120LEDs/m e | ‘;
Size of Section: 20mm(0.78") - Size of Section: 25mm(0.98")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 8 LEDs LEDs of Section 3 LEDs
K)o - o
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

== E

www.mingxueled.com
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wz)®)
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CABINET STRIP SERIES

SLIM STRIP

® 12V-2835-120LED

= High Quality products with full range of colors from 1800K-6500K;
u Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty.
o8 o o dsm
25mm (0.98")
Input
Item Code LEDs/meter voltage Watt/m CCT/K
MF228V120A90-D027A1A05103N 120 12V 8 . 2700K
MF228V120A90-D030A1A05103N 120 12v 8 3000K
MF228W120A90-D040ATA05103N 120 12V 8 [ ]4000K
MF228W120A90-D050ATA05103N 120 12V 8 5000K
MF228W120A90-DO60ATA05103N 120 12V 8 6000K
Optical parameter
LED Type: SMD2835
Color Rendering Index: 90
CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 92~102Lm/w

Lumen Output/meter: 734~816Lm/m (224~248Lm/ft)

Enery Grade:

Electric parameter

Input Current/m: 0.7A/m (0.21A/ft)
Input Voltage: DC12v

Power/M: 8W/m (2.4W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m

Size of Section: 25mm(0.98")
LEDs of Section 3 LEDs

Waterproof Rate

== E

www.mingxueled.com
| |

Color
Rendering Lm/m  Lm/ft LM/w IP Rate PCB width

Index

90 734 224 92 1P20 5mm

90 775 236 97 1P20 5mm

20 816 248 102 1P20 5mm

90 816 248 102 P20 5mm

20 816 248 102 1P20 5mm

-/+180
-150 150
-120 120
-90 920
-60 60
UNIT:cd
~—C0/180,114.2
-30 30— €90/270,115.0

0
AVERAGE BEAM ANGLE (50%) :114.6 DEG

Recommended Profiles

=g=0

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
— I
o o d
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
=N
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

0]

CABINET STRIP SERIES

SLIM STRIP

® 2835-150LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

= -
o g8 gsm
20mm (0.78")
Input Color
Item Code LEDs/meter Watt/m CCT/K Rendering
voltage |
ndex
MF228V150A90-D027A1A05103N 150 12v 8 . 2700K 90
MF228V150A90-D030A1A05103N 150 12v 8 3000K 90
MF228W150A90-DO40ATA05103N 150 12V 8 [ ]4000K 90
MF228W150A90-D050ATA05103N 150 12v 8 5000K 90
MF228W150A90-DO60ATA05103N 150 12V 8 6000K 90
Optical parameter
LED Type: SMD2835
Color Rendering Index: 90
CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 92~102Lm/w

Lumen Output/meter: 734~816Lm/m (229~255Lm/ft)

Enery Grade:

Electric parameter

Input Current/m: 0.7A/m (0.21A/ft)
Input Voltage: DC12v

Power/M: 8W/m (2.4W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 150LEDs/m

Size of Section: 20mm(0.78")
LEDs of Section 3 LEDs

Waterproof Rate

= = &

n
=
14
1]
7p
=
14
[
7))
-
1]
=
11
<
&

Lm/m  Lm/ft LM/w IP Rate PCB width
734 229 92 1P20 5mm
775 242 97 1P20 5mm
816 255 102 1P20 5mm
816 255 102 1P20 5mm
816 255 102 1P20 5mm

0
AVERAGE BEAM ANGLE (50%) :114.3 DEG

Recommended Profiles

MX-RS-A001

I, = §

MX-RS-A002 MX-RS-A003 MX-RS-A020

g od

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

”A = @
L=

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
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CABINET STRIP SERIES SLIM STRIP CABINET STRIP SERIES SLIM STRIP

® 3014SMD/240LED ® 2216SMD/120LED o

\
oy

% - |
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K; f»
u Provide 1BIN/2BIN,SDCM<3/SDCM<5; = Provide 1BIN/2BIN,SDCM<3/SDCM<5; 2l =
m CRI80,CRI90,CRI95+Branded 3M tape for installation; = CRI80,CRI90,CRI95+Branded 3M tape for installation; L:{ ; &
= 5 years warranty. = 5 years warranty. 3l ‘ T
) =%
2 @
- ! "‘g

=2

P8 @8 @5

.

n
=
14
1]
7p
=
14
[
7p)
-
1]
=
11
<
O

{8 00 00 GYmn .
: : | : ¢ u
25mm (0.98") 1 1 “.{\
50mm (1.97”) 2 4 =\
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index Index
MF231U240A90-D80111A05106N 240 12v 7 2700K 90 580 177 83 1P20 5mm MF322V120A90-D027A1A04106N 120 24V 9.6 . 2700K 90 796 242 83 1P20 4mm
MF231U240A90-D80111A05106N 240 12V 7 6800K 90 600 183 86 1P20 5mm MF322V120A90-D030A1A04106N 120 24V 9.6 3000K 90 816 248 85 1P20 4mm
MF322W120A90-D040A1A04106N 120 24V 9.6 D 4000K 90 844 257 88 1P20 4mm
MF322W120A80-D050A1A04106N 120 24V 9.6 5000K 90 844 257 88 1P20 4mm
MF322W120A80-D060A1A04106N 120 24V 9.6 6000K 90 844 257 88 1P20 4mm
1 -/+180 H
Optical parameter 150 150 Optical parameter
LED Type: SMD3014 LED Type: SMD2216
-120 120 120
Color Rendering Index: 90 Color Rendering Index: 90
CCT Range: 2700K-6800K o0 o CCT Range: 2700K/3000K/4000K/5000K/6000K %
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 83~86Lm/w ~60 ‘ 0 Light Efficiency: 83~88Lm/w
Lumen Output/meter: 580~600Lm/m (181~187Lm/ft) \ 7 coia,saa.a Lumen Output/meter: 796~844Lm/m (242~257Lm/ft) Y cosaan.ine. o
-30 N 30—C90/270,114.4 -~ C90/270,113.8
Enery Grade: AVERAGE BEAM ANGUE (50%) :114.3 DEG Enery Grade: AVERAGE BEAM ANGLE(50%):114.3 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.58A/m (0.18A/ft) Input Current/m: 0.4A/m (0.12A/ft)
Input Voltage: DC12v i | | — Input Voltage: DC24vV 1 —
Y LI &1 . = &
Power/M: 7W/m (2.18W/ft) = o Power/M: 9.6W/m (2.9W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 240LEDs/m ‘ € ; LEDs/Meter: 120LEDs/m e | ‘;
Size of Section: 25mm(0.98") - Size of Section: 50mm(1.97")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs LEDs of Section 6 LEDs
- = r =
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

=) = () e[ )[@]

= = () e[ =)[@]

www.mingxueled.com www.mingxueled.com
| |
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CABINET STRIP SERIES SLIM STRIP CABINET STRIP SERIES SLIM STRIP

PY PY LU
2216SMD/192LED 2216SMD/204LED =
: X -
= High Quality products with full range of colors from 1800K-6500K; % ' % = High Quality products with full range of colors from 1800K-6500K; ] I.u
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; i’: u Provide 1BIN/2BIN,SDCM<3/SDCM<5; = w
= CRI80,CRI90,CRI95+Branded 3M tape for installation; = = CRI80,CRI90,CRI95+Branded 3M tape for installation; — 4
= 5years warranty. 2 = 5years warranty. ‘ n-
t ?E
iy I" —
= i ¢ -
O o#p oeo GF jsmm £ o PO 0 B0 0RO 39 |4mm § (7))
-
\;%\\ p
31.25mm (1.23") 29.4mm (1.15") *@d I_
y (11
Input Color Input Color —
Item Code LEDs/meter voltage = Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage ~ Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width m
9 Index 9 Index <
MF322V192A90-D027A1A05106N 192 24V 10 . 2700K 90 810 247 81 1P20 5mm MF322V204A90-D027A1A04106N 204 24V 9.6 . 2700K 90 734 224 78 1P20 4mm U
MF322V192A90-D030A1A05106N 192 24V 10 3000K 90 850 259 88 1P20 5mm MF322V204A90-D030A1A04106N 204 24V 9.6 3000K 90 775 234 80 1P20 4mm
MF322W192A90-D040A1A05106N 192 24V 10 D 4000K 90 900 274 920 1P20 5mm MF322W204A90-D040A1A04106N 204 24V 9.6 D 4000K 90 816 248 85 1P20 4mm
MF322W192A80-D050A1A05106N 192 24V 10 5000K 90 900 274 90 1P20 5mm MF322W204A80-D050A1A04106N 204 24V 9.6 5000K 90 816 248 85 1P20 4mm
MF322W192A80-DO60ATA05106N 192 24V 10 6000K 90 900 274 90 1P20 5mm MF322W204A80-DO60A1A04106N 204 24V 9.6 6000K 90 816 248 85 1P20 4mm
a -/+180 : -/+180
Optical parameter Optical parameter 150 150
LED Type: SMD2216 LED Type: SMD2216
-120 120
Color Rendering Index: 90 Color Rendering Index: 90
CCT Range: 2700K/3000K/4000K/5000K/6000K CCT Range: 2700K/3000K/4000K/5000K/6000K s 0
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 81~90Lm/w Light Efficiency: 78~85Lm/w 60 ‘\ /“ 0
Lumen Output/meter: 810~900Lm/m (247~274Lm/ft) Lumen Output/meter: 734~816Lm/m (224~248Lm/ft) Y coria0,iia.e
-30 30 €90/270,114.5
Enery Grade: AVERAGE BEAM ANG%.E (50%) :114.5 DEG Enery Grade: AVERAGE BEAM ANGIO..E(SO%) :114.6 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.4A/m (0.12A/ft) Input Current/m: 0.4A/m (0.12A/ft)
Input Voltage: DC24v ' | | — Input Voltage: DC24v 1 —
=Y LI . = &
Power/M: 10W/m (3W/ft) = ] Power/M: 9.6W/m (2.9W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 192LEDs/m ‘ € | ‘; LEDs/Meter: 204LEDs/m e | ‘;
Size of Section: 31.25mm(1.23") - Size of Section: 29.4mm(1.16")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs LEDs of Section 6 LEDs
- = r 3 =
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

) = () e[ =)[@) = = () e[ =)[@]

www.mingxueled.com www.mingxueled.com
| | | |



CABINET STRIP SERIES

SLIM STRIP

® 2835SMD/140LED

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

(0 0m0 9 0@ QY [smm

50mm (1.97")

Item Code LEDs/meter v'(:‘lf:gte Watt/m  CCT/K
MF328V140A80-D027A1A05107N 140 24V 12 [ 2700k
MF328V140A80-D030A1A05107N 140 24V 12 3000K
MF328W140A80-D040A1A05107N 140 24V 12 [ ]4000K
MF328W140A80-D050A1A05107N 140 24V 12 5000K
MF328W140A80-D060ATA05107N 140 24V 12 6000K

Optical parameter
LED Type: SMD2835
Color Rendering Index: 90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

== E

www.mingxueled.com
| |

2700K/3000K/4000K/5000K/6000K
120°
100~110Lm/w

1200~1320Lm/m (365~402Lm/ft)

0.5A/m (0.15A/ft)
DC24v

12W/m (3.6W/ft)
1000V (ESD)
140LEDs/m
50mm(1.97")

7 LEDs

CABINET STRIP SERIES

SUPER LONG

® 2835SMD/120LED
Ultra Long

Constant current;
5 years warranty.

D woczsv

LO®0o0m 060

Item Code

MF328V120A80-D027A1A10106C

MF328V120A80-D030ATA10106C

MF328W120A80-D040ATA10106C

MF328W120A80-D050A1A10106C

MF328W120A80-D060ATA10106C

50mm (1.97")

LEDs/meter

120

120

120

120

120

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

ES
Color
Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
920 1,200 365 100 1P20 5mm
920 1,200 365 100 1P20 5mm
20 1,320 402 110 1P20 5mm
920 1,320 402 110 P20 5mm
20 1,320 402 110 1P20 5mm
-/+180
-150 150
-120 120
-90 920
-60 60
UNIT:cd
~—C0/180,113.6
-30 30— €90/270,114.0

0
AVERAGE BEAM ANGLE (50%) :113.8 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
I 0 A
T L O d
4 L L
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= RN
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

&

nterte

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

IP65]

W_V. 110mm
Vg]fa”gte Watt/m  CCT/K ReE‘ng{ring
24V 9.6 [ 2700K 80
24V 9.6 3000K 80
24V 2.6 [ ]4000K 80
24V 9.6 5000K 80
24V 9.6 6500K 80
SMD2835
80

2700K/3000K/4000K/5000K/6500K
120°
100~110Lm/w

960~1056Lm/m (293~322Lm/ft)

0.4A/m (0.12A/ft)
DC24v

9.6W/m (2.93W/ft)
1000V (ESD)
120LEDs/m
50mm(1.97")

6 LEDs

Lm/m

960
1,008
1,056

1,056

1,056

Lm/ft

293

307

322

322

322

LM/w  IP Rate
100 1P20
105 1P20
110 1P20
110 1P20
110 1P20

PCB width

10mm

10mm

10mm

10mm

10mm

Max length

25m

25m

25m

25m

25m

n
=
14
1]
7p
=
14
-
7p)
-
1]
=
11
<
O

30 €30/210,148.2
—C60/240,145.8
0 ~-C90/270,143.0

AVERAGE BEAM ANGLE (50%) :145.9 DEG

Recommended Profiles

Q} '!H
16 e ]
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
L1 LT (A
—r— - — =
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
_m f B I —@
=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

e[t (@] 2 ][ 2
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CABINET STRIP SERIES SUPER LONG CABINET STRIP SERIES SUPER LONG

® 2835SMD/160LED
48V

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

Constant current;

5 years warranty.

® 2835SMD/168LED
24V

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

Constant current;

5 years warranty.

+ ocesy @l
Vooooooooooooo:m:omoY | 10mm

0'0 00 O OwDY|omm

100mm (3.94") 41.6mm (1.64")

n
=
14
1]
7p
=
14
-
7p
-
1T
=
11
<
O

Color Color
Item Code LEDs/meter vlc:?:g:e Watt/m  CCT/K  Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength Item Code LEDs/meter V';‘Ifa”; . Watt/m  CCT/K  Rendering Lm/m Lm/ft LM/w IPRate PCBwidth ~Maxlength
Index Index
MF428V160A90-D027A1A10106N 160 48V 14.4 . 2700K 90 1,814 567 126 1P20 10mm 25m MF328V168A90-D027A1A10106C 168 24V 12 . 2700K 90 1,448 439 120 1P20 10mm 20m
MF428V160A90-D030ATA10106N 160 48V 144 3000K 90 1,944 607 135 1P20 10mm 25m MF328V168A90-D030A1A10106C 168 24V 12 3000K 90 1,520 463 127 1P20 10mm 20m
MF428W160A90-D040A1A10106N 160 48V 144 D 4000K 90 2,016 630 140 1P20 10mm 25m MF328W168A90-D040A1A10106C 168 24V 12 D 4000K 90 1,600 488 133 1P20 10mm 20m
MF428W160A90-D050A1A10106N 160 48V 14.4 5000K 90 2,016 630 140 1P20 10mm 25m MF328W168A90-D050A1A10106C 168 24V 12 5000K 90 1,600 488 133 1P20 10mm 20m
MF428W160A90-D0O60A1A10106N 160 48V 144 6500K 90 2,016 630 140 1P20 10mm 25m MF328W168A90-D060A1A10106C 168 24V 12 6500K 90 1,600 488 133 1P20 10mm 20m
Optical parameter Optical parameter
LED Type: SMD2835 LED Type: SMD2835
120 120
Color Rendering Index: Ra>90 Color Rendering Index: 90
CCT Range: 2700K/3000K/4000K/5000K/6500K 0 CCT Range: 2700K/3000K/4000K/5000K/6500K %
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 126~140Lm/w Light Efficiency: 120~133Lm/w
UNIT:cd UNIT:cd
Lumen Output/meter: 1814~2016Lm/m (567~630Lm/ft) ‘ ”—C0/180,115.3 Lumen Output/meter: 1448~1600Lm/m (439~488Lm/ft) 7 c0/180,115.4
—— C30/210,115.6 3°—C30/210,115.7
——C60/240,115.4 ——C60/240,115.5
Enery Grade: B — c90527o,116Ao Enery Grade: B — C90§270,116.1
AVERAGE BEAM ANGLE (50%) :115.6 DEG AVERAGE BEAM ANGLE (50%) :115.6 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.3A/m (0.09A/ft) Input Current/m: 0.5A/m (0.16A/ft)
Input Voltage: DC48V(Constant Current) ' | — Input Voltage: DC24v | —
=2 =
Power/M: 14.4W/m (4.6W/ft) - o Power/M: 12W/m (4W/ft) -
MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
) - 22 ; 25 —| ‘ ] . — — . = —_ |
LEDs/Meter: 160LEDs/m | ‘ € | E LEDs/Meter: 168LEDs/m e @1
Size of Section: 100mm(3.94") - Size of Section: 41.6mm(1.64")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 16 LEDs LEDs of Section 7 LEDs
A= S5 N~ r 3
= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

——— ——— - I c@u; ﬂh ——— ——— - L@u,
['on] [|P54] [|P65] L( EJ i | s [@J - [IP20] [IP54] [IPSS] CE||alhs| @ || @D
www.mingxueled.com www.mingxueled.com

| EEB | | R |



CABINET STRIP SERIES CABINET STRIP SERIES

® 12V 528LED COB ® 24V 420LED COB

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

n
=
14
1]
7))
=
14
-
7p
-
1T
=
11
<
O

T B e
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength

Index Index
MF209W528A90-D027A1A03304N 528 12V 8 1 2700k 90 720 220 920 1P20 3mm 5m MF309W420A90-D027A1A04107N 420 24V 8 1 2700k 90 648 198 81 1P20 4mm 5m
MF209W528A90-D030ATA03304N 528 12v 8 3000K 90 760 232 95 1P20 3mm 5m MF309W420A90-D030A1A04107N 420 24V 8 3000K 90 684 209 85 1P20 4mm 5m
MF209W528A90-D040A1A03304N 528 12v 8 D 4000K 920 800 244 100 1P20 3mm 5m MF309W420A90-D040ATA04107N 420 24V 8 D 4000K 90 720 220 90 1P20 4mm 5m
MF209W528A90-D050A1A03304N 528 12V 8 5000K 90 800 244 100 1P20 3mm 5m MF309W420A90-D050A1A04107N 420 24V 8 5000K 90 720 220 90 1P20 4mm 5m
MF209W528A90-D065A1A03304N 528 12V 8 6500K 90 800 244 100 1P20 3mm 5m MF309W420A90-D065A1A04107N 420 24V 8 6500K 90 720 220 90 1P20 4mm 5m

Optical parameter Optical parameter

-/+180

LED Type: CcoB LED Type: COB

-120 120

Color Rendering Index:

Ra90

Color Rendering Index:

Ra9%0

CCT Range: 2700K/3000K/4000K/5000K/6500K CCT Range: 2700K/3000K/4000K/5000K/6500K
-90 90

Irritation Angle: 180° Irritation Angle: 180°

Light Efficiency: 90~100Lm/w Light Efficiency: 81~90Lm/w

Lumen Output/meter:

Enery Grade:

Electric parameter

720~800Lm/m (220~244Lm/ft)

[ F 4

”—C0/180,157.7

——C90/270,118.3
30 /

0
AVERAGE BEAM ANGLE (50%) :138.0 DEG

Recommended Profiles

Lumen Output/meter:

Enery Grade:

Electric parameter

648~720Lm/m (198~220Lm/ft)

0
AVERAGE BEAM ANGLE (50%) :140.7 DEG

Recommended Profiles

Y C0/180,163.9
——€90/270,117.5

Input Current/m: 0.67A/m (0.2A/ft) Input Current/m: 0.33A/m (0.1A/ft)
Input Voltage: DC12v | | — Input Voltage: DC24vV J 1 —
—rrs ; ] 'EH ‘ ] 'EH

Power/M: 8W/m (2.4W/ft) = Power/M: 8W/m (2.4W/ft) =

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 528LEDs/m ‘ € | ‘; LEDs/Meter: 420LEDs/m e | ‘;
Size of Section: 22.73mm(0.89") - Size of Section: 16.67mm(1.66") -

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 12 LEDs LEDs of Section 7 LEDs

=l ra r ¥ -

T L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

IPGS]

www.mingxueled.com
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CABINET STRIP SERIES

CABINET STRIP SERIES

® 12V 168LED SMD2025

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

00 0 d[3mm
22.72mm
Input COIOT
Item Code LEDs/meter voltage Watt/m CCT/K Relr:]cijeer)l(ng
MF220W168A90-D027A1A03103N 168 12v 8 . 2700K 90
MF220W168A90-D030A1A03103N 168 12v 8 3000K 90
MF220W168A90-D040A1A03103N 168 12V 8 [ ]4000K 90
MF220W168A90-D050ATA03103N 168 12v 8 5000K 90
MF220W168A90-D065A1A03103N 168 12V 8 6500K 90
Optical parameter
LED Type: SMD2835
Color Rendering Index: Ra90

CCT Range: 2700K/3000K/4000K/5000K/6500K
Irritation Angle: 120°

Light Efficiency: 90~100Lm/w

Lumen Output/meter: 720~800Lm/m (220~244Lm/ft)
Enery Grade:

Electric parameter

Input Current/m: 0.3A/m (0.09A/ft)

Input Voltage: DC12v

Power/M: 8W/m (2.43W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 168LEDs/m

Size of Section: 17.86mm(0.7")

LEDs of Section 3 LEDs

Waterproof Rate

== E

www.mingxueled.com
| |

Lm/m

720

760

800

800

800

® 12V 168LED SMD2216

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

el ‘3.5mm
17.8mm
Input Color
Lm/ft LM/w IPRate PCBwidth Maxlength Item Code LEDs/meter voltage Watt/m CCT/K Rendering
Index
220 90 1P20 3mm 5m MF222W168A90-D027A1A03103N 168 12v 8 ¥ 2700K 90
232 95 1P20 3mm 5m MF222W168A90-D030ATA03103N 168 12v 8 3000K 90
244 100 1P20 3mm 5m MF222W168A90-D040ATA03103N 168 12v 8 D 4000K 90
244 100 1P20 3mm 5m MF222W168A90-D050ATA03103N 168 12v 8 5000K 90
244 100 1P20 3mm 5m MF222W168A90-D065A1A03103N 168 12V 8 6500K 90
Optical parameter
LED Type: SMD2216
Color Rendering Index: Ra90

CCT Range: 2700K/3000K/4000K/5000K/6500K
Irritation Angle: 120°
Light Efficiency: 86~95Lm/w
Lumen Output/meter: 684~760Lm/m (209~232Lm/ft)
o Enery Grade: D
AVERAGE BEAM ANGLE (50%) :116.3 DEG
Electric parameter
Recommended Profiles
Input Current/m: 0.66A/m (0.2A/ft)
N | _— Input Voltage: DC12v
Ly L &
- Power/M: 8W/m (2.4W/ft)
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
— I )
‘ € | ‘i LEDs/Meter: 168LEDs/m
- Size of Section: 17.86mm(0.7")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 3 LEDs
Ly ra
L=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate

SZEC

= = &

Lm/m

684

722

760

760

760

Lm/ft LM/w IPRate PCBwidth Maxlength
209 86 1P20 3.5mm 5m
220 90 1P20 3.5mm 5m
232 95 1P20 3.5mm 5m
232 95 1P20 3.5mm 5m
232 95 1P20 3.5mm 5m

0
AVERAGE BEAM ANGLE (50%) :115.1 DEG

Recommended Profiles

==

MX-RS-A002

.e

MX-RS-A001

MX-RS-A005

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

MX-RS-A006

=

MX-RS-A009 MX-RS-A010

% C0/180,114.5
o7t:90/2-m,11547

=
1
=

MX-RS-A020

MX-RS-A008

MX-RS-A019

2] 2

n
=
14
1]
7p
=
14
-
7p
-
1T
=
11
<
O
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CABINET STRIP SERIES

CABINET STRIP SERIES

® 12V 180LED SMD2216

= High Quality products with full range of colors from 1800K-6500K;
= Provide 1BIN/2BIN,SDCM<3/SDCM<5;

= CRI80,CRI90,CRI95+Branded 3M tape for installation;

m 5years warranty.

ndadudill ‘3.5mm

17.8mm
Input
Item Code LEDs/meter voltage Watt/m CCT/K
MF222W180A90-D027A1A03103N 120 12v 8 . 2700K
MF228W120A90-D030A1A04103N 120 12v 8 3000K
MF228W120A90-D040A1A04103N 120 12V 8 [ ]4000K
MF228W120A90-D050ATA04103N 120 12V 8 5000K
MF228W120A90-D065A1A04103N 120 12V 8 6500K
Optical parameter
LED Type: SMD2835
Color Rendering Index: Ra90
CCT Range: 2700K/3000K/4000K/5000K/6500K
Irritation Angle: 120°
Light Efficiency: 86~95Lm/w

684~760Lm/m (209~232Lm/ft)

Lumen Output/meter:

Enery Grade:

Electric parameter

Input Current/m: 0.3A/m (0.09A/ft)

Input Voltage: DC12v

Power/M: 8W/m (2.4W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 25mm(0.98")

LEDs of Section 3 LEDs
Waterproof Rate

== E

www.mingxueled.com

| |

Color
Rendering
Index

90
90
90
90

90

Lm/m

684

722

760

760

760

Lm/ft

209

220

232

232

232

LM/w  IPRate  PCBwidth
86 1P20 4mm 5m
920 1P20 4mm 5m
95 1P20 4mm 5m
95 1P20 4mm 5m
95 1P20 4mm 5m

0
AVERAGE BEAM ANGLE (50%) :115.4 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003

=

TSI U G O ¢
: i e

MX-RS-A005 MX-RS-A006 MX-RS-A007

MX-RS-A009 MX-RS-A010 MX-RS-A014

~—C0/180,115.2
o~ C90/270,115.6

A1
—
MX-RS-A020

@l

MX-RS-A008

\

MX-RS-A019

Max length

® 12V 120LED SMD2835

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

© = 2~ g 4mm
25mm
Item Code LEDs/meter Input Watt/m CCT/K
voltage

MF228W120A90-D027A1A04103N 168 12v 8 . 2700K
MF228W120A90-D030A1A04103N 168 12v 8 3000K
MF228W120A90-D040ATA04103N 168 12V 8 [ ]4000K
MF228W120A90-D050ATA04103N 168 12v 8 5000K
MF228W120A90-D065A1A04103N 168 12V 8 6500K

Optical parameter

LED Type: SMD2835

Color Rendering Index: Ra90

CCT Range: 2700K/3000K/4000K/5000K/6500K

Irritation Angle: 120°

Light Efficiency: 86~95Lm/w

684~760Lm/m (209~232Lm/ft)

Lumen Output/meter:

Enery Grade:

Electric parameter

Input Current/m: 0.3A/m (0.09A/ft)

Input Voltage: DC12v

Power/M: 8W/m (2.4W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 25mm(0.98")

LEDs of Section 3 LEDs
Waterproof Rate

= = &

Color
Rendering
Index
90
90

90

90

90

Lm/m

684

722

760

760

760

Lm/ft LM/w IPRate PCBwidth Maxlength
209 86 1P20 3.5mm 5m
220 90 1P20 3.5mm 5m
232 95 1P20 3.5mm 5m
232 95 1P20 3.5mm 5m
232 95 1P20 3.5mm 5m

n
=
14
1]
7p
=
14
-
7p
-
1T
=
11
<
O

Z—C0/180,116.4
o C90/270,118.2

0
AVERAGE BEAM ANGLE (50%) :117.3 DEG

Recommended Profiles

I, = §

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
T il
LT LT A
—r— — [——1
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

= I —@ —=— ‘d

=

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
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CABINET STRIP SERIES CABINET STRIP SERIES

PY PY LU
24V 120LED SMD2216 24V 140LED SMD2216 =
- s %
M s y < 2 > e (11
\ A e 2 e % (D
= High Quality products with full range of colors from 1800K-6500K; ,'e "i W,\\ = High Quality products with full range of colors from 1800K-6500K; w ’t* "’94;\
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; = 4 % n Provide 1BIN/2BIN,SDCM<3/SDCM<5; ‘2\ @ Q\% n_
= CRI80,CRI90,CRI95+Branded 3M tape for installation; “.‘\ % x = CRI80,CRI90,CRI95+Branded 3M tape for installation; P @ AN
= 5years warranty. L 3 = 5years warranty. L\ 3 =
, ‘}’.x 3 L L (14
N/ \V N 4 2 =
fo = © = o] 4mm W ¥ (0% 0+0..0 8 20] 4mm N\ (7))
T T
25mm 50mm h
e Color Inout Color —
Item Code LEDs/meter oI?a o Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength Item Code LEDs/meter oI? age  Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength m
9 Index 9 Index <
MF322W120A90-D027A1A04106N 120 24V 8 . 2700K 90 684 209 86 1P20 4mm 5m MF322W140A90-D027A1A04107N 140 24V 8 . 2700K 90 792 241 99 1P20 4mm 5m U
MF322W120A90-D030A1A04106N 120 24V 8 3000K 90 722 220 90 1P20 4mm 5m MF322W140A90-D030A1A04107N 140 24V 8 3000K 90 836 255 105 1P20 4mm 5m
MF322W120A90-D040A1A04106N 120 24V 8 D 4000K 90 760 232 95 1P20 4mm 5m MF322W140A90-D040A1A04107N 140 24V 8 D 4000K 90 880 268 110 1P20 4mm 5m
MF322W120A90-D050A1A04106N 120 24V 8 5000K 920 760 232 95 1P20 4mm 5m MF322W140A90-D050A1A04107N 140 24V 8 5000K 920 880 268 110 1P20 4mm 5m
MF322W120A90-D065A1A04106N 120 24V 8 6500K 90 760 232 95 1P20 4mm 5m MF322W140A90-D065A1A04107N 140 24V 8 6500K 90 880 268 110 1P20 4mm 5m
Optical parameter Optical parameter
LED Type: SMD2216 LED Type: SMD2216
Color Rendering Index: Ra90 - Color Rendering Index: Ra90
CCT Range: 2700K/3000K/4000K/5000K/6500K CCT Range: 2700K/3000K/4000K/5000K/6500K
920
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 86~95Lm/w Light Efficiency: 99~110Lm/w
Lumen Output/meter: 684~760Lm/m (209~232Lm/ft) / copmies Lumen Output/meter: 792~880Lm/m (241~268Lm/ft)
~—-€90/270,115.5
Enery Grade: . Enery Grade: B I3
AVERAGE BEAM ANGLE (50%) :115.4 DEG AVERAGE BEAM ANGLE (50%) :115.6 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.3A/m (0.09A/ft) Input Current/m: 0.33A/m (0.1A/ft)
Input Voltage: DC24v | | — Input Voltage: DC24vV 1 1 —
Ly LI o = =
Power/M: 8W/m (2.4W/ft) = Power/M: 8W/m (2.4W/ft) -
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m ‘ € | ‘; LEDs/Meter: 140LEDs/m e | ‘;
Size of Section: 50mm(1.96") - Size of Section: 50mm(1.96")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 3 LEDs LEDs of Section 7 LEDs
. Y | - =1 B, X | =)
- = - =
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

IPGS]

www.mingxueled.com
| |

<z ®

IP65]

2] 2

www.mingxueled.com
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CABINET STRIP SERIES

® 24V 204LED SMD2216

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

£6 0:0 0+0 6J] 4mm

Item Code

MF322W204A90-D027ATA04106N

MF322W204A90-D030ATA04106N

MF322W204A90-D040A1A04106N

MF322W204A90-D050ATA04106N

MF322W204A90-D065A1A04106N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

29.41mm

LEDs/meter

204

204

204

204

204

== E

www.mingxueled.com
| |

vg‘lfa“;e Watt/m  CCT/K
24V 8 1 2700k
24V 8 3000K
24V 8 [ ]4000K
24V 8 5000K
24V 8 6500K
SMD2216

Ra90
2700K/3000K/4000K/5000K/6500K
120°

90~100Lm/w

720~800Lm/m (220~244Lm/ft)

0.3A/m (0.09A/ft)
DC24v

8W/m (2.4W/ft)
1000V (ESD)
204LEDs/m
29.41mm(1.16")

6 LEDs

Color
Rendering
Index

90
90
90
90

90

Lm/m Lm/ft LM/w IPRate
720 220 920 1P20
760 232 95 1P20
800 244 100 1P20

800 244 100 1P20

800 244 100 1P20

0
AVERAGE BEAM ANGLE (50%) :115.3 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002
]
mihm¢
MX-RS-A005 MX-RS-A006
T L
MX-RS-A009 MX-RS-A010

{:h”
PCBwidth  Max length
4mm 5m
4mm 5m
4mm 5m
4mm 5m
4mm 5m

~—C0/180,115.3

——C90/270,115.2
30 /

MX-RS-A003

3

MX-RS-A007

N

MX-RS-A014

=g=0

MX-RS-A020

Al

MX-RS-A008

\

MX-RS-A019

CABINET STRIP SERIES

® 24V 240LED SMD2216

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

8 [0°0 070 3.7 3mm

25mm
Item Code LEDs/meter lifsLs Watt/m CCT/K
voltage

MF322W240A90-D027A1A03106N 240 24V 8 . 2700K
MF322W240A90-D030A1A03106N 240 24V 8 3000K
MF322W240A90-D0O40A1A03106N 240 24V 8 [ ]4000K
MF322W240A90-D050ATA03106N 240 24V 8 5000K
MF322W240A90-D065A1A03106N 240 24V 8 6500K

Optical parameter

LED Type: SMD2216

Color Rendering Index: Ra90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

=

J

2700K/3000K/4000K/5000K/6500K
120°
86~95Lm/w

684~760Lm/m (86~95Lm/ft)

0.3A/m (0.09A/ft)
DC24v

8W/m (2.4W/ft)
1000V (ESD)
240LEDs/m
25mm(0.98")

6 LEDs

Color
Rendering
Index

90

90

90

90

90

Lm/m Lm/ft LM/w I[P Rate
684 209 86 1P20
722 220 90 1P20
760 232 95 1P20
760 232 95 1P20
760 232 95 1P20

-/+180
-150

-120

-90

-30

0
AVERAGE BEAM ANGLE (50%) :115.5 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002
7
CT LT
 I—TI— -
MX-RS-A005 MX-RS-A006
T L
MX-RS-A009 MX-RS-A010

PCBwidth  Max length
3mm 5m
3mm 5m
3mm 5m
3mm 5m
3mm 5m
150

120
20
60
UNIT:cd
¥ C0/180,115.2
30 €90/270,115.9
16 ==
MX-RS-A003 MX-RS-A020
m el
— =
MX-RS-A007 MX-RS-A008
N
MX-RS-A014 MX-RS-A019

EZE0

n
=
14
1]
/)
=
14
-
7p)
-
1T
=
11
<
&

www.mingxueled.com



CABINET STRIP SERIES CABINET STRIP SERIES

® 24V 120LED SMD2835 ® 24V 160LED SMD2835

= ‘e
2 %
- |
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K; “'
= Provide 1BIN/2BIN,SDCM<3/SDCM<5; m Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation; = CRI80,CRI90,CRI95+Branded 3M tape for installation;
m 5years warranty. m 5 years warranty.
I“ {;"

0" 00 O:0"0J1 4mm 0D 0 00O O O Ol 4mm
T T

n
=
14
1]
/)
=
14
-
7p)
-
1T
=
11
<
&

50mm 50mm
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Maxlength
Index Index

MF328W120A90-D027A1A04106N 120 24V 8 1 2700k 90 720 220 90 1P20 4mm 5m MF328W160A90-D027A1A04108N 160 24V 8 1 2700k 90 936 285 117 1P20 4mm 5m
MF328W120A90-D030A1A04106N 120 24V 8 3000K 90 760 232 95 1P20 4mm 5m MF328W160A90-D030A1A04108N 160 24V 8 3000K 90 988 301 124 1P20 4mm 5m
MF328W120A90-D040A1A04106N 120 24V 8 D 4000K 90 800 244 100 1P20 4mm 5m MF328W160A90-D040A1A04108N 160 24V 8 D 4000K 90 1,040 317 130 1P20 4mm 5m
MF328W120A90-D050A1A04106N 120 24V 8 5000K 90 800 244 100 1P20 4mm 5m MF328W160A90-D050A1A04108N 160 24V 8 5000K 90 1,040 317 130 1P20 4mm 5m
MF328W120A90-D065A1A04106N 120 24V 8 6500K 90 800 244 100 1P20 4mm 5m MF328W160A90-D065A1A04108N 160 24V 8 6500K 90 1,040 317 130 1P20 4mm 5m

Optical parameter -/+180 Optical parameter

LED Type: SMD2835 LED Type: SMD2835

Color Rendering Index: Ra90 o = Color Rendering Index: Ra90

CCT Range: 2700K/3000K/4000K/5000K/6500K CCT Range: 2700K/3000K/4000K/5000K/6500K

-90 920
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 90~100Lm/w Light Efficiency: 117~130Lm/w
-60
Lumen Output/meter: 720~800Lm/m (220~244Lm/ft)  copemid Lumen Output/meter: 936~1040Lm/m (285~317Lm/ft)
~-€90/270,117.3
Enery Grade: -3 0

Electric parameter

0
AVERAGE BEAM ANGLE (50%) :116.8 DEG

Recommended Profiles

Enery Grade:

Electric parameter

0
AVERAGE BEAM ANGLE (50%) :117.0 DEG

Recommended Profiles

Input Current/m: 0.3A/m (0.09A/ft) Input Current/m: 0.3A/m (0.09A/ft)
Input Voltage: DC24v | | — Input Voltage: DC24vV J 1 —
‘ e ‘ ] .EH ‘ | ‘EH

Power/M: 8W/m (2.4W/ft) = Power/M: 8W/m (2.4W/ft) =

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m ‘ € | ‘; LEDs/Meter: 160LEDs/m !! e | ‘;
Size of Section: 50mm(1.96") - Size of Section: 50mm(1.96") ]

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs LEDs of Section 8 LEDs

- = Cr 3 =

L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

== E

www.mingxueled.com
| |

= =

J

wz]®)

www.mingxueled.com
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® 2835/168LED |
Dim to warm &

High Quality products with full range of colors from 1800K-6500K; : b1

" £3

m Provide 1BIN/2BIN,SDCM<3/SDCM<5; e

= CRI80,CRI90,CRI95+Branded 3M tape for installation; 3 Wy
= 5years warranty.

D0+ B0400: 605 60 G000 | 1omm , \ W

83.3mm (3.27")

Color
Item Code LEDs/meter vlc?lfau;e Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index
MF328U168A90-D018A1A10114C 168 24V 12 1800K~4000K 80 1,200 375 120 IP20 10mm

X
w
-
LL
-
w
s
(2 B
o3
)
=
<
Z
>
]

LED driver fasedim
Constant Voltage

<+ [ @ —_ s B —ﬂEﬁ]ﬁ’!'DD,@DDIDDéDDIDD;E‘]@ﬁFﬁ!ﬁ%%}ﬂﬂ!da‘

AC 100-277V {
Dimmer DC 24V Input

Optical parameter

LED Type: SMD2835

Color Rendering Index: 80

CCT Range: 1800K~4000K
Irritation Angle: 120°

Light Efficiency: 120Lm/w

Lumen Output/meter: 1200Lm/m (375Lm/ft)

Enery Grade: B

AVERAGE BEAM ANGLE (50%) :115.2 DEG

Electric parameter
Recommended Profiles

Input Current/m: 0.5A/m (0.15A/ft)
Input Voltage: DC24V . 1 } ===
QY= -
Power/M: 12W/m (3.75W/ft) ‘
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
. N —
LEDs/Meter: 168LEDs/m j z‘ ‘; ﬂ 1 5 %ﬂ
— R f =
Size of Section: 83.3mm(3.27")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 14 LEDs
e e ‘ \ m
S e
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

—_— PRIECS
[|on] IP5 [IP65] .(E nbus || 2 ..@

ENERGY STAR

www.mingxueled.com

www.mingxueled.com
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DYNAMIC & PIXEL FLEX CCT TUNABLE DYNAMIC & PIXEL FLEX CCT TUNABLE

® 2835WW+W/120LEDs

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

® 2835WW+W/168LEDs

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

! D= @0 rE0=E0e B0 @0 @0 [10mm

- B |
pO0R OO0 § 00§ OO § 00°F | 10mm
e wa

X
1]
-
LL
-
Ll
S
o
o3
-~
=
<
Z
>
]

100mm (3.94") 83.3mm (3.27")
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index Index

60 24V 7.2 . 2700K 90 648 197 90 1P20 10mm 84 24V 8.4 . 2700K 90 840 256 100 1P20 10mm
MF328U120A90-D801J1A10112N 120 24V 14.4(Max) D 4000K 920 1,368 417 95 IP20 10mm MF328U168A90-D80111A10114N 168 24V 16.8(Max) D 4000K 920 1,764 537 105 IP20 10mm

60 24V 7.2 6500K 90 720 220 100 1P20 10mm 84 24V 8.4 6000K 90 924 281 110 1P20 10mm
Optical parameter Optical parameter -/+180
LED Type: SMD2835 LED Type: SMD2835

120 120
Color Rendering Index: 90 Color Rendering Index: 90
CCT Range: 2700K~6500K CCT Range: 2700K~6000K . 0
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 90~100Lm/w Light Efficiency: 100~110Lm/w
Lumen Output/meter: 648~1368Lm/m (197~417Lm/ft) Lumen Output/meter: 840~1764Lm/m (256~537Lm/ft) Y cortsn iss.s
-30 |44 -~ €90/270,116.3
Enery Grade: Enery Grade: [}
AVERAGE BEAM ANGLE (50%) :116.1 DEG AVERAGE BEAM ANGLE (50%) :116.3 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.6A/m (0.18A/ft) Input Current/m: 0.7A/m (02A/ft)
Input Voltage: DC24v ' | — Input Voltage: DC24v 1 | -
Ly [} - =g
Power/M: 14.4W/m (4.39W/ft) = Power/M: 16.8W/m (5.1W/ft) “
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)

. 2 —r I . 2 —r ]
LEDs/Meter: 120LEDs/m ‘ € ‘E LEDs/Meter: 168LEDs/m e 1
Size of Section: 100mm(3.94") - Size of Section: 83.3mm(3.27")

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 12 LEDs LEDs of Section 14 LEDs
=N r o
= i
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

=) bl (e

[_IP-_.’ZO] IP5 [IP-GS] @@@@

www.mingxueled.com www.mingxueled.com
| | | |



DYNAMIC & PIXEL FLEX CCT TUNABLE DYNAMIC & PIXEL FLEX CCT TUNABLE

[ o
3014WW+W/240LEDs 2216 WW+W/240LEDs ﬂ
= High Quality products with full range of colors from 1800K-6500K; 7 ‘fjé = High Quality products with full range of colors from 1800K-6500K; u—
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; 7\ o u Provide 1BIN/2BIN,SDCM<3/SDCM<5; i
m CRI80,CRI90,CRI95+Branded 3M tape for installation; //'w = CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty. s : = 5years warranty. Lu
& X
—
P O0B0DE00EO0EOD 00 < |8mm PO0e00e0D 00800803 |10mm n-
50mm (1.97") 50mm (1.97") O
—
Input Color Input Color <
Item Code LEDs/meter o Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter e Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
9 Index 9 Index Z
120 24V 5 2700K 90 460 140 92 1P20 8mm 120 24V 9.6 2700K 90 768 234 80 1P20 10mm >-
MF331U240A90-D80111A08112N 240 24V 10(Max) D 4000K 920 960 293 96 1P20 8mm MF322U240A90-D80111A10112N 240 24V 19.2(Max) D 4000K 920 1,632 497 85 1P20 10mm D
120 24V 5 6000K 90 500 152 100 1P20 8mm 120 24V 9.6 6500K 90 816 249 85 1P20 10mm
Optical parameter Optical parameter
LED Type: SMD3014 LED Type: SMD2216
Color Rendering Index: 90 Color Rendering Index: 90
CCT Range: 2700K~6000K CCT Range: 2700K~6500K
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 92~100Lm/w Light Efficiency: 80~85Lm/w
Lumen Output/meter: 460~960Lm/m (140~293Lm/ft) Lumen Output/meter: 768~1632Lm/m (234~497Lm/ft)
Enery Grade: Enery Grade:
AVERAGE BEAM ANGLE (50%) :113.7 DEG AVERAGE BEAM ANGLE (50%) :114.2 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.4A/m (0.12A/ft) Input Current/m: 0.8A/m (0.24A/ft)
Input Voltage: DC24v . d | — Input Voltage: DC24v 1 | -
k/ Ly LY & - =
Power/M: 10W/m (3.1W/ft) b B Power/M: 19.2(max)W/m (5.9W/ft) B
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
. 2 — N . 2 - 9
LEDs/Meter: 240LEDs/m ‘ | E LEDs/Meter: 240LEDs/m e 1
Size of Section: 50mm(1.97") - Size of Section: 50mm(1.97")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 12 LEDs LEDs of Section 12 LEDs
A= SN r o
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
- — — - g .|| @
[I on] IP5 [I P65] [| on] IP5 [I P65] C€ l l e } [ s ]
www.mingxueled.com www.mingxueled.com
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DYNAMIC & PIXEL FLEX

CCT TUNABLE

DYNAMIC & PIXEL FLEX

CCT TUNABLE

® 2835WW+W/240LEDs

| | [ ]

m Provide 1BIN/2BIN,SDCM<3/SDCM<5; n Provide 1BIN/2BIN,SDCM<3/SDCM<5; 7N
= CRI80,CRI90,CRI95+Branded 3M tape for installation; = CRI80,CRI90,CRI95+Branded 3M tape for installation; ;w

= 5years warranty. = 5years warranty. 5,’

High Quality products with full range of colors from 1800K-6500K;

. 08s o somspmscm 0l | 1omm

® 3527WW+W/120LEDs

High Quality products with full range of colors from 1800K-6500K;

BHSEIN WEWsEE [romm

s

y

50mm (1.97") 50mm (1.97")
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB width Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m  Lm/ft LM/w IP Rate PCB width
Index Index
120 24V 12 2700K 90 1,080 329 90 1P20 10mm 60 24V 7.2 2700K 90 580 153 81 1P20 10mm
MF328U240A90-D80111A10112N 240 24V 24(Max) [ ]4000K 90 2,280 695 95 1P20 10mm MF327U120A90-D80111A10112N 120 24V 14.4(Max) = [ |4000K 90 1,200 329 83 1P20 10mm
120 24V 12 6000K 90 1,200 366 100 1P20 10mm 60 24V 7.2 6000K 90 630 164 88 1P20 10mm
Optical parameter ~/+180 Optical parameter
LED Type: SMD2835 LED Type: SMD3527
-120 120
Color Rendering Index: 90 Color Rendering Index: 90

CCT Range: 2700K~6000K %0 % CCT Range: 2700K~6000K
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 90~100Lm/w 60 Light Efficiency: 88Lm/w Max

Lumen Output/meter:

1080~2280Lm/m (329~695Lm/ft)

~—C0/180,117.1
-~ €90/270,116.4

Lumen Output/meter:

580~1200Lm/m (153~329Lm/ft)

Enery Grade: F 3 Enery Grade: G
y - AVERAGE BEAM ANGLE (50%) :116.8 DEG y - AVERAGE BEAM ANGLE (50%) :113.8 DEG
Electric parameter Electric parameter

Recommended Profiles Recommended Profiles
Input Current/m: 1(max)A/m (0.3A/ft) Input Current/m: 0.6(max)CA/m (0.18A/ft)
Input Voltage: DC24v . - i Input Voltage: DC24v . ) . | ] —

ot B LEl & ¢ B3 LY &

Power/M: 24(max)W/m (7.3W/ft) el Power/M: 14.4(max)W/m (5.9W/ft) b

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 240LEDs/m ‘ “; LEDs/Meter: 120LEDs/m m e | ‘;
Size of Section: 50mm(1.97") N Size of Section: 50mm(1.97")

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 12 LEDs LEDs of Section 12 LEDs

s ) e o oo | @
L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
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DYNAMIC & PIXEL FLEX

5050 RGB

® 5050RGB/30LEDs

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;
m Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,5 years warranty.

= ]
TFEERE ] ] ;:TIEOmm
167mm (6.57") !
Input
Item Code LEDs/meter voltage Watt/m
30 24V 24
30 24V 24
MF350A030A00-D000J1AT0106N
30 24V 2.4
30 24V 7.2
Optical parameter
LED Type: SMD5050
Color Rendering Index: N/A
CCT Range: RGB
Irritation Angle: 120°
Light Efficiency: 25~69Lm/w

Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

7= bl

www.mingxueled.com

| e |

42~268Lm/m (13~84Lm/ft)
N/A

0.3(max)A/m (0.09A/ft)
DC24v

7.2(max)W/m (5.9W/ft)
1000V (ESD)

30LEDs/m
167mm(6.57")

5 LEDs

CCT/K

Il Red(620-630nm)
[l Green(518-525nm)

[l Blue(460-470nm)

RGB

ReggLorlrng Lm/m Lm/ft LM/w [IPRate PCBwidth
Index
N/A 60 18 25 1P20 10mm
N/A 166 51 69 1P20 10mm
N/A 42 13 18 1P20 10mm
N/A 268 84 37 P20 10mm

~—C0/180,121.7
-~ C90/270,124.0

AVERAGE BEAM ANGLE (50%) :122.9 DEG

Recommended Profiles

XY=y

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
oo d
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
— 555 g
AN
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

DYNAMIC & PIXEL FLEX

5050 RGB

® 5050RGB/60LEDs

u Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs; e
u Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,5 years warranty.

CIwea) ealle E:jg 10mm

100mm (3.94")
Input
Item Code LEDs/meter voltage Watt/m
60 24V 4.8
60 24V 4.8
MF350A060A00-D000J1A10106N
60 24V 4.8
60 24V 14.4
Optical parameter
LED Type: SMD5050
Color Rendering Index: N/A
CCT Range: RGB
Irritation Angle: 120°
Light Efficiency: 33~75Lm/w

Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

=) bl (e

101~586Lm/m (31~177Lm/ft)
2

0.6(Max)CA/m (0.18A/ft)
DC24v

14.4(max)W/m (4.39W/ft)
1000V (ESD)

60LEDs/m

100mm(3.94")

6 LEDs

-

Er=y
o =
Bl

m'
o
pln_ |

|

—4
=

W

|

‘.\ S
Color
CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth

Index
Il Red(620-630nm) N/A 120 37 33 1P20 10mm
. Green(515-525nm) N/A 360 110 75 P20 10mm
. Blue(460-470nm) N/A 101 31 21 1P20 10mm
RGB N/A 586 177 | 4 1P20 10mm

AVERAGE BEAM ANGLE (50%) :127.9 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003
T 17
 I—TI— - —
MX-RS-A005 MX-RS-A006 MX-RS-A007
MX-RS-A009 MX-RS-A010 MX-RS-A014

30 €90/270,129.1

£

MX-RS-A020

MX-RS-A008

MX-RS-A019
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DYNAMIC & PIXEL FLEX

4040 RGB

® 4040RGB/120LEDs

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;
= Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,5 years warranty.

TREAC e L

DYNAMIC & PIXEL FLEX

® 5050RGBW/60LEDs

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,

W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,5 years warranty.

N

P e aon aoe pee @ " - B
= W W R b 4 iy (T (AT (AT Filli (A
s (oo iin@ini ,immm ! E' @ eed) @esDead ]Jme
% e ‘
50mm (1.97) 4%/-;; 4 100mm(3.94")
=
Input Color o Color
Item Code LEDs/meter volfa ge Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Item Code LEDs/meter voI?a ge Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index Index
120 24V 6.4 [l Red(620-625nm) N/A 21 64 33 1P20 10mm 60 24V 3.6 [l Red(620-625nm) N/A 100 30 28 1P20 12mm
120 24V 6.4 B Green(520-525nm N/A 480 146 75 1P20 10mm 60 24V 3.6 B Green(520-525nm) N/A 240 73 67 1P20 12mm
MF344A120A00-D00J1A10106N
120 24V 6.4 . Blue(460-470nm) N/A 134 41 21 P20 10mm MF350Z060A80-D040K1A12106N 60 24V 3.6 . Blue(460-470nm) N/A 65 20 18 1P20 12mm
120 24V 19.2 10000K >80 787 240 41 IP20 10mm 60 24V 3.6 3000K/4000K/6000K >80 370 113 103 1P20 12mm
60 24V 14.4 RGBW N/A 775 236 544 1P20 12mm
Optical parameter Optical parameter
LED Type: SMD4040 LED Type: SMD5050
Color Rendering Index: N/A Color Rendering Index: 80
CCT Range: RGB CCT Range: RGBW
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 21~75Lm/w Light Efficiency: 18~544Lm/w

Lumen Output/meter:

134~787Lm/m (41~240Lm/ft)

Lumen Output/meter:

65~775Lm/m (20~236Lm/ft)

Enery Grade: N/A Enery Grade: N/A
AVERAGE BEAM ANGLE (50%) :116.2 DEG AVERAGE BEAM ANGLE (50%) :119.3 DEG

Electric parameter Electric parameter

Recommended Profiles Recommended Profiles
Input Current/m: 0.8(max)A/m (0.24A/ft) Input Current/m: 0.6(max)CA/m (0.18A/ft)
Input Voltage: DC24v i Input Voltage: DC24v . | ]
Power/M: 19.2(max)W/m (5.86W/ft) Power/M: 14.4(max)W/m (5.9W/ft)

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)

. 2 —r I . 2 ) ]
LEDs/Meter: 120LEDs/m ‘ € ‘E LEDs/Meter: 60LEDs/m e 1
Size of Section: 50mm(1.97") N Size of Section: 100mm(3.94")

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs LEDs of Section 6 LEDs
=N r o
L =% L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
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DYNAMIC & PIXEL FLEX DYNAMIC & PIXEL FLEX

® 5050RGBW/96LEDs

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,5 years warranty.

® 5050RGBW/84LEDs

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,5 years warranty.

B " N o e =, . e " I |
cDnaDea@) 8 (D) 8 { B @D |12 Siea{ead 8 @) 8 @) 8 @ | 12mm
B LS| = g

X
1]
-
LL
-
Ll
S
o
o3
=
=
<
Z
>
o

71.4mm(2.81") 62.5mm(2.5")
Input Color Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index Index
84 24V 4.8 . Red(620-625nm) N/A 110 34 23 P20 12mm 96 24V 5 . Red(620-625nm) N/A 155 47 31 1P20 12mm
84 24V 4.8 B Green(520-525nm) N/A 480 146 100 P20 12mm 96 24V 5 B Green(520-525nm N/A 440 m 88 1P20 12mm
MF350Z084A80-D040K1A12106N 84 24V 4.8 . Blue(460-470nm) N/A 100 30 21 P20 12mm MF350Z096A80-D040K1A12106N 96 24V 5 . Blue(460-470nm) N/A 95 29 19 1P20 12mm
84 24V 4.8 3000K/4000K/6000K >80 420 128 88 1P20 12mm 96 24V 5 3000K/4000K/6000K >80 360 110 72 1P20 12mm
84 24V 19.2 RGBW N/A 1,110 338 58 IP20 12mm 96 24V 20 RGBW N/A 1,045 319 52 1P20 12mm
Optical parameter Optical parameter
LED Type: SMD5050 LED Type: SMD5050
Color Rendering Index: >80 Color Rendering Index: >80
CCT Range: RGBW CCT Range: RGBW
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 23~100Lm/w Light Efficiency: 31~88Lm/w
Lumen Output/meter: 110~1110Lm/m (34~338Lm/ft) Lumen Output/meter: 95~1045Lm/m (29~319Lm/ft)
Enery Grade: N/A Enery Grade: N/A
AVERAGE BEAM ANGLE (50%) :119.9 DEG AVERAGE BEAM ANGLE (50%) :120.4 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.8(max)A/m (0.24A/ft) Input Current/m: 0.84(max)CA/m (0.26A/ft)
Input Voltage: DC24v ' | — Input Voltage: DC24v . 1 | —
Power/M: 19.2(max)W/m (5.9W/ft) = Power/M: 20(max)W/m (6.1W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 84LEDs/m m n € @T LEDs/Meter: 96LEDs/m m = e ! @I
— € = —z-! L ;—e [
Size of Section: 71.4mm(2.81") Size of Section: 62.5mm(2.5")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 6 LEDs LEDs of Section 6 LEDs
=N = =
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

= B &) HPE0

[_IP-_.’ZO] IP5 [IP-GS] @@@@ "
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DYNAMIC & PIXEL FLEX

\ ' T
[ o NN .
5050RGBWW/60LEDs N iy
) ) % v % /////
® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm, : P %
W:2700-6000K LEDS; D P v
= Can set with controller if you need,non waterproof and waterproof oV o “é// o /
are available; %% N\ v{//y
= 3M tape for installation,5 years warranty. & o
N 2
o3
EEUEMENEME 8] e ?
‘ 100mm(3.94") ‘ \
Input Color
Item Code LEDs/meter voltage Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index
60 24V 2.8 . Red(620-625nm) N/A 70 21 34 1P20 12mm
60 24V 2.8 B Green(520-525nm) N/A 252 77 70 P20 12mm
MF350X060A80-D801L1A12106N 60 24V 2.8 . Blue(460-470nm) N/A 40 12 14 P20 12mm
60 24V 2.8 2700K >80 286 >85 100 1P20 12mm
60 24V 2.8 6000K >80 290 >88 104 1P20 12mm
60 24V 2.8 6800K >80 930 >284 86 1P20 12mm
i -/+180
Optical parameter 150 150
LED Type: SMD5050
-120 120
Color Rendering Index: >80
CCT Range: RGBWW o 0
Irritation Angle: 120°
Light Efficiency: 14~104Lm/w 60 0
Lumen Output/meter: 40~930Lm/m (12~290Lm/ft) ) om0 ir.s
-30 S \ 30 €90/270,114.4

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

=

www.mingxueled.com
| |

N/A

0.6(max)A/m (0.18A/ft)
DC24v

14.4(max)W/m (4.4W/ft)
1000V (ESD)

60LEDs/m
100mm(3.94")

6 LEDs

o

AVERAGE BEAM ANGLE (50%) :116.1 DEG

Recommended Profiles

| 159
MX-RS-A001 MX-RS-A002
MX-RS-A005 MX-RS-A006
_E‘j =
MX-RS-A009 MX-RS-A010

MX-RS-A003 MX-RS-A020

Ly &

MX-RS-A007 MX-RS-A008

MX-RS-A014 MX-RS-A019

0]

DYNAMIC & PIXEL FLEX

.
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DYNAMIC & PIXEL FLEX

RGB+CCT

¢ 5050RGBWW 96LEDs

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,5 years warranty.

8 o) e (Ee (B ¢ s B | 12mm

62.5mm(2.46")

Item Code LEDs/meter V';‘Ifa”gte Watt/m dars
96 24v 42 B Red(620-625nm)
9 24V 4.2 B Green(520-525nm)
9% 24v 4.2 [l Blue(460-470nm)
MF350X096A80-D801L1A12106N

96 24V 4.2 2700K
96 24V 4.2 6000K
30 24V 21 6500K

Optical parameter

LED Type: SMD5050

Color Rendering Index: >80

CCT Range: RGBWW

Irritation Angle: 120°

Light Efficiency: 29~117Lm/w

Lumen Output/meter:

70~1555Lm/m (21~474Lm/ft)

Enery Grade: N/A

Electric parameter

Input Current/m: 0.87(max)A/m (0.26A/ft)
Input Voltage: DC24v

Power/M: 21(max)W/m (6.4W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 96LEDs/m

Size of Section:

LEDs of Section

Waterproof Rate

7= bl [

www.mingxueled.com
| |

62.5mm(2.46")

6 LEDs

Color
Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index
N/A 120 37 29 1P20 12mm
N/A 400 122 95 1P20 12mm
N/A 70 21 17 1P20 12mm
>80 475 >145 113 1P20 12mm
>80 490 >149 117 1P20 12mm
>80 1,555 474 74 1P20 12mm
-/+180
-150 150
-120 120
-90 90
-60 60
UNIT:cd
~C0/180,118.2
-30 30—C90/27D,115.D

o
AVERAGE BEAM ANGLE (50%) :116.6 DEG

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

I g o d
I T ]

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
— - ‘ —@ ‘d
LX) A

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

EAENC)

DYNAMIC & PIXEL FLEX

RGB+CCT

® 5050RGB+2835CCT
72LEDs

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;
= Can set with controller if you need,non waterproof and waterproof

are available; S
= 3M tape for installation,5 years warranty. ;s"‘
Elgu ooy oSBo' o8BogoBEo = IQDEI‘]me
\
\ 250mm(9.8") \
Input
Item Code LEDs/meter voltage Watt/m CCT/K
72 24V 1.5 . Red(620-625nm)
72 24V 1.5 B Green(520-525nm
72 24v 15 [l Blue(460-470nm)
MF350X072A80-D801L1A12118N
72 24V 3 2700K
72 24V 3 6000K
72 24V 3 6500K
Optical parameter
LED Type: SMD5050-+2835
Color Rendering Index: >80
CCT Range: RGB+CCT
Irritation Angle: 120°
Light Efficiency: 20~113Lm/w

Lumen Output/meter:

Enery Grade:

Electric parameter

40~870Lm/m (12~265Lm/ft)
N/A

Input Current/m: 0.43(max)CA/m (0.13A/ft)
Input Voltage: DC24v
Power/M: 10.5(max)W/m (3.28W/ft)
Static Electricity: 1000V (ESD)
LEDs/Meter: 72LEDs/m
Size of Section: 250mm(9.8")
LEDs of Section 18 LEDs
Waterproof Rate

=) bl (e

Reﬁg:::ng Lm/m Lm/ft LM/w IPRate PCBwidth
Index
N/A 40 12 27 1P20 12mm
N/A 130 40 87 1P20 12mm
N/A 30 9 20 1P20 12mm
>80 330 101 110 1P20 12mm
>80 340 100 113 1P20 12mm
>80 870 265 83 1P20 12mm

~—C0/180,118.6
-~ €90/270,118.6

AVERAGE BEAM ANGLE (50%) :118.6 DEG

Recommended Profiles

Ly Ll &

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020

LI 1T A

1 — [——1

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008

= [ @
=

MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
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DYNAMIC & PIXEL FLEX

RGB+CCT

® 5050RGB+2835CCT
90LEDs

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,

W:2700-6000K LEDs;
= Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,5 years warranty.

Fﬂ%ullgul ogo! ugu.ugu.u%u’%;12mm

Item Code

MF350X090A80-D801L1A12118N

Optical parameter

LED Type:

Color Rendering Index:

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

200mm(7.9")
LEDs/meter Vg}faugt a Watt/m
90 24V 2
90 24V 2
920 24V 2
90 24V 2
90 24V 3
90 24V 12
SMD5050+SMD2835
>80
RGB+CCT
120°
23~96Lm/w

=

www.mingxueled.com
| |

35~815Lm/m (11~249Lm/ft)
N/A

0.5(max)A/m (0.15A/ft)
DC24v

12(max)W/m (3.75W/ft)
1000V (ESD)

90LEDs/m

200mm(7.9")

18 LEDs

CCT/K

[l Red(620-625nm)
B Green(520-525nm)
[l Blue(460-470nm)
2700K
6000K

B RGBW

S
5 k. ) >
,\}f‘& &
e L" %
- K
\*/
5
Color
Rendering Lm/m Lm/ft LM/w IPRate PCBwidth
Index
N/A 45 14 23 1P20 12mm
N/A 160 49 69 1P20 12mm
N/A 35 11 18 1P20 12mm
>80 300 >91 91 1P20 12mm
>80 310 >95 96 1P20 12mm
>80 815 249 67 1P20 12mm

~—C0/180,119.5
——€90/270,119.5

AVERAGE BEAM ANGLE (50%):119.5 DEG

Recommended Profiles

Y= =k

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
U 9o g
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
— = ‘ g
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

ce)[ene][ =) (@][2

DYNAMIC & PIXEL FLEX

PIXEL

® 5050RGB 60LED DMX512

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

u Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

100mm(3.94")

WMD) E E:j' 12mm

|
= [0

Item Code LEDs/meter V'(;‘lfa“gte Watt/m ccTK

MF350A060A00-DO00K1A12106X 60 24V 12 RGB

Optical parameter

LED Type: SMD5050

Control protocol: DMX512

CCT Range: RGB(UCS512C4 18MA)

Irritation Angle: 120°

Light Efficiency: N/A

Lumen Output/meter: N/A

Enery Grade: W2

Electric parameter

Input Current/m: 0.5(max)CA/m (0.15A/ft)
Input Voltage: DC24vV

Power/M: 12W/m (3.75W/ft)

Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m

Size of Section: 100mm(3.94")

LEDs of Section 6 LEDs

Waterproof Rate

&

X
1]
-
LL
-
Ll
S
o
o3
-~
=
<
Z
>
]

Color
Rendering IC Type IP Rate PCB width
Index
N/A UCS512C4 18MA 1P20 12mm
Controller pwmxs12)
Part number: MR-328DW+T13
Input Voltage: 12-24V DC
Protocol : DMX512 —
DMX512 RGBW
Output Wattage: 12V<240W, 24V<480W Decoder
Output signal: 2.4GHz AR Rt
Dimension: 86*86*36.5(mm) "I =
Weight: 152 ———
9 9 DMX512 Master
|P Rate: 1P20 control&Remote

Recommended Profiles

MX-RS-A001

MX-RS-A005

r

MX-RS-A009

MX-RS-A002 MX-RS-A003
e
MX-RS-A006 MX-RS-A007

=
MX-RS-A010 MX-RS-A014

£

MX-RS-A020

MX-RS-A008

MX-RS-A019

|| @

www.mingxueled.com
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DYNAMIC & PIXEL FLEX DYNAMIC & PIXEL FLEX

® 5050RGB 70LED DMX512

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

® 5050RGB 80LED DMX512

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

m Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

|
?4 = =

100mm(3.94")

|
glm--m-m-

125mm(4.9")

E:j“[:j' E:jl[:j' m;m'm 12mm

Color Color
Item Code LEDs/meter v'c:‘lfa”te Watt/m Rendering IC Type IPRate  PCBwidth Item Code LEDs/meter v':lf:te Watt/m CCT/K Rendering IC Type IPRate  PCBwidth
9 Index 9 Index
MF350A070A00-DO00K1A12107X 70 24V 12 N/A SM18512PS 18MA IP65 12mm MF350A080A00-DO00K1A12110X 24V 10 RGB N/A SM18512PS 18MA IP65 12mm
Optical parameter Optical parameter
Controller pwmxs12) Controller pwmxs12)
LED Type: SMD5050 LED Type: SMD5050
Part number: MR-328DW+T13 Part number: MR-328DW+T13
Control protocol: DMX512 Input Voltage: 12-24V DC Control protocol: DMX512 Input Voltage: 12-24V DC
CCT Range: RGB(SM18512PS) Protocol : DMX512 — CCT Range: RGB(SM18512PS) Protocol : DMX512 —
Output Wattage: 12V<240W, 24V<480W ngiu Resw Output Wattage: 12V<240W, 24V<480W gMX?Z reew
Irritation Angle: 120° P ge: ’ ecocer Irritation Angle: 120° i 9e: ’ ecocer
Output signal: 2.4GHz AT Output signal: 2.4GHz AR R
Light Efficiency: N/A Dimension: 86*86*36.5(mm) £\ 2 e Light Efficiency: N/A Dimension: 86*86+36.5(mm) £ (&)
Lumen Output/meter: N/A Weight: 1529 W !Maws{er Lumen Output/meter: N/A Weight: 1529 DTS !Maws;er
IP Rate: 1P20 control&Remote |P Rate: P20 control&Remote
Enery Grade: N/A Enery Grade: W2
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.5(max)A/m (0.15A/ft) Input Current/m: 0.4(max)CA/m (0.12A/ft)
Input Voltage: DC24v | — Input Voltage: DC24v 1 | -
L 1 & L1 .= 4
Power/M: 12(max)W/m (3.75W/ft) = Power/M: 10(max)W/m (3.1TW/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
. 2 —r I . 2 — 9’
LEDs/Meter: 70LEDs/m '!; ‘ € E LEDs/Meter: 80LEDs/m e 1
Size of Section: 100mm(3.94") - Size of Section: 125mm(4.92")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs LEDs of Section 10 LEDs
A= N T L3
= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
- g EON - & & A g
[I on] IP5 IPGS] CE||nls|| @ || @D IP20) (1P5% |IP65 [ Ce ] l" "SJ [ } [ et ] ) | = .

www.mingxueled.com
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DYNAMIC & PIXEL FLEX PIXEL DYNAMIC & PIXEL FLEX PIXEL

¢ 5050RGBW 70LED
DMX512

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

® DMX512 RGBW 60LED

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

\ 100mm(3.94")

|
!‘ @'"@'l @ m lm@

\ 100mm(3.94")

o - . 8 N N
?/J 8 e o Mes (WD @ |120m

X
1]
-
LL
-
Ll
S
o
o3
=
=
<
Z
>
]

Color Color
Item Code LEDs/meter vg‘lfa“;e Watt/m Tk Rendering IC Type IPRate  PCBwidth Item Code LEDs/meter v'onlf:gte Watt/m CCT/K Rendering IC Type IPRate  PCBwidth
Index Index
MF350Z070A80-D040K1A12107X 70 DC24v 17 RGBW N/A SM18512PS 18MA IP65 12mm MF350Z060A80-D040K1A12106X 60 24V 17 RGBW N/A TM512AC 18MA IP20 12mm
Optical parameter Optical parameter
Controller pwmxs12) Controller pwmxs12)
LED Type: SMD5050 LED Type: SMD5050
Part number: MR-328DW+T13 Part number: MR-328DW+T13
Control protocol: DMX512 Input Voltage: 12-24V DC Control protocol: DMX512 Input Voltage: 12-24V DC
CCT Range: RGBW(SM18512PS) Protocol : DMX512 — CCT Range: RGBW(TM512AC) Protocol : DMX512 —
Output Wattage: 12V<240W, 24V<480W ng?z Reaw Output Wattage: 12V<240W, 24V<480W gMX?Z ReBw
Irritation Angle: 120° P ge: ’ ecocer Irritation Angle: 120° i 9e: ’ ecocer
Output signal: 2.4GHz AT Output signal: 2.4GHz AR Rt
Light Efficiency: N/A Dimension: 86*86+36.5(mm) 2 G @ Light Efficiency: N/A Dimension: 86*86*36.5(mm) 2 G =
Lumen Output/meter: N/A Weight: 1529 N !M:s{er Lumen Output/meter: N/A Weight: 1529 T !M:s;er
IP Rate: P20 control&Remote |P Rate: 1P20 control&Remote
Enery Grade: N/A Enery Grade: 2
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.7(max)A/m (0.21A/ft) Input Current/m: 0.7(max)CA/m (0.21A/ft)
Input Voltage: DC24v " | - Input Voltage: DC24v 1 | -
L =3 L1 =4
Power/M: 17(max)W/m (5.3W/ft) = Power/M: 17(max)W/m (5.3W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
. 2 7 N . 2 — ]
LEDs/Meter: 70LEDs/m ‘ ;é I LEDs/Meter: 60LEDs/m e @1
Size of Section: 100mm(3.94") - Size of Section: 100mm(3.94")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs LEDs of Section 6 LEDs
=N oo [ @
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

[_'P-_20] IPS ['F;J @ [_IP-_ZO] IP5 [les] @@@@A @

®

s L || @

>
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DYNAMIC & PIXEL FLEX PIXEL DYNAMIC & PIXEL FLEX

® DMX512 RGBW 80LED ® DMX512 RGBW 72LED

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.
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} 125mm(4.9") ‘ 83.3mm(3.27")
?7 Hl-lllllll. mu[Eme \\' { u||| IIII Il Uml“;‘!Fme
et Color o Color
Item Code LEDs/meter - oI?a ge Watt/m CCT/K Rendering ICType IP Rate PCB width Item Code LEDs/meter - oI?a ge Watt/m CCT/K Rendering IC Type IP Rate PCB width
Index Index
MF350Z080A80-D040K1A12110X 80 DC24v 13 RGBW N/A SM18512PS 18MA IP65 12mm MF350Z072A80-D040K1A12106X 72 24V 20 RGBW N/A SM18512PS 18MA IP68 12mm
Optical parameter Optical parameter
Controller pwmxs12) Controller pwmxs12)
LED Type: SMD5050 LED Type: SMD5050
Part number: MR-328DW+T13 Part number: MR-328DW+T13
Control protocol: DMX512 Input Voltage: 12-24V DC Control protocol: DMX512 Input Voltage: 12-24V DC
CCT Range: RGBW(SM18512PS) Protocol : DMX512 — CCT Range: RGBW(SM18512PS) Protocol : DMX512 —
Output Wattage: 12V<240W, 24V<480W BMX?Z Reaw Output Wattage: 12V<240W, 24V<480W gMX?Z reew
Irritation Angle: 120° P 9e: ’ ecocer Irritation Angle: 120° i 9¢: ’ ecocer
Output signal: 2.4GHz AT Output signal: 2.4GHz AR Rt
Light Efficiency: N/A Dimension: 86*86+36.5(mm) 2 G @ Light Efficiency: N/A Dimension: 86*86+36.5(mm) 2 G =
Lumen Output/meter: N/A Weight: 1529 N !M:ster Lumen Output/meter: N/A Weight: 1529 T !M:ster
IP Rate: P20 control&Remote |P Rate: IP20 control&Remote
Enery Grade: N/A Enery Grade: N/A
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.54(max)A/m (0.16A/ft) Input Current/m: 0.83(max)CA/m (0.25A/ft)
Input Voltage: DC24v ' | — Input Voltage: DC24v 1 | —
. =3 L1 =4
Power/M: 13(max)W/m (4.06W/ft) = Power/M: 20(max)W/m (6.25W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 80LEDs/m '!; ‘ gé ; LEDs/Meter: 72LEDs/m e | ‘;
Size of Section: 125mm(4.92") Size of Section: 83.3mm(3.27")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 10 LEDs LEDs of Section 6 LEDs
- = ) @ g == =
= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

[_lp-_zo] IP5 [IPGS] @"”"'S@J@ [Tp-_zo] IP5 [IPBS] @@M@

®

www.mingxueled.com www.mingxueled.com
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¢ SPI RGB 60LED

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.
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50mm(1.96") i 1
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Input Color
Item Code LEDs/meter Watt/m CCT/K Rendering IC Type IP Rate PCB width
voltage Index
MF250A060A00-D000J1A10103S 60 12v 8 RGB N/A SK6812 12MA P20 10mm
Optical parameter
Controller
LED Type: SMD5050
Part number: SC+R9
Control protocol: SPI Input Voltage: 12-24V DC
CCT Range: RGB(SK6812) Pixel: 1024 dots
Inrtation Angle: 120° Output Wattage: 12V<144W;24V<288W
Output signal: 2.4GHz
Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H)
Lumen Output/meter: N/A Weight: 34g
IP Rate: 1P20
Enery Grade: m =
Electric parameter
Recommended Profiles
Input Current/m: 0.66(max)CA/m (0.2A/ft)
Input Voltage: DC12V 5 H \7i
Power/M: 8(max)W/m (2.5W/ft) : i
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
. —
LEDs/Meter: 60LEDs/m m ‘h ﬂ i , g A
—— it = e
Size of Section: 50mm(1.96")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 3 LEDs
= = |\ &I
i =
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

=) bl (e

www.mingxueled.com
| |
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DYNAMIC & PIXEL FLEX PIXEL DYNAMIC & PIXEL FLEX PIXEL

¢ SPI RGBW 60LED

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

¢ SPI RGB 60LED

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

m Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

‘ 50mm(1.96")

|
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100mm(3.94")
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Color Color
Iltem Code LEDs/meter vg‘lfa”;e Watt/m CCT/K Rendering IC Type IP Rate PCB width ltem Code LEDs/meter vg}f:gte Watt/m CCT/K Rendering IC Type IP Rate PCB width
Index Index
MF250Z060A80-D04011A10103S 60 12v 1 RGBW N/A SK6812 12MA 1P20 10mm MF350A060A00-D000I1A10106S 60 24V 8 RGB N/A SK6812 12MA IP20 10mm
Optical parameter Optical parameter
Controller Controller
LED Type: SMD5050 LED Type: SMD5050
Part number: SC+R9 Part number: SC+R9
Control protocol: SPI Input Voltage: 12-24V DC Control protocol: SPI Input Voltage: 12:24V DC
CCT Range: RGBW(SK6812) Pixel: 1024 dots CCT Range: RGB(SK6812) Pixel: 1024 dots
Irritation Angle: 120° Output Wattage: 12V<144W;24V<288W Irritation Angle: 120° Output Wattage: 12V<144W;24V<288W 555”
Output signal: 2.4GHz Output signal: 2.4GHz =
Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H) Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H)
Lumen Output/meter: N/A Weight: 34g Lumen Output/meter: N/A Weight: 34g
IP Rate: P20 IP Rate: 1P20
Enery Grade: N/A Enery Grade: N/A
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.9(max)A/m (0.28A/ft) Input Current/m: 0.33(max)CA/m (0.1A/ft)
Input Voltage: DC12v ' | — Input Voltage: DC24v 1 | -
Ly Ll & L1 =
Power/M: 11(max)W/m (3.43W/ft) = Power/M: 8(max)W/m (2.5W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)

. 2 — I . 2 —r ]
LEDs/Meter: 60LEDs/m ‘ € | E LEDs/Meter: 60LEDs/m e 1
Size of Section: 50mm(1.96") - Size of Section: 100mm(3.94")

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 3 LEDs LEDs of Section 6 LEDs
=N r o
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

B o N &). - — (@
['on] IP5 [|P65] LC GJ {"&SJ t = J [@J [IPZO] IP5 [n:es] CE||nths| @ || @D
www.mingxueled.com www.mingxueled.com
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DYNAMIC & PIXEL FLEX DYNAMIC & PIXEL FLEX

¢ SPI RGBW 60LED

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm,
W:2700-6000K LEDs;

= Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

¢ SPI RGB 30LED

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

m Can set with controller if you need,non waterproof and waterproof
are available;

= 3M tape for installation,3 years warranty.

‘ 100mm(3.94") ‘

| |
i‘ | . o il .a |10mm

\ 100mm(3.94")

|
:‘"@" l|

Color Color
Iltem Code LEDs/meter vg‘lfa“;e Watt/m CCT/K Rendering IC Type IP Rate PCB width ltem Code LEDs/meter v'onlf:gte Watt/m CCT/K Rendering IC Type IP Rate PCB width
Index Index
MF350Z060A80-D04011A101065 60 24V 1 RGBW N/A SK6812 12MA 1P20 10mm MF250A030A00-D000I1A10103S 30 12v 6 RGB N/A SK16703PB 16MA IP20 10mm
Optical parameter Optical parameter
Controller Controller
LED Type: SMD5050 LED Type: SMD5050
Part number: SC+R9 Part number: SC+R9
Control protocol: SPI Input Voltage: 12-24V DC Control protocol: SPI Input Voltage: 12:24V DC
CCT Range: RGBW(SK6812) Pixel: 1024 dots CCT Range: RGB(SK16703PB) Pixel: 1024 dots
Irritation Angle: 120° Output Wattage: 12V<144W;24V<288W Irritation Angle: 120° Output Wattage: 12V=144W;24V<288W
Output signal: 2.4GHz Output signal: 2.4GHz
Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H) Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H)
Lumen Output/meter: N/A Weight: 34g Lumen Output/meter: N/A Weight: 34g
IP Rate: 1P20 IP Rate: 1P20
Enery Grade: N/A Enery Grade: N/A

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0.45(max)A/m (0.14A/ft)
DC24v

11(max)W/m (3.43W/ft)
1000V (ESD)

60LEDs/m
100mm(3.94")

6 LEDs

——
IP20) (IP5

(e

www.mingxueled.com

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003
0 LY

MX-RS-A005 MX-RS-A006 MX-RS-A007
MX-RS-A009 MX-RS-A010 MX-RS-A014

=@

=
;
=

MX-RS-A020

Al

MX-RS-A008

<

MX-RS-A019

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

—— -
IP20 IP5 IP65

0.5(max)CA/m (0.15A/ft)
DC12v

6(max)W/m (1.87W/ft)
1000V (ESD)

30LEDs/m
100mm(3.94")

3 LEDs

Recommended Profiles

MX-RS-A001

MX-RS-A005

MX-RS-A009

I =g

MX-RS-A002 MX-RS-A003 MX-RS-A020
s I
e ;
MX-RS-A006 MX-RS-A007 MX-RS-A008
e @
s~
MX-RS-A010 MX-RS-A014 MX-RS-A019
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DYNAMIC & PIXEL FLEX

¢ SPI RGB 60LED B =

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs; ;‘-‘“

= Can set with controller if you need,non waterproof and waterproof = 5
are available; }?’f

= 3M tape for installation,3 years warranty. 'S

\ 50mm(1.96")

\
f‘ ||m

Color
Iltem Code LEDs/meter vg‘lfa“;e Watt/m CCT/K Rendering IC Type IP Rate PCB width
Index
MF250A060A00-D000I1A10103S 60 12v 12 RGB N/A SM16703PB 16MA 1P20 10mm
Optical parameter
Controller
LED Type: SMD5050
Part number: SC+R9
Control protocol: SPI Input Voltage: 12-24V DC
CCT Range: RGB(SM16703PB) Pixel: 1024 dots
Irritation Angle: 120° Output Wattage: 12V<144W;24V<288W
Output signal: 2.4GHz
Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H)
Lumen Output/meter: N/A Weight: 34g
IP Rate: P20
Enery Grade: N/A
Electric parameter
Recommended Profiles
Input Current/m: 1(max)A/m (0.3A/ft)
Input Voltage: DC12v | —
. g E=g
Power/M: 12(max)W/m (3.75W/ft) =
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 60LEDs/m ‘ € I
Size of Section: 50mm(1.96") -
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 3 LEDs
=N
L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

[_IP-_.’ZO] IP5 [ngs] @@@@

www.mingxueled.com
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DYNAMIC & PIXEL FLEX

¢ SPI RGB 60LED

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;
m Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,3 years warranty.

B\
_/‘ R T

Item Code

50mm(1.96")

MF250A060A00-D000ITA08103S

Optical parameter
LED Type:

Control protocol:

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs/meter

LEDs of Section
Waterproof Rate

—— -
P20 IP5 IP65

Input
voltage
12V
SMD5050
SPI
RGB(FL1903B)
120°
N/A
N/A
N/A
1A/m (0.31A/ft)
DC12v

12(max)W/m (3.75W/ft)
1000V (ESD)

60LEDs/m
50mm(1.96")

3 LEDs

Watt/m

Color
CCT/K Rendering ICType IP Rate PCB width
Index
RGB N/A FL1903B 17MA IP20 8mm

Controller
Part number: SC+R9
Input Voltage: 12-24V DC
Pixel: 1024 dots
Output Wattage: 12V=144W;24V<288W HHBO
Output signal: 2.4GHz BBB“
Dimension: 107*58.5*9mm(L*W*H)
Weight: 349
IP Rate: 1P20

Recommended Profiles

Ly L]

MX-RS-A001 MX-RS-A002 MX-RS-A003
.e
 —r— — —
MX-RS-A005 MX-RS-A006 MX-RS-A007
_m = ! @
=
MX-RS-A009 MX-RS-A010 MX-RS-A014

£

MX-RS-A020

MX-RS-A008

MX-RS-A019
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DYNAMIC & PIXEL FLEX

PIXEL

¢ SPI RGB 84LED

® Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

= Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,3 years warranty.

—

Item Code

MF350A084A00-D000ITA10106S

Optical parameter
LED Type:

Control protocol:
CCT Range:

Irritation Angle:

Light Efficiency:

Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

83.3mm(3.27")

‘. @0 o5 o 500 G50 o YD W()mm

LEDs/meter

——
IP20) (IP5

www.mingxueled.com
| |

Input
voltage Watt/m
24V 14
SMD5050
SPI
RGB(SM16703PB)
120°
N/A
N/A
N/A

0.58(max)A/m (0.18A/ft)
DC24v

14(max)W/m (4.37W/ft)
1000V (ESD)

84LEDs/m
83.3mm(3.27")

7 LEDs

Color
CCT/K Rendering IC Type IP Rate PCB width
Index
RGB N/A SM16703PB 16MA IP65 10mm

Controller
Part number: SC+R9
Input Voltage: 12-24V DC
Pixel: 1024 dots
Output Wattage: 12V<144W;24V<288W
Output signal: 2.4GHz
Dimension: 107*58.5*9mm(L*W*H)
Weight: 34g
IP Rate: 1P20

Recommended Profiles

MX-RS-A001 MX-RS-A002 MX-RS-A003
0 LY

MX-RS-A005 MX-RS-A006 MX-RS-A007
MX-RS-A009 MX-RS-A010 MX-RS-A014

«

=
;
=

MX-RS-A020

Al

MX-RS-A008

<

MX-RS-A019

DYNAMIC & PIXEL FLEX

PIXEL

¢ SPI RGB 84LED

= Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs;

m Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,3 years warranty.

p—

Item Code

83.3mm(3.27")

| n ||||l|m Izmm

1

MF350A084A00-D000ITA12106S

Optical parameter
LED Type:

Control protocol:

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs/meter

LEDs of Section
Waterproof Rate

—— -
P20 IP5 IP65

Input
voltage Watt/m
24V 12
SMD5050
SPI
RGB(FW1935)
120°
N/A
N/A
N/A
0.5(max)A/m (0.15A/ft)
DC24V

12(max)W/m (3.75W/ft)
1000V (ESD)

84LEDs/m

83mm(3.27")

7 LEDs

X
1]
-
LL
-
Ll
S
o
o3
=
=
<
Z
>
]

Color
CCT/K Rendering ICType IP Rate PCB width
Index
RGB N/A FW1935 14MA IP65 12mm

Controller
Part number: SC+R9
Input Voltage: 12-24V DC
Pixel: 1024 dots
Output Wattage: 12V=144W;24V<288W HHB °
Output signal: 2.4GHz BBB“
Dimension: 107*58.5*9mm(L*W*H)
Weight: 349
IP Rate: 1P20

Recommended Profiles

MX-RS-A001

MX-RS-A005

MX-RS-A009

Ly L

MX-RS-A002 MX-RS-A003
e
MX-RS-A006 MX-RS-A007
I B I -@

L=
MX-RS-A010 MX-RS-A014

£

MX-RS-A020

MX-RS-A008

MX-RS-A019

e[t | [@][2][ 2

>

www.mingxueled.com
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® SPI RGB 84LED

m Use high quality PCB,R:620-630nm,G:515-525nm.B:5460-470nm LEDs; £
= Can set with controller if you need,non waterproof and waterproof

are available;

= 3M tape for installation,3 years warranty.

|
= 5.

83.3mm(3.27")

|
TR g

Color
Item Code LEDs/meter vlc:?ame Watt/m CCT/K Rendering ICType IP Rate PCB width
9 Index
MF350A084A00-D000ITA10106S 24V 12 ﬂ RGB N/A FW1935 14MA IP65 10mm
Optical parameter
Controller
LED Type: SMD5050
Part number: SC+R9
Control protocol: SPI Input Voltage: 12-24V DC
CCT Range: RGB(FW1935) Pixel: 1024 dots
Irritation Angle: 120° Output Wattage: 12V<144W;24V<288W o
Output signal: 2.4GHz
Light Efficiency: N/A Dimension: 107*58.5*9mm(L*W*H)
Lumen Output/meter: N/A Weight: 34g
IP Rate: 1P20

Enery Grade:

Electric parameter
Input Current/m:

Input Voltage:

0.5(max)A/m (0.15A/ft)

DC24v

Recommended Profiles

= L1

Power/M: 12(max)W/m (3.75W/ft) :

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)

= |
LEDs/Meter: 84LEDs/m ? ‘ E :) E .1 Al
— — == ==

Size of Section: 83.3mm(3.27")

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs

[ E— [ —

B

Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

X
w
-
LL
-
w
sl
(2 B
o3
)
=
<
Z
>
]

TR
i

ENERGY STAR

— g || .@. A
[leo] IP5 [IPGS] b

www.mingxueled.com www.mingxueled.com
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ENERGY
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SUPPLIER’S NAME
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XX
kWh/1000h
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Neon flex 1IP67 - s

Applicable place: .
N ™ : A ;
. . ) a .
Swimming pool, Waterproof 9 -7 N
1 \’— S 5 - ’
Park fOL.mtaln, Grade Jf S, \ %
Pedestrian street pool, > 2. 9 D\ U <
Community music fountain, -
Garden stream,square water project,
Villa swimming pool,Waterscape pool,SPA pool, x
Massage pool,Garden landscape,Family aquarium,etc. < &
{ 9 -) A
-’ ) .\
.('
A (n ; <«
'- > -~

w.mingxueled.com

www.mingxueled
| EEH | | |



NEON FLEX

IP67 SILICON EXTRUSION

www.mingxueled.com www.mingxueled.com



IP67 SILICON EXTRUSION

MX Neon lights have different MX Neon lights have different
outlet ways to meet your different outlet ways to meet your different
application scenarios and requirements application scenarios and requirements

www.mingxueled.com www.mingxueled.com
| 195 | | 196 |



NEON FLEX

® 04*08mm(Side view)

High quality 0408 LED Neon Flex,With full range of colors 2100-6500K;
Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

www.mingxueled.com
|, em i

5 years warranty.

P
O
7))
-’
14
-
X
L
Z
O
o
—
/9]
N~
({e)
o

5000mm 300mm —
10.5mm 8mm I
[ 1 ¢ =
! =1 |
CuttingLength Input COIO'.’ Max.run
Item Code ‘ Watt/m CCT/K Rendering  Lm/m Lm/ft LM/w  IPRate i
(Min.) voltage length
Index
MN328V140Q90-D021M6A05107N-0408C 50mm 24V 6 2100k 2% >90 199 60 33 IP67 5m
MN328V140Q90-D024M6A05107N-0408C 50mm 24V 6 2400k >90 212 64 35 IP67 5m
MN328V140Q90-D027M6A05107N-0408C 50mm 24V 6 2700k *® >90 219 67 37 P67 5m
MN328V140Q90-D030M6A05107N-0408C 50mm 24V 6 3000k 2% >90 253 77 42 P67 5m
MN328W140Q90-D040M6A05107N-0408C 50mm 24V 6 [ Ja000k 3 >90 223 68 37 IP67 5m
MN328W140Q90-D050M6A05107N0408C 50mm 24V 6 5000k "% >90 214 65 35 P67 5m
MN328W140Q90-D055M6A05107N0408C 50mm 24V 6 5500k >90 221 67 36 P67 5m
Optical parameter Accessories
LED Type: SMD2835
Color Rendering Index: >90 ‘/)\ ‘

CCT Range: 2100K~5500K
Irritation Angle: 120°
Entry cap End cap
Light Efficiency: 33~42Lm/w
Lumen Output/meter: 199~253Lm/m (60~77Lm/ft)
Enery Grade: N/A
’ ==
|
. 4
Electric parameter
Input Current/m: 0.25(max)A/m
. Aluminium Mounting Clips
Input Voltage: DC24V 15x6.5x7.2mm(L x W x H)
Power/M: 6(max)W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 140LEDs/m —
Size of Section: 50mm
LEDs of Section 7 LEDs
Aluminium profile 04*08 strip

Across section
size's picture

8mm

Min Bending
Diameter

Luminous surface

www.mingxueled.com
| |



NEON FLEX

NEON FLEX

® 06*12mm(Side view)

High quality 0612 LED Neon Flex,With full range of colors 2100-5500K;
Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

5 years warranty.

5m/10m 300mm
;“ | 12mm| /L 12.]8
= "y —6mm

50mm

MN328V120Q90-D021M6A08106N-0612C 50mm 24V 10 2100k =% >90 224 68 22 IP67 5m
MN328V120Q90-D024M6A08106N-0612C 50mm 24V 10 . 2400k >90 238 73 24 P67 5m
MN328V120Q90-D027M6A08106N-0612C 50mm 24V 10 2700k 2% >90 252 79 25 1P67 5m
MN328V120Q90-D030M6A08106N-0612C 50mm 24V 10 3000k 3 >90 266 81 27 P67 5m
MN328W120Q90-D040M6A08106N-0612C 50mm 24V 10 [ ]4000k = >90 280 85 28 IP67 5m
MN328W120Q90-D050M6A08106N-0612C 50mm 24V 10 5000k >90 280 85 28 P67 5m
MN328W120Q90-D055M6A08106N-0612C 50mm 24V 10 | 5500k " >90 280 85 28 1P67 5m
omelponesr

LED Type: SMD2835

Color Rendering Index: >90

CCT Range: 2100K~5500K

Irritation Angle: 120°

Light Efficiency: 22~28Lm/w

Lumen Output/meter: 224~280Lm/m (68~85Lm/ft)

Enery Grade: N/A

ecpmnar

Input Current/m: 0.4(max)A/m

Input Voltage: DC24v

Power/M: 10W/m

Static Electricity: 1000V (ESD) Alum.Channel Bendable channel

LEDs/Meter: 120LEDs/m

Size of Section: 50mm o

LEDs of Section 6 LEDs

Dimension

12mm

light beam

www.mingxueled.com

06*12 strip

® 08*17mm(Side view)

High quality 0817 LED Neon Flex,With full range of colors 2100-5500K;
Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

5 years warranty.

Max.run

X length 300mm
12.4 6.9m

l 1 ]

—

L

Z
O
7p)
-
14
-
X
LLl
Z
O
O
—
(7p)
N~
(o]
L

MN328V120Q90-D021M6A10106N-0816C 50mm 24V 10 2100k =% >90 271 83 27 IP67 5m
MN328V120Q90-D024M6A10106N-0816C 50mm 24V 10 [ 2400k 2% >90 285 86 28 IP67 5m
MN328V120Q90-D027M6A10106N-0816C 50mm 24V 10 2700k 22 >90 310 95 31 IP67 5m
MN328V120Q90-D030M6A10106N-0816C 50mm 24v 10 3000k 2% >90 311 95 31 IP67 5m
MN328W120Q90-D040M6A10106N-0816C 50mm 24V 10 [ ]4000k = >90 340 103 34 IP67 5m
MN328W120Q90-D050M6A10106N-0816C 50mm 24V 10 5000k “ >90 344 105 34 IP67 5m
MN328W120Q90-D065M6A10106N-0816C 50mm 24V 10 [ 5500k >90 319 97 32 IP67 5m
onelpmner

LED Type: SMD2835

Color Rendering Index: >90

CCT Range: 2100K~5500K

Irritation Angle: 120°

Light Efficiency: 27~34Lm/w

Lumen Output/meter: 271~344Lm/m (83~105Lm/ft)

Enery Grade: N/A
enpmnes
Input Current/m: 0.4(max)A/m
Input Voltage: DC24V
Power/M: 10W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m
Size of Section: 50mm
LEDs of Section 6 LEDs
Light emitting surface
&) -

8mm

Aluminium profile

08*17 strip

www.mingxueled.com



NEON FLEX NEON FLEX

® 09*10mm(Top view) ® 13*12mm(Top view)

= High quality 0910 LED Neon Flex,With full range of colors 2100-5500K; = High quality 1312 LED Neon Flex,With full range of colors 2400-5500K/RGB;
m Light source 1Bin/2Bin ; CRI>90; n Light source 1Bin/2Bin ; CRI>90;

= Anti-yellowing,Anti-UV,saline-alkali-resistance; = Anti-yellowing,Anti-UV,saline-alkali-resistance;

= Uniform light,No light spot, Could be different shapes; = Uniform light,No light spot, Could be different shapes;

= 5years warranty. = 5years warranty.

9mm

] S

—
D 10mm

MN322V192Q90-D021M6A06106N-0910Z 3Tmm 24V 10 2100k 2% >90 563 172 56 P67 5m MN328V140Q90-D024M6A10106N-1312Z 50mm 24V 10 2400k 2% >90 714 218 71 IP67 5m
MN322V192Q90-D024M6A06106N-0910Z 31mm 24V 10 [ 2400k 2% >90 589 180 59 IP67 5m MN328V140Q90-D027M6A10106N-1312Z 50mm 24V 10 2700k 2% >90 765 233 77 IP67 5m
MN322V192Q90-D027M6A06106N-0910Z 31mm 24V 10 2700k 22 >90 668 204 67 IP67 5m MN328V140Q90-D030M6A10106N-1312Z 50mm 24V 10 3000k 2% >90 808 246 81 IP67 5m
MMN322V192Q90-D030M6A06106N-0910Z 31mm 24V 10 3000k 2% >90 681 204 68 IP67 5m MN328W140Q90-D040M6A10106N-1312Z 50mm 24V 10 [ ]4000k 2% >90 850 259 85 IP67 5m
MN328W192Q90-D040M6A06106N-0910Z 31mm 24V 10 [ ]a000k % >90 720 220 72 IP67 5m MN328W140Q90-D050M6A10106N-1312Z 50mm 24V 10 5000k %% >90 850 259 85 IP67 5m
MN328W192Q90-D050M6A06106N-0910Z 31mm 24V 10 5000k % >90 720 220 72 IP67 5m MN328W140Q90-D055M6A10106N-1312Z 50mm 24V 10 5500k "% >90 850 259 85 IP67 5m
MN328W192Q90-D055M6A06106N-0910Z 31mm 24V 10 [ 5500k >90 720 220 72 IP67 5m MN350A108Q00-D00006AT0106N-1312Z 50mm 24V 10 BB RGB N/A N/A N/A N/A IP67 5m
omeimneer omeimnee nesores
LED Type: SMD2216 LED Type: SMD2835
Color Rendering Index: >90 Color Rendering Index: >90

12mm

—
| mm
[ 13

2
O
(7p)
-
14
-
X
LLl
<
O
o
—
(/p)
N
(o)
o

CCT Range: 2100K~5500K CCT Range: 2400K~5500K/RGB
Irritation Angle: 160° Irritation Angle: 160°
Entry cap End cap
Light Efficiency: 56~72Lm/w Light Efficiency: 71~85Lm/w
Lumen Output/meter: 563~720Lm/m (172~220Lm/ft) Lumen Output/meter: 714~850Lm/m (218~259Lm/ft)
Enery Grade: N/A Enery Grade: N/A
encpmnes enpmnes
Input Current/m: 0.4(max)A/m Input Current/m: 0.4(max)A/m
Input Voltage: DC24V PVC Mounting Clips Input Voltage: DC24V PVC Mounting Clips
Power/M: 10W/m Power/M: 10W/m
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 192LEDs/m LEDs/Meter: 140LEDs/m
Size of Section: 31mm Size of Section: 50mm
LEDs of Section 6 LEDs LEDs of Section 7 LEDs

www.mingxueled.com

Min diam
100mm

light beam

PC profile

12mm

Min diam
100mm

light beam

PC profile

www.mingxueled.com



NEON FLEX

NEON FLEX

® 10*10mm(Top view)

High quality 1010 LED Neon Flex,With full range of colors 2100-5500K;
Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

5 years warranty.

5000mm : 300mrq

7

E
H

10mm

il

H
H

® 12*12mm(Top view)

High quality 1212 LED Neon Flex,With full range of colors 2400-5500K/RGB;
Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

5 years warranty.

5m/10m 300mm

I |12mm . 16mm| | L
I 1 A} |
s T e 1 I:] ‘—EEIEH
Sesmmt

MN328V168Q90-D021M6A07108N-1010Z 50mm 24V 10 2100k 23 >90 576 176 58 IP67 5m
MN328V168Q90-D024MGA07108N-1010Z 50mm 24V 10 2400k >90 612 187 61 P67 5m
MN328V168Q90-D027M6A07108N-1010Z 50mm 24V 10 2700k 2% >90 648 198 65 IP67 5m
MMN328V168Q90-D030M6A07108N-1010Z 50mm 24V 10 3000k 2% >90 684 209 68 IP67 5m
MN328W168Q90-D040M6A07108N-1010Z 50mm 24V 10 [ ]4000k % >90 720 220 72 P67 5m
MN328W168Q90-D050M6A07108N-1010Z 50mm 24V 10 5000k "% >90 720 220 72 IP67 5m
MN328W168Q90-D055M6A07108N-1010Z 50mm 24V 10 [ 5500k >90 720 220 72 IP67 5m
MN328W168A90-D040A6A08106C-1010ZA 35.71mm 24V 10 [ ]4000k >90 593 181 59 1P67 20m
omelponasr nesrs

LED Type: SMD2835

Color Rendering Index: >90 - “ ‘

CCT Range: 2700K~5500K Er’@ Q’ Q}’

Irritation Angle: 120°

Entry cap End cap Clip
Light Efficiency: 58~72Lm/w

Lumen Output/meter: 576~720Lm/m (176~220Lm/ft)

Enery Grade:

Input Current/m: 0.4(max)A/m
Input Voltage: DC24V Aluminium Mounting Clips
Power/M: T0W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 160LEDs/m
Size of Section: 50mm
LEDs of Section 8 LEDs
Aluminium profile 10*10 strip
Dimension E i
S
‘MJ light beam

www.mingxueled.com
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MN328V140Q90-D027M6A08107N-1212Z 50mm 24V 10 2700k 2% >90 588 178 59 P67 5m
MN328V140Q90-D030M6A08107N-1212Z 50mm 24V 10 [ ]3000k = >90 618 188 62 IP67 5m
MN328W140Q90-D040M6A08107N-1212Z 50mm 24V 10 4000k % >90 650 198 65 P67 5m
MN328W140Q90-D050M6A08107N-1212Z 50mm 24V 10 5000k >90 650 198 65 P67 5m
MN328W140Q90-D065M6A08107N-1212Z 50mm 24V 10 [ 5500k "5 >90 650 198 65 IP67 5m
MN350A120Q00-D00006A09106N-1212Z 50mm 24V 10 P RGB N/A N/A N/A N/A IP67 5m
MN328W140A90-D040A6A12107C-2020ZA 50mm 24V 14 [ 4000k 2% >90 802 245 57 IP67 14m
opelpmnes

LED Type: SMD2835

Color Rendering Index: >90

CCT Range: 2400K/5500K/RGB

Irritation Angle: 120°

Light Efficiency: 55~65Lm/w

Lumen Output/meter: 553~650Lm/m (168~198Lm/ft)

Enery Grade:

Input Current/m: 0.4(max)A/m
Input Voltage: DC24V
Power/M: 10W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 140LEDs/m
Size of Section: 50mm
LEDs of Section 7 LEDs
1
Dimension § 200mm

12mm

light beam

Entry cap Entry cap

Entry cap End cap

Aluminum clip 12*12 strip

www.mingxueled.com
| |



NEON FLEX NEON FLEX

® 16*16mm(Side view) ® 3D 16*16mm

= High quality 1616 LED Neon Flex,With full range of colors 2700-5500K/RGB; = High quality 1616 LED Neon Flex,With full range of colors
n Light source 1Bin/2.Bin ; CR]>90; o 2_7(;0—5500K/R(.;B; . !

® Anti-yellowing,Anti-UV,saline-alkali-resistance; : Light stilurcg 1Bin/2Bin ; CFI{|>90,Ik e i

= Uniform light,No light spot, Could be different shapes; . AnF}—ye (I).w;lng,Ar;.tl—t:JV,sa ine-a Ida t;—rilsflfsi.:tance, . .

= 5years warranty. - lSJ;Ie::;nw;?'rat;:\:; ight spot, Could be different shapes;

5m/10m

| . 300mm
i [16mm 19.5mm I
— Ay Etj: (T_THD ‘ 5m/10m 24mm 300mm
75wt

Z
O
7p)
=
14
-
X
LLl
Z
O
O
=
(7p)
N~
(o]
L

MN328V140Q90-D027M6A12107N-1616Z 50mm 24V 10 M 2700k 2 >90 567 173 57 IP67 5m MN328V120Q90-D027M6A10106N-1616ZE | 6.25mm 24V 8 2700k 2% >90 444 135 56 IP67 5m
MN328V140Q90-D030M6A12107N-1616Z 50mm 24V 10 3000k 22 >90 599 182 60 IP67 5m MN328V120Q90-D030M6AT0106N-1616ZE | 6.25mm 24V 8 713000k 2 >90 469 143 59 IP67 5m
MN328W140Q90-D040M6A12107N-1616Z 50mm 24V 10 [ ]4000k 22 >90 630 192 63 IP67 5m MN328W120Q90-D040M6A10106N-1616ZE  6.25mm 24V 8 [ ]4000k =% >90 493 150 62 IP67 5m
MN328W140Q90-D050M6A12107N-1616Z 50mm 24V 10 5000k “% >90 630 192 63 IP67 5m MN328W120Q90-D050M6A10106N-1616ZE[  6.25mm 24V 8 [ 5000k*% >90 498 152 63 IP67 5m
MN328W140Q90-D065M6A12107N-1616Z 50mm 24v 10 [ 5500k >90 630 192 63 IP67 5m MN328W120Q90-D065M6A10106N-1616ZE,  6.25mm 24v 8 [715500k 55 >90 503 153 63 P67 5m
MN350A096Q00-D00006A12106N-1616Z 62.5mm 24V 10 RGB >90 N/A N/A N/A IP67 5m MN350A192Q00-DO0ON6A10106N-1616ZE | 6.25mm 24V 8 B RrGB N/A N/A N/A N/A P67 5m
MN350Z196Q00-D000P6A12106N-1616Z 71.4mm 24V 10 B rRGBW >90 N/A  N/A N/A IP67 5m

e
LED Type: SMD2835
Color Rendering Index: >90
CCT Range: 2700K~5500K/RGB/RGBW .
Irritation Angle: 120°

LED Type: SMD2835
Color Rendering Index: >90
CCT Range: 2700K~5500K/RGB N

Irritation Angle: 120°
Light Efficiency: 57~63Lm/w Entry cap Entry cap Light Efficiency: 56~63Lm/w Entry cap Entry cap
Lumen Output/meter: 567~630Lm/m (173~192Lm/ft) Lumen Output/meter: 444~503Lm/m (135~153Lm/ft)
Enery Grade: Enery Grade: N/A
Input Current/m: 0.4(max)A/m Input Current/m: 0.33(max)A/m
Input Voltage: DC24v Entry cap End cap Input Voltage: DC24v Entry cap End cap
Power/M: 10W/m Power/M: 8W/m
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 140LEDs/m ‘ LEDs/Meter: 160LEDs/m
Size of Section: 50mm Size of Section: 6.25mm
LEDs of Section 7 LEDs LEDs of Section 1LEDs
Aluminum clip 16*16 strip Aluminum clip 3D 16*16 strip
——
imension, ‘5 Dimension % W
161 Light Beam Light Beam
i 16mm

www.mingxueled.com www.mingxueled.com




® 12*20mm(Side view)

= High quality 1220 LED Neon Flex,With full range of colors
2700-5500K/RGB/RGBW;

Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

www.mingxueled.com
| 207 |

5 years warranty.

‘ 5m/10m 24mm . 300mm
I |20mm | I 3
 — T Io (_[Hm
Zsmm !
CuttingLength Input il Max.run
Item Code . Watt/m CCT/K Rendering Lm/m Lm/ft LM/w  IP Rate :
(Min.) voltage | length
ndex
MN328V140Q90-D027M6A12107N-1220C 50mm 24V 15 2700k 72 >90 376 115 25 P67 5m
MN328V140Q90-D030M6A12107N-1220C 50mm 24V 15 3000k 30 >90 361 110 24 IP67 5m
MN328W140Q90-D040M6A12107N-1220C 50mm 24V 15 4000k =% >90 445 136 30 P67 5m
MN328W140Q90-D050M6A12107N-1220C 50mm 24V 15 5000k "% >90 445 136 30 P67 5m
MN328W140Q90-D065M6A12107N-1220C 50mm 24V 15 5500k 3 >90 441 134 29 P67 5m
MN350A096Q00-D00006AT2106N-1220C 50mm 24V 15 BRracB N/A N/A  N/A N/A N/A 5m
MN350Z196Q00-D000P6A12106N-1220C 50mm 24V 15 E RGBW N/A N/A N/A N/A N/A 5m
MN328W140A90-D040A6A12107C-1220CA 50mm 24V 14 4000k *30 >90 486 148 35 P67 14m
Optical parameter Accessories
LED Type: SMD2835
Color Rendering Index: >90 g y 4
" 4
CCT Range: 2700K~5500K/RGB/RGBW
r
Irritation Angle: 120 b / A
Light Efficiency: 25~30Lm/w
Entry cap Entry cap
Lumen Output/meter: 361~445Lm/m (110~136Lm/ft)
Enery Grade: N/A
ectric parameter 3 J
T6rmm - Va
Input Current/m: 0.625(max)A/m /
8 Can be bentin any direction Input Voltage: DC24V Entry cap End cap
B High luminous efficiency Power/M: 15W/m
B Resistance to saline solutions, Static Electricity: 1000V (ESD)
) . ) -
acids&alkali,corrosive gases and UV LEDs/Meter: 140LEDs/m B
o
Size of Section: 50mm = —_— ¢’
N
LEDs of Section 7 LEDs
Aluminum clip 12*20 strip
55—
I"'" £ o O
Dimension lﬂ' 8 \\300”‘”‘
12mm| Light Beam

gxueled
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NEON FLEX

NEON FLEX

® 12*25mm(Side view)

= High quality 1225 LED Neon Flex,With full range of colors 2400-5500K;
m Light source 1Bin/2Bin ; CRI>90;

= Anti-yellowing,Anti-UV,saline-alkali-resistance;

= Uniform light,No light spot, Could be different shapes;

= 5years warranty.

5m/10m 28.5mm

23-5’“"I‘_ N —

5]

® 15*14mm(Top view)

High quality 1514 LED Neon Flex,With full range of colors 2400-5500K;
Light source 1Bin/2Bin ; CRI>90;
Anti-yellowing,Anti-UV,saline-alkali-resistance;

Uniform light,No light spot, Could be different shapes;

5 years warranty.

‘ 5m/10m ani

- -300mm:-
16"‘"‘@ {( [ DQ

26mm:

2
O
(7p)
-
14
-
X
LLl
<
O
o
—
(/p)
N
(o)
o

MN328V140Q90-D027M6A12107N-1225C 50mm 24V 10 [ 2700k >90 292 98 29.2 P67 5m
MN328V140Q90-D030M6A12107N-1225C 50mm 24V 10 3000k >90 308 103 30.8 IP67 5m
MN328W140Q90-D040M6A12107N-1225C 50mm 24V 10 D 4000k >90 324 108 324 P67 5m
MN328W140Q90-D050M6A12107N-1225C 50mm 24V 10 5000k >90 327 109 327 IP67 5m
MN328W140Q90-D065M6A12107N-1225C 50mm 24V 10 6500k >90 330 110 33 P67 5m
MN328W140A90-D040A6A12107C-1225CA 50mm 24V 14 [ J4000k >90 398 121 28 IP67 14m

LED Type: SMD2835
Color Rendering Index: >90
CCT Range: 2400K~5500K
Irritation Angle: 300°
Light Efficiency: 28~33Lm/w
Lumen Output/meter: 276~330Lm/m (84~101Lm/ft)
Enery Grade: N/A
encpmnes
Input Current/m: 0.4(max)A/m
Input Voltage: DC24v
Power/M: 10W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 140LEDs/m
Size of Section: 50mm
LEDs of Section 7 LEDs
:
Dimension ] 300mm

Light Beam

www.mingxueled.com

Entry cap

Entry cap

Aluminum clip

Entry cap

End cap

12*25 strip

Lumen Output/meter: 680~816Lm/m (207~249Lm/ft)

Enery Grade: N/A

Input Current/m: 0.4(max)A/m
Input Voltage: DC24V 1514 strip
Power/M: 10W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m
Size of Section: 50mm
LEDs of Section 6 LEDs

1 inmum Diam

14mm N 300mm
l Dimension
\m\

Light Beam

MN328V120A90-D027M6A12106N-1514Z 50mm 24V 10 [ 2700k 2% >90 720 240 72 IP67 5m
MN328V120A90-D030M6A12106N-1514Z 50mm 24V 10 73000k 2% >90 760 254 76 IP67 5m
MN328W120A90-D040M6A12106N-1514Z 50mm 24V 10 [ ]4000k =% >90 800 267 80 IP67 5m
MN328W120A90-D050M6A12106N-1514Z 50mm 24V 10 [ 5000k %% >90 808 270 80.8 P67 5m
MN328W120A90-D065M6A12106N-1514Z 50mm 24V 10 75500k 2 >90 816 272 81.6 P67 5m

LED Type: SMD2835

: 0 0

Color Rendering Index: >90 p 5

CCT Range: 2400K~5500K ‘ ‘a

Irritation Angle: 140°

Entry cap End cap Plastic clip
Light Efficiency: 68~82Lm/w

www.mingxueled.com



NEON FLEX

NEON FLEX

® 20*20mm (Top view)

= High quality 1225 LED Neon Flex,With full range of colors 2400-5500K;
m Light source 1Bin/2Bin ; CRI>90;

= Anti-yellowing,Anti-UV,saline-alkali-resistance;

= Uniform light,No light spot, Could be different shapes;

= 5years warranty.

300mm 1000mm

SSiE

25 19.5

® 20%20 (Side view)

= High quality 1514 LED Neon Flex,With full range of colors 2400-5500K;
n Light source 1Bin/2Bin ; CRI>90;
= Anti-yellowing,Anti-UV,saline-alkali-resistance;
= Uniform light,No light spot, Could be different shapes;
= 5years warranty.
300mm 1000mm
g % E s'
25 9.5

MN328V120Q80-D027A6A12206N-2020ZA 50mm 24V 14.4 [ 2700k >80 864 263 60 IP67 5m
MN328V120Q80-D030A6A12206N-2020ZA 50mm 24V 14.4 3000k >80 912 278 63 IP67 5m
MN328V120Q80-D040A6A12206N-2020ZA 50mm 24V 14.4 D 4000k >80 960 293 68 P67 5m
MN328V120Q80-D050A6A12206N-2020ZA 50mm 24V 14.4 5000k >80 960 293 68 IP67 5m
MN328V120Q80-D065A6A12206N-2020ZA 50mm 24V 14.4 6500k >80 960 293 69 P67 5m
MN328W140A90-D040A6A12107C-2020ZA 50mm 24V 14 [ Ja000k >90 802 245 57 IP67 14m

LED Type: SMD2835
Color Rendering Index: >80
CCT Range: 2700K~5500K
Irritation Angle: 140°
Light Efficiency: 60~69Lm/w
Lumen Output/meter: 864~990Lm/m (263~302Lm/ft)
Enery Grade: N/A
ecpmnar
Input Current/m: 0.6(max)A/m
Input Voltage: DC24v
Power/M: 14.4W/m
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m
Size of Section: 50mm
LEDs of Section 6 LEDs
:
Dimension % 300mm

Light Beam

20mm_|

www.mingxueled.com

2020 side outlet/bottom
outlet end cap

AVERAGE BEAM ANGI?E(SO%):'I 14.1 DEG

2020 end cap

2020 Straight outlet

with hole

Z
O
7p)
=
14
-
X
LLl
Z
O
O
—
(7p)
N~
©
L

MN328W120Q80-D027A6A12106N-2020CA 50mm 24V 14.4 [ 2700k 2% >80 666 206 46 IP67 5m
MN328W120Q80-D030A6A12106N-2020CA 50mm 24V 144 3000k 2% >80 703 214 49 IP67 5m
MN328W120Q80-D040A6A12106N-2020CA 50mm 24V 144 [ ]4000k =% >80 740 226 52 IP67 5m
MN328W120Q80-D050A6A12106N-2020CA 50mm 24V 144 [ 5000k >80 740 226 52 IP67 5m
MN328W120Q80-D055A6A12106N-2020CA 50mm 24V 14.4 75500k 2 >80 740 226 52 P67 5m
MN328W140A90-DO40A6A12107C-2020CA 50mm 24V 14 [ ]4000k >90 746 227 53 IP67 14m

LED Type: SMD2835
Color Rendering Index: >80

CCT Range: 2700K~5500K
Irritation Angle: 140°

Light Efficiency: 46~52Lm/w

Lumen Output/meter: 666~740Lm/m (206~226Lm/ft)

Enery Grade: N/A
enpmnes

Input Current/m: 0.6(max)A/m

Input Voltage: DC24V

Power/M: 14.4W/m

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 50mm

LEDs of Section 6 LEDs

inmum Dianm’
300mm

Dimension m
|
L

20mm |

20mm

Light Beam

2020 side outlet/bottom
outlet end cap

AVERAGE BEAM ANGI?E(SO%):‘I 13.4DEG

Z— C0/180,113.4
—— €90/270,113.4

2020 end cap

L

2020 Straight outlet

www.mingxueled.com



NEON FLEX NEON FLEX

[ o o o
D22mm 360 D18mm 360 o)
= High quality D22mm LED Neon Flex,With full range of colors = High quality D25mm LED Neon Flex,With full range of colors :
2400-5500K/RGB; 2700-6500K/RGB/SPI RGB;
= Light source 1Bin/2Bin ; CRI>90; n Light source 1Bin/2Bin ; CRI>90; m
= Anti-yellowing,Anti-UV,saline-alkali-resistance; m Anti-yellowing,Anti-UV,saline-alkali-resistance; I_
= Uniform light,No light spot, Could be different shapes; = Uniform light,No light spot, Could be different shapes;
® 5 years warranty. = 5years warranty. x
Max.run Max.run m
length _300mm length _300mm_
i | - i | O
3 5 ( )
—
Item Code Cutinglength — IOBUC o CcTK Rendeng  Lmim Lm/ft LW PRate  Maxmun Item Code Cuttinglength  INBUC oo CCTK Rendering  Lmim Lmft  Lww  IPRate  Mxrum (7)
(Min.) voltage Index 9 length (Min.) voltage Index 9 length
N
MN328V240Q90-D024M6A10106N-R0O22Y 50mm 24V 20 2400k % >90 840 256 42 IP67 5m MF328W320G90-D018B6F06101N016001-1818YI 50mm 24V 16 1800k 90 890 271 56 IP67 5m Ile)
MN328V240Q90-D027M6A10106N-RO22Y 50mm 24V 20 [ 2700k == >90 945 288 47 P67 5m MF328W320G90-D027B6F06101NO16001-1818YI 50mm 24V 16 2700k 920 1,089 332 68 P67 5m n_
—
MN328V240Q90-D030M6A10106N-RO22Y 50mm 24V 20 3000k *® >90 1050 320 52 P67 5m MF328W320G90-D030B6F06101NO16001-1818YI 50mm 24V 16 3000k 90 1,150 351 72 P67 5m
MN328W240Q90-D040M6A10106N-RO22Y 50mm 24V 20 D4000k o >90 1155 352 57 P67 5m MF328W320G90-D040B6F06101NO16001-1818YI 50mm 24V 16 D400°k 90 1,150 351 72 P67 5m
MN328W240Q90-D050M6A10106N-RO22Y 50mm 24V 20 5000k % >90 1218 384 63 P67 5m MF328W320G90-D050B6F06101NO16001-1818YI 50mm 24V 16 5000k 920 1,210 369 75 P67 5m
MN328W240Q90-D065M6A10106N-R022Y 50mm 24V 20 5500k "% >90 1260 384 63 1P67 5m MF328W320G90-D065B6F0610TNO16001-1818YI 50mm 24V 16 6500k 90 1,210 369 75 N/A 5m
MN344A120Q00-D00006AT0106N-RO22Y 50mm 24V 20 B4 RGB N/A N/A N/A N/A IP67 5m
Optical parameter Accessories Optical parameter Accessories
LED Type: SMD2835 LED Type: SMD2835
Color Rendering Index: >90 Color Rendering Index: >80
CCT Range: 2400K~5500K/RGB CCT Range: 2700K~6500K
Irritation Angle: 360° Irritation Angle: 360°
Entry cap End cap Plastic clip Entry cap End cap Plastic clip
Light Efficiency: 42~63Lm/w Light Efficiency: 56~75Lm/w
Lumen Output/meter: 840~1260Lm/m (256~384Lm/ft) Lumen Output/meter: 890~1210Lm/m (271~369Lm/ft)
Enery Grade: N/A Enery Grade: N/A
Electric parameter Electric parameter
Input Current/m: 0.83(max)A/m Input Current/m: 0.67(max)A/m
. Transparent mounting clips N Transparent mounting clips
Input Voltage: DC24v Input Voltage: DC24V 20x16.6x15.3mm(L x W x H)
Power/M: 20W/m Power/M: 16W/m
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m*2/m ( \ LEDs/Meter: 160LEDs/m*2/m ( \
Size of Section: 50mm . Size of Section: 6.25mm ;
LEDs of Section 6 LEDs*2 LEDs of Section 1 LEDs*2
D22 strip D25 strip
®18+0.25mm
£ s
£ Light emitting
9% o N surface Light emitting
1= surface
7
Diameter
www.mingxueled.com www.mingxueled.com
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® D25mm 360°

= High quality D25mm LED Neon Flex,With full range of colors
2700-6500K/RGB/SPI RGB;

m Light source 1Bin/2Bin ; CRI>90;
m Anti-yellowing,Anti-UV,saline-alkali-resistance;
= Uniform light,No light spot, Could be different shapes;
m 5years warranty.
Max.run
length ~_300mm

25mm
=
9)

It CuttingLength Input COIO': Max.run
em Code (Min.) voltage Watt/m CCT/K Relndenng Lm/m Lm/ft LM/w  IPRate length
ndex

MN328V320Q90-D027M6A10101N-2525YE 6.25mm 24V 20 2700k ¢ >80 1,320 402 66 P67 5m
MN328V320Q90-D030M6A10101N-2525YE 6.25mm 24V 20 3000k %% >80 1,390 424 70 P67 5m
MN328W320Q90-D040M6A10101N-2525YE 6.25mm 24V 20 4000k "5 >80 1,495 447 73 P67 5m
MN328W320Q90-D050M6A10101N-2525YE 6.25mm 24V 20 5000k "% >80 1,495 456 75 P67 5m
MN328W320Q90-D055M6A10101N-2525YE 6.25mm 24V 20 6500k =2 >80 1,530 466 77 P67 5m
MN328U480Q90-D027N6A10106N-RO25Y 6.25mm 24V 20 T >80 820 250 820 IP67 5m
MN344A240Q00-D00006A12106N-RO25Y 6.25mm 24v 20 B2 RGB N/A 622 194 31 IP67 5m
MN250A192Q00-DO0ON6A101015-R0O25Y 10.4mm 12v 20 Il RGB SPI N/A 328 103 16 1P67 5m

Optical parameter Accessories

LED Type: SMD2835

Color Rendering Index: >80 )I' ”’

CCT Range: 2700K~6500K/RGB/SPIRGB ’/ﬂ

Irritation Angle: 360°

Entry cap End cap Plastic clip

Light Efficiency: 66~77Lm/w

Lumen Output/meter: 1320~1530Lm/m (402~466Lm/ft)

Enery Grade: N/A

Electric parameter

Input Current/m: 0.83(max)A/m

input Voltage: i e

Power/M: 20W/m

Static Electricity: 1000V (ESD)

LEDs/Meter: 160LEDs/m*2/m /_\
Size of Section: 6.25mm \:_.;7

LEDs of Section 1 LEDs*2
D25 strip
. 25mm € )
Ligh Q) L
ight emitting N he
@ surface A \

A \
NN

»d.com f A www.mingxueled.com
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InjeCtio n-mou Id ed co n neCtor Note: Unless otherwise stated, the tolerance of the connectoris +0.5mm.

11.5mm 2mm

Injection-moulded Front ]
Connector (side)

5.8mm

Connects light to power supply with
pre-installed side feed cable, IP67. 11m
Cable length available in 0.3m, 1m, 1 D12mim
3m, 5m, 10m, 15m, 20m. 7mm

Straight out 14mm

11.5mm 2mm

Injection-moulded Front i
Connector (side)

5.8mm

Connects light to power supply with
pre-installed side feed cable, IP67. 11mmh
Cable length available in 0.3m, 1m, ©12min
3m, 5m, 10m, 15m, 20m. 7mm

14mm

Outlet on the right side

Injection-moulded Front
Connector (top end)

11.5mm 11mm 5mm

Connects light to power supply with
pre-installed end feed cable, IP67.
Cable length available in 0.3m, 1Im,
3m, 5m, 10m, 15m, 20m.

= g Difference Neon dimensions are availiable

With fast connnect and install accessories.

21.5mm

{ d12mm
Bottom outlet

Injection-moulded Front 11.5mm 14mm
Connector (bottom) N 2mm |

Connects light to power supply with
pre-installed bottom feed cable, IP67.
Cable length available in 0.3m, 1m, 3m,
5m, 10m, 15m, 20m.

23.5mm

34.5mm
11mm

|

b | d12mm
Exit on the left side

Note:For injection connectors, it is avaliable for neonflex MX1212; MX1615; MX1220.
We can customize both the length of the cable and neonflex according to the
customer's needs.

www.mingxueled.com
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IP67 LED STRIP

SLICON EXTRUSION

® 2835SMD 70LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

Dimension

Smm

L0 G810 O gom

12mm

100mm (3.94")

IP67 LED STRIP

SLICON EXTRUSION

¢ 2835SMD 80LED

MF328V070Q80-D0270M6A10107N 70 24V 6 2700k gg 2‘7‘2 %g% ;28 IP67 10mm
! 80 690 215 115
MF328V070Q80-D030M6A10107N 70 24V 6 . 3000k 90 504 185 99 1P67 10mm
X 80 720 225 120
MF328W070Q80-D040M6A10107N 70 24V 6 | |a000k 00 612 193 102 IP67 10mm
! 80 726 226 121
MF328W070Q80-D050M6A10107N 70 24V 6 5000k %0 624 195 104 P67 10mm
g 80 726 226 121
MF328W070Q80-D060M6A10107N 70 24V 6 . 6000k 20 624 195 104 1P67 10mm
LED Type: SMD2835
Color Rendering Index: 80/90
CCT Range: 2700K~6000K
Irritation Angle: 120°
Light Efficiency: 96~121Lm/w
Lumen Output/meter: 576~726Lm/m (180~226Lm/ft)
Enery Grade: B
AVERAGE BEAM ANGLE (50%) :111.1 DEG
Input Current/m: 0.25A/m(0.08A/ft)
Input Voltage: DC24V . 1 i -
= 329
Power/M: 6W/m(1.8W/ft) ol —
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 70LEDs/m : € @ @T
LE el
Size of Section: 100mm(3.94")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs
=R RN
L=
— MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

www.mingxueled.com
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=)@

- 86

—
= High Quality products with full range of colors from 1800K-6500K; :
m Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation; m
= 5years warranty. |_
Dimension m
S pso 0 Jfen [ o=2)s -
12mm
100mm (3.94") O
—
J
—
N~
MF328V080Q80-D0280M6A10108N 80 24V 7.2 2700k 38 ?3‘1‘ %;; } (2)171 IP67 10mm ©
. 80 931 283 129
MF328V080Q80-D030M6A10108N 80 24V 7.2 [ 3000k 90 305 245 179 IP67 10mm &
- 80 990 301 137
MF328W080Q80-D040M6A10108N 80 24V 7.2 | |a000k %0 355 260 119 P67 10mm
. 80 1,003 305 139
MF328W080Q80-D050MG6A10108N 80 24V 7.2 5000k 90 873 266 121 P67 10mm
. 80 1,017 310 41
MF328W080Q80-D060MGA10108N 80 24V 7.2 16000k 9 882 269 122 IP67 10mm
LED Type: SMD2835
Color Rendering Index: 80/90
CCT Range: 2700K/3000K/4000K/5000K/6000K
Irritation Angle: 120°
Light Efficiency: 107~141Lm/w

Lumen Output/meter: 774~1017Lm/m (236~310Lm/ft)

Enery Grade: E/F
ecpmner

Input Current/m: 0.3A/m (0.09A/ft)

Input Voltage: DC24vV

Power/M: 7.2W/m (2.25W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 80LEDs/m

Size of Section: 100mm(3.94")

LEDs of Section 8 LEDs

.

AVERAGE BEAM ANGLE (50%) :111.1 DEG

Recommended Profiles

IXI=JEnip-2

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
. e
;] nawel
— — [
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
— @ s
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

W0 BE

www.mingxueled.com
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IP67 LED STRIP SLICON EXTRUSION IP67 LED STRIP SLICON EXTRUSION

® 2835SMD 126LED ® 2835SMD 140LED

—
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K; :
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; = Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation; = CRI80,CRI90,CRI95+Branded 3M tape for installation; m
= 5years warranty. = 5years warranty. |_
Dimension Dimension m
e o o o o S »- - T
- 010 o0 @ g 00 R =] >
12mm m
55.5mm (2.2") 50mm (1.97") O
—
—
80 1,180 360 118 80 1,269 87 112 N
MF328V126Q80-D0270M6A10107N 126 24V 10 2700k 90 1,010 307 101 IP67 10mm MF328V140Q80-D0270M6A10107N 140 24V 12 2700k 90 1,200 323 88 IP67 10mm ©
| 80 1,240 378 124 . 80 1,340 408 118
MF328V126Q80-D030M6A10107N 126 24V 10 [ 3000k %0 1050 320 105 P67 10mm MF328V140Q80-D030M6A10107N 140 24V 12 [ 3000k 90 1120 341 03 IP67 10mm &
MF328W126Q80-D040M6AT0107N 126 24V 10 80 1,314 400 131 10 MF328W140Q80-D040MGAT0107N 14 24V 12 80 1,410 430 118
< 4000k 90 1131 345 113 P67 mm ° 0 4000k 90 1179 389 98 P67 10mm
| 80 1,320 402 132 . 80 1,410 430 118
MF328W126Q80-D050M6A10107N 126 24V 10 5000k 90 1150 350 115 P67 10mm MF328W140Q80-D050M6A10107N 140 24V 12 5000k 90 1179 359 98 P67 10mm
| 80 1,325 404 132 . 80 1,410 430 118
MF328W126Q80-D060M6AT0107N 126 24V 10 [ 6000k 920 1155 352 115 P67 10mm MF328W140Q80-D060M6A10107N 140 24V 12 6000k 90 1179 359 08 P67 10mm
LED Type: SMD2835 ".. LED Type: SMD2835
-120
Color Rendering Index: 80/90 Color Rendering Index: 80/90
CCT Range: 2700K~6000K CCT Range: 2700K/3000K/4000K/5000K/6000K o
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 101~132Lm/w Light Efficiency: 88~118Lm/w 6o
Lumen Output/meter: 1010~1325Lm/m (307~404Lm/ft) Lumen Output/meter: 1120~1410Lm/m (341~430Lm/ft)
Enery Grade: m Enery Grade: B
AVERAGE BEAM ANGLE (50%) :112.1 DEG AVERAGE BEAM ANGLE (50%) :112.0 DEG
Input Current/m: 0.42A/m(0.13A/ft) Input Current/m: 0.5A/m (0.15A/ft)
Input Voltage: DC24v B I | - Input Voltage: DC24vV . ] -
X = oy =¥ LY &
Power/M: 10W/m(1.8W/ft) ol — Power/M: 12W/m (3.65W/ft) ol —
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
LEDs/Meter: 126LEDs/m m} .€ @ @T LEDs/Meter: 140LEDs/m m (1 @I
s — = = — =
Size of Section: 55.5mm(2.2") Size of Section: 50mm(1.97")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 7 LEDs LEDs of Section 7 LEDs

I L @ = -
i
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

1)

www.mingxueled.com www.mingxueled.com
| B | L



IP67 LED STRIP

SLICON EXTRUSION

IP67 LED STRIP

SLICON EXTRUSION

® 2835SMD 168LED

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

Dimension

I 00 0 d[en [

Item Code

MF328V168Q80-D0270M6A10107N
MF328V168Q80-D030M6A10107N

MF328W168Q80-D040M6A10107N
MF328W168Q80-DO50M6AT0107N

MF328W168Q80-D060M6AT0107N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

41.6mm (1.64")

LEDs
meter

168

168

168

168

168

Smm

12mm
Input
voltage Watt/m CCT/K
24V 14.4 2700k
24V 14.4 3000k
24V 14.4 4000k
24V 14.4 5000k
24V 14.4 6000k
SMD2835
80/90

2700K~6000K
120°

105~137Lm/w

1475~1915Lm/m (449~583Lm/ft)

E/F

0.6A/m(0.2A/ft)
DC24v
14.4W/m(4.5W/ft)
1000V (ESD)
168LEDs/m
41.6mm(1.64")

7 LEDs

www.mingxueled.com
| |

Color
Rendering
Index

80
920

80
90

80
90
80
90
80
90

Lm/m Lm/ft LM/w IP Rate PCB Width
1,715 522 123
1475 449 105 P67 10mm
1,800 548 128
1500 457 107 P67 10mm
1,906 581 136
1641 500 117 IP67 10mm
1910 58 137
1660 506 118 IP67 10mm
1915 583 137
1700 518 121 IP67 10mm
-/+180
-150 150
-120 120
90
60
UNIT:cd
~—C0/180,113.0
30—C90/270,11145

AVERAGE BEAM ANGLE (50%) :112.3 DEG

Recommended Profiles

MX-RS-A009

MX-RS-A003

el

MX-RS-A002

MX-RS-A005

E Ne .
AN+
MX-RS-A010 MX-RS-A014 MX-RS-A019

MX-RS-A020

MX-RS-A006 MX-RS-A007 MX-RS-A008

@ s || @ @

® 0805 Silicon
extrusion strip

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

Dimension

\
24VDC ‘

50mm(1.97")

T

£
8mm L4

| |
150mm(5.91")

Item Code

MF304V480Q90-D027M6A06124N
MF304V480Q90-D030M6A06124N
MF304W480Q90-D040M6A06124N
MF304W480Q90-D050M6A06124N

MF304W480Q90-D060M6A06124N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

5,000mm(16.4)

LEDs
meter

480
480
480
480

480

Input
voltage Watt/m CCT/K
24V 9.6 2700k
24V 9.6 3000k
24V 9.6 4000k
24V 9.6 5000k
24V 9.6 6000k
COB 9*22mil

Ra>85
2700K/3000K/4000K/5000K/6000K
120°

81~86Lm/w

778~826Lm/m (243~258Lm/ft)

0.4A/m (0.12A/ft)
DC24v

9.6W/m (3.2W/ft)
1000V (ESD)
480LEDs/m
50mm(1.97")

24 LEDs

Color
Rendering Lm/m Lm/ft LM/w IP Rate

Index
88 778 243 81 P67
88 797 249 83 P67
88 826 255 85 P67
88 826 258 86 P67
88 826 258 86 P67

"'
[750X>
s

]
i
i

1]
O
W
N

\

QR
S

o
=

4

AVERAGE BEAM ANGLE (50%) :122.8 DEG

Recommended Profiles

il

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

MX-RS-A001

oI I

MX-RS-A005

MX-RS-A002

MX-RS-A006

=

MX-RS-A009 MX-RS-A010

PCB Width

6mm

6mm

2
O
(/9]
=
14
[
X
L
2
@)
©
—
(7p)
N~
o
o

6mm

6mm

6mm

~—C0/180,139.9
30 €90/270,105.8

!
1)
1

MX-RS-A020

MX-RS-A008

MX-RS-A019

wz]®)

www.mingxueled.com
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IP67 LED STRIP

SLICON EXTRUSION

® COB 480LEDs

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

IP67 LED STRIP

SLICON EXTRUSION

® COB 512LEDs

Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

High Quality products with full range of colors from 1800K-6500K;

§

e, G
-

5 years warranty.

24VDC |

50mm(1.97") |

—— i — [ ’

| |
150mm(5.91")

5,000mm(16.4)

Item Code rti?es ; vg}?au ; A Watt/m CCT/K Relgg!.:::ng
ndex

MF309V480Q90-D027M6A06124N 480 24V 12 2700k 90
MF309V480Q90-D030M6A06124N 480 24V 12 [ 3000k 90
MF309W480Q90-D040M6A06124N 480 24V 12 4000k 90
MF309W480Q90-D050M6A06124N 480 24V 12 5000k 90
MF309W480Q90-D060M6A06124N 480 24V 12 6000k 90

Optical parameter

LED Type: COoB

Color Rendering Index: 90

CCT Range: 2700K~6000K
Irritation Angle: 120°
Light Efficiency: 88~99Lm/w

Lumen Output/meter:

Enery Grade:

Electric parameter

1054~1194Lm/m (329~373Lm/ft)

Input Current/m: 0.50A/m(0.15A/ft)

Input Voltage: DC24v

Power/M: 12W/m(3.75W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 480LEDs/m

Size of Section: 50mm(1.97")

LEDs of Section 24 LEDs
Waterproof Rate

Lm/m Lm/ft LM/w IP Rate PCB Width

1,054 329 88 P67 10mm

1,113 347 93 P67 10mm

1,171 366 96 P67 10mm

1,182 369 98 P67 10mm

1,194 373 99 P67 10mm
-/+180

AVERAGE BEAM ANGLE (50%) :116.9 DEG

Recommended Profiles

Lo
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
g . - € “;
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
55 @ ezl
L=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

www.mingxueled.com
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5 years warranty.

24vDC }

62.5mm(2.46") |

o —
(0.39")

150mm(5.91")

Item Code

MF304V480Q90-D027M6A06124N
MF304V480Q90-D030M6A06124N
MF304W480Q90-D040M6A06124N
MF304W480Q90-D050M6A06124N

MF304W480Q90-D060M6A06124N

Optical parameter
LED Type:

Color Rendering Index:
CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

5,000mm(16.4')

LEDs Input Color
meter voltage Watt/m CCT/K Relr:‘(jje;)l(ng
512 24V 12 2700k 90
512 24v 12 9 3000k 90
°12 24V 12 4000k 90
>12 24V 12 5000k 90
512 4V 12 6000k 9

coB

90

2700K~6000K

120°

85~95Lm/w

1026~1140Lm/m (312~347Lm/ft)

0.50A/m

DC24v
12W/m(3.65W/ft)
1000V (ESD)
512LEDs/m
62.5mm(2.46")

32 LEDs

3 A

Lm/m Lm/ft LM/w IP Rate PCB Width

2
O
(/9]
=
14
[
X
L
2
@)
©
—
(7))
N~
o
o

1,026 312 85 IP67 10mm

1,026 312 85 IP67 10mm

1,140 347 95 P67 10mm

1,140 347 95 IP67 10mm

1,140 347 95 P67 10mm
-/+180

AVERAGE BEAM ANGLE (50%) :116.9 DEG

Recommended Profiles

I =g

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
— I
1YY el
—r— — [——1
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= [ —@
=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

www.mingxueled.com
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CONSTANT CURRENT SERIES

® 24V-1M-420LEDCOB

Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;
5 years warranty.

24VDC | 50mm(1.97")

54H E’.“Q-)

150mm(5.91")

5,000mm(16.4)

LEDs Input

Item Code e voltage Watt/m
MF309W420A90-D027A6A08307C 420 24V 9.6
MF309W420A90-D030A6A08307C 420 24V 9.6
MF309W420A90-D040A6A08307C 420 24V 9.6
MF309W420A90-D050A6A08307C 420 24V 9.6
MF309W420A90-D060A6A08307C 420 24V 9.6

Optical parameter

LED Type: COoB

Color Rendering Index: 90

CCT Range: 2700K~6000K
Irritation Angle: 180°

Light Efficiency: 81~90Lm/w

Lumen Output/meter: 778~864Lm/m (237~263Lm/ft)

Enery Grade:

Electric parameter

Input Current/m: 0.40A/m(0.15A/ft)

Input Voltage: DC24v

Power/M: 9.6W/m(2.92W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 420LEDs/m

Size of Section: 50mm(1.97")

LEDs of Section 21 LEDs
Waterproof Rate

www.mingxueled.com

| B |

High Quality products with full range of colors from 1800K-6500K;

CCT/K

2700k
3000k
4000k
5000k

6000k

Color
Rendering Lm/m Lm/ft LM/w IP Rate PCB Width
Index
90 778 237 81 1P20 8mm
90 821 250 86 1P20 8mm
920 864 263 90 1P20 8mm
90 864 263 90 1P20 8mm
90 864 263 90 1P20 8mm
-/+180
-120 120
-90 90
-60
UNIT:cd
~—C0/180,159.2
_30 ——€90/270,117.1

0
AVERAGE BEAM ANGLE (50%) :138.2 DEG

Recommended Profiles

iy !
1

Lo
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
g . - € “;
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
55 £§;;:) lepal
B
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

CONSTANT CURRENT SERIES

® 24V-1M-120LED2835

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

Javpe L 50mm(1.97") |

z=%=:llI'IEb|EE@|||||||||||||||||||||||||lij‘tOmm
(0.31")

| | |
150mm(5.91") 5,000mm(16.4')

2
L
14
L
)
-
Z
L
(14
(14
>
O
-
Z
<
-
v
Z
O
O

Color
Item Code a0 MPUt  \vatt/m  CCT/K  Rendering  Lm/m Lm/ft  LM/w  IPRate  PCBWidth
meter voltage
Index
MF309W420A90-D027A6A10307C 420 24V 9.6 . 2700k 90 778 237 81 P20 10mm
MF309W420A90-D030A6A10307C 420 24V 9.6 3000k 920 821 250 86 P20 10mm
MF309W420A90-D040A6A10307C 420 24V 9.6 4000k 920 864 263 920 P20 10mm
MF309W420A90-D050A6A10307C 420 24V 9.6 5000k 920 864 263 920 P20 10mm
MF309W420A90-D060A6A10307C 420 24V 9.6 6000k 90 864 263 90 IP20 10mm
Optical parameter -/+180
LED Type: coB
Color Rendering Index: 90 120 120
CCT Range: 2700K~6000K
-90 90
Irritation Angle: 180°
Light Efficiency: 81~90Lm/w
-60
Lumen Output/meter: 778~864Lm/m (237~263Lm/ft) ONIT:cd

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0.40A/m

DC24v
9.6W/m(2.92W/ft)
1000V (ESD)
420LEDs/m
50mm(1.97")

21LEDs

”—C0/180,158.9
——€90/270,117.4
30 /

0
AVERAGE BEAM ANGLE (50%) :138.1 DEG

Recommended Profiles

Ly LY =

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
T 171 @il
T 1T el
—r— - — =
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
= [ —@

=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

fwx]®)

B

www.mingxueled.com
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CONSTANT CURRENT SERIES

CONSTANT CURRENT SERIES

® 24V-1M-120LED2835

5 years warranty.

W 6 0 B o
50mm (1.97")
LEDs Input
L meter voltage
MF328W120A90-D027A6A10106C 120 24V
MF328W120A90-D030A6A10106C 120 24V
MF328W120A90-D040A6A10106C 120 24V
MF328W120A90-D050A6A10106C 120 24V
MF328W120A90-D060A6A10106C 120 24V
Optical parameter
LED Type: 2835
Color Rendering Index: 90

CCT Range:

Irritation Angle:

Light Efficiency:

Lumen Output/meter:

Enery Grade:

Electric parameter

Input Current/m:

Input Voltage:

Power/M:

Static Electricity:

LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

2700K~6000K
120°

90~100Lm/w

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

Watt/m CCT/K
9 2700k
9 3000k
9 4000k
9 5000k
9 6000k

810~900Lm/m (247~274Lm/ft)

Color
Rendering Lm/m Lm/ft LM/w
Index
90 810 247 920
90 855 261 95
920 900 274 100
90 900 274 100
90 900 274 100

-120

>
0

-/+180

’go
Z‘-‘

|
.
1

I

-90

N
\[]
W

N

2}

1]

<

\
X

2!
—

7

-30

0
AVERAGE BEAM ANGLE (50%) :117.1 DEG

Recommended Profiles

0.40A/m(0.15A/ft)
DC24v
9W/m(2.75W/ft)
1000V (ESD)
120LEDs/m
50mm(1.97")

6 LEDs

MX-RS-A001

m

MX-RS-A005

MX-RS-A009

MX-RS-A006

—_

MX-RS-A010

IP Rate

1P20
1P20
1P20
1P20

1P20

MX-RS-A003

. §

MX-RS-A007

A

MX-RS-A014

www.mingxueled.com

PCB Width

10mm

10mm

10mm

10mm

10mm

=%
—
MX-RS-A020

@l

MX-RS-A008

-

MX-RS-A019

® 24V-1M-120LED2835

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

0 Qe | 12mm
50mm (1.97")
LEDs Input
Item Code T voltage Watt/m

MF328W120A90-D040A6A12106C 120 24V 9
MF328W120A90-D040A6A12106C 120 24V 9
MF328W120A90-D040A6A12106C 120 24V 9
MF328W120A90-D040A6A12106C 120 24V 9
MF328W120A90-D040A6A12106C 120 24V 9

Optical parameter

LED Type: 2835

Color Rendering Index: 90

CCT Range: 2700K~6000K
Irritation Angle: 120°

Light Efficiency: 90~100Lm/w
Lumen Output/meter: 810~900Lm/m (247~274Lm/ft)
Enery Grade:

Electric parameter

Input Current/m: 0.40A/m

Input Voltage: DC24v

Power/M: 9W/m(2.75W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section: 50mm(1.97")

LEDs of Section 6 LEDs
Waterproof Rate

IP65

CCT/K

2700k
3000k
4000k
5000k

6000k

Color
Rendering
Index

90

90

90

90

90

Lm/m Lm/ft LM/w
810 247 90
855 261 95
900 274 100
900 274 100
900 274 100

0
AVERAGE BEAM ANGLE (50%) :116.9 DEG

Recommended Profiles

MX-RS-A005

MX-RS-A009

MX-RS-A002

.e

MX-RS-A006

=

MX-RS-A010

IP Rate

1P20

1P20

1P20

1P20

1P20

PCB Width

12mm
12mm
12mm

12mm

2
L
14
L
)
-
Z
L
(14
(14
>
O
-
Z
<
-
v
Z
O
O

12mm

2 C0/180,116.9

— 270,116.
30 €90/270,116.8

il

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

@

ch'ls “SE,Q"‘ w it

!
1)
1

MX-RS-A020

MX-RS-A008

MX-RS-A019

www.mingxueled.com
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CONSTANT CURRENT SERIES

CONSTANT CURRENT SERIES

® 24V-1M-140LED2835

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

0 808 @ [
50mm (1.97")
Color
LEDs Input .
Item Code e voltage Watt/m CCT/K Rendering
Index
MF328W120A90-D027A6A10107C 140 24V 14 2700k 90
MF328W120A90-D030A6A10107C 140 24V 14 3000k 90
MF328W120A90-D040A6A10107C 140 24V 14 4000k 90
MF328W120A90-D050A6A10107C 140 24V 14 5000k 90
MF328W120A90-D060A6A10107C 140 24V 14 6000k 90
Optical parameter
LED Type: 2835
Color Rendering Index: 90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

2700K~6000K
120°
104~115Lm/w

1449~1610Lm/m (442~491Lm/ft)

0.58A/m

DC24v
14W/m(4.26W/ft)
1000V (ESD)
140LEDs/m
50mm(1.97")

7 LEDs

Lm/m Lm/ft LM/w
1,449 442 104
1,530 466 109
1,610 491 115
1,610 491 115
1,610 491 115

IP Rate

1P20

1P20

1P20

1P20

1P20

PCB Width

10mm

10mm

10mm

10mm

10mm

0
AVERAGE BEAM ANGLE (50%) :116.4 DEG

Recommended Profiles

MX-RS-A001

|
m -

MX-RS-A005

MX-RS-A006

—_

MX-RS-A009 MX-RS-A010

MX-RS-A003

3

MX-RS-A007

N

MX-RS-A014

www.mingxueled.com
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A1
—
MX-RS-A020

@l

MX-RS-A008

-

MX-RS-A019

® 24V-1M-140LED2835

5 years warranty.

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

()0 0 0 0 0 O Oeemm
50mm (1.97")
LEDs Input

Item Code T voltage Watt/m CCT/K
MF328W120A90-D027A6A12107C 140 24V 14 2700k
MF328W120A90-D030A6A12107C 140 24V 14 3000k
MF328W120A90-D040A6A12107C 140 24V 14 4000k
MF328W120A90-D050A6A12107C 140 24V 14 5000k
MF328W120A90-D060A6A12107C 140 24V 14 6000k
Optical parameter
LED Type: 2835
Color Rendering Index: 90

CCT Range:

Irritation Angle:

Light Efficiency:
Lumen Output/meter:

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

2700K~6000K
120°
104~115Lm/w

1449~1610Lm/m (442~491Lm/ft)

0.58A/m

DC24v
14W/m(4.26W/ft)
1000V (ESD)
140LEDs/m
50mm(1.97")

7 LEDs

Color
Rendering
Index

90

90

90

90

90

Lm/m Lm/ft LM/w
1,449 442 104
1,530 466 109
1,610 491 115
1,610 491 115
1,610 491 115

0
AVERAGE BEAM ANGLE (50%) :116.6 DEG

Recommended Profiles

MX-RS-A002

.e

MX-RS-A005 MX-RS-A006

=

MX-RS-A009 MX-RS-A010

IP Rate

1P20

1P20

1P20

1P20

1P20

30

il

MX-RS-A003

MX-RS-A007

N

MX-RS-A014

PCB Width

12mm
12mm
12mm

12mm

2
L
14
L
)
-
Z
L
(14
(14
>
O
-
Z
<
-
v
Z
O
O

12mm

> C0/180,116.8
~——€90/270,116.4

!
1)
1

MX-RS-A020

MX-RS-A008

MX-RS-A019

wx®)

B
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CONSTANT CURRENT SERIES

[
48V-1M-160LED2835 £
= High Quality products with full range of colors from 1800K-6500K; - Lu
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; =
= CRI80,CRI90,CRI95+Branded 3M tape for installation; a m
= 5years warranty. =i$
" -
=
= Z
_ _ _ _ _ w_n m
I 000 || om :
' - B %
50mm (1.97") %
Color
Item Code s MPUt  \vatym  CCT/K  Rendering  Lm/m Lm/ft  LM/w  IPRate  PCBWidth =
meter voltage Z
Index
MF428W160A90-D040A6A10108C 160 48V 12.5 .2700k 90 1,575 480 126 1P20 10mm E
MF428W160A90-D040A6A10108C 160 48V 12.5 3000k 90 1,663 507 133 1P20 10mm m
MF428W160A90-D040A6A10108C 160 48v 125 4000k 90 1750 534 140 P20 10mm 2
MF428W160A90-D040A6A10108C 160 48V 125 5000k 90 1,750 534 140 1P20 10mm o
MF428W160A90-D040A6A10108C 160 48V 12.5 6000k 90 1,750 534 140 P20 10mm 0
Optical parameter
LED Type: 2835
Color Rendering Index: 90 120 120
CCT Range: 2700K~6000K
. -90 90
Irritation Angle: 120°
Light Efficiency: 126~140Lm/w
Lumen Output/meter: 1575~1750Lm/m (480~534Lm/ft) ‘~ (11N X s
Enery Grade: -~ €90/270,117.0

0
AVERAGE BEAM ANGLE (50%) :117.1 DEG

Electric parameter
Recommended Profiles

Input Current/m: 0.26A/m
Input Voltage: DC48V ] E[
Power/M: 12.5W/m(3.81W/ft) -
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 160LEDs/m { ;@ “L
Size of Section: 50mm(1.97") -
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 8 LEDs
=
[ 1 =] ] : 7;
B
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

Sie

www.mingxueled.com

| BER |

www.mingxueled.com
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CERTIFIED E473513 Intertek ENERGYSTAR | e

I ENERG*
SUPPLIER’S NAME
XXXXX XXXX  XXXXXX

'

“MINI CUT SERIES
N T

XX
kWh/1000h

LED strip light is one of the most popular
products in LED lighting market which is
widely used for personal and commercial
purposes,including indoor and outdoor
decorations.From the background lighting
f ac ising 1 kitchen lighting,
X iakiting

M e

x

o

frsseann

Warranty

®

Cuttable

www.mingxueled.com
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MINI CUT SERIES

MINI CUT SERIES

® 12V-1M120LED2025

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

O -0 =0 : O O - 0 =0 |7mm

ko

8.33mm
(0.32")

® 12V-1M120LED2835

= High Quality products with full range of colors from 1800K-6500K;
m Provide 1BIN/2BIN,SDCM<3/SDCM<5;

m CRI80,CRI90,CRI95+Branded 3M tape for installation;

= 5years warranty.

BOsS0sSDsadsaed [smm

8.33mm
(0.32")

)]
—
14
Ll
(1))
-
-
O
2
=

MF220W120A90-D027A1A07104N 120 12v 10 2700k 90 810 247 81 IP20 7mm
MF220W120A90-D030A1A07104N 120 12V 10 [ 3000k 90 855 261 86 1P20 7mm
MF220W120A90-D040ATA07104N 120 12V 10 | |a000k 20 900 274 20 1P20 7mm
MF220W120A90-D050A1A07104N 120 12v 10 5000k 20 900 274 920 1P20 7mm
MF220W120A90-D060A1A07104N 120 12v 10 [ 6000k 20 90 274 20 1P20 7mm

LED Type: 2025

Color Rendering Index: 90

CCT Range: 2700K~6000K

Irritation Angle: 120°

Light Efficiency: 81~90Lm/w

Lumen Output/meter: 810~900Lm/m (247~274Lm/ft)

Enery Grade: B
encpmnes

Input Current/m: 0.83A/m(0.25A/ft)

Input Voltage: DC12v

Power/M: 10W/m(3.04W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 120LEDs/m

Size of Section:

8.33mm(0.32")

LEDs of Section

1LEDs

== B E

www.mingxueled.com
| ERE |

—C0/180,117.1
0—::90/210,115.2

0
AVERAGE BEAM ANGLE (50%) :116.6 DEG

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
. ,.
LH L LY &
—r— — [—
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
L % =1
=t | == e
=
MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019
‘ ( E R&s} {‘@“ [w ‘ '"%;:“] ‘ :@”] .

MF228W120A90-D027A1A05101N 120 12v 9 2700k 90 855 261 95 IP20 5mm
MF228W120A90-D030ATA0510TN 120 12v 9 . 3000k 920 903 275 100 P20 5mm
MF228W120A90-D040A1A05101N 120 12v 9 | |ao00k 90 950 290 105 P20 5mm
MF228W120A90-D050ATA0510TN 120 12v 9 5000k 920 950 290 105 P20 5mm
MF228W120A90-DO60ATA05101N 120 12V 9 [ 6000k 90 950 290 105 P20 5mm

LED Type: 2835

-120 120
Color Rendering Index: 90
CCT Range: 2700K~6000K
-90 90
Irritation Angle: 120°
Light Efficiency: 95~105Lm/w
-60
Lumen Output/meter: 855~950Lm/m (261~290Lm/ft) o ames
Enery Grade: B —C90/276,11;.6
AVERAGE BEAM ANG%E(SO%) :117.6 DEG

Input Current/m: 0.50A/m

Input Voltage: DC12v

Power/M: 9W/m(2.74W/ft)

MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 120LEDs/m

Size of Section:

8.33mm(0.32")

LEDs of Section

1LEDs

== B E

2
s

MX-RS-A005

Ll

MX-RS-A007

MX-RS-A006

A

MX-RS-A008

MX-RS-A009

= K

MX-RS-A010

MX-RS-A014

=]
r

MX-RS-A019

[Cé][ute

530180

www.mingxueled.com
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MINI CUT SERIES MINI CUT SERIES

[ [
12V-1M120LED 2835 12V-1M160LED 2835 L
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K;
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; m Provide 1BIN/2BIN,SDCM<3/SDCM<5; m
= CRI80,CRI90,CRI95+Branded 3M tape for installation; m CRI80,CRI90,CRI95+Branded 3M tape for installation; m
= 5years warranty. = 5years warranty.
® T & & & &= 1 D B¢ [6mm
 HDAD D Ul FOSDE 080508 O
024 —
LEDs Input C°'°! ; LEDs Input c°|°': .
Item Code Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB Width Item Code Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB Width
meter voltage Index meter voltage Index
MF228W120A90-D027A1A08101N 120 12V 9 2700k 90 855 261 95 1P20 8mm MF228W160A90-D027A1A06101N 160 12V 12 2700k 90 1,080 329 90 1P20 6mm
MF228W120A90-D030ATA08101N 120 12v 9 3000k 90 903 275 100 1P20 8mm MF228W160A90-D030A1A06101N 160 12V 12 3000k 90 1,140 348 95 1P20 6mm
MF228W120A90-D040A1A08101N 120 12v 9 4000k 90 950 290 105 1P20 8mm MF228W160A90-D040ATA06101N 160 12V 12 4000k 90 1,200 366 100 1P20 6mm
MF228W120A90-D050A1A08101N 120 12V 9 5000k 90 950 290 105 1P20 8mm MF228W160A90-DO50A1A06101N 160 12V 12 5000k 90 1,200 366 100 1P20 6mm
MF228W120A90-DO60ATA08101N 120 12v 9 6000k 90 950 290 105 1P20 8mm MF228W160A90-DO60ATA06101N 160 12V 12 6000k 90 1,200 366 100 1P20 6mm
Optical parameter Optical parameter
LED Type: 2835 LED Type: 2835
Color Rendering Index: 90 e Color Rendering Index: 90
CCT Range: 2700K~6000K CCT Range: 2700K~6000K
920
Irritation Angle: 120° Irritation Angle: 120°
Light Efficiency: 95~100Lm/w Light Efficiency: 90~100Lm/w
Lumen Output/meter: 855~950Lm/m (261~290Lm/ft) ‘ y ,‘ o miea Lumen Output/meter: 1080~1200Lm/m (329~366Lm/ft)
~ N “ :C90/276,11:l.9
Enery Grade: B Enery Grade: D
AVERAGE BEAM ANG]‘O..E (50%) :118.0 DEG AVERAGE BEAM ANGgE(SO%) :117.6 DEG
Electric parameter Electric parameter
Recommended Profiles Recommended Profiles
Input Current/m: 0.75A/m(0.23A/ft) Input Current/m: TA/m(0.3A/ft)
Input Voltage: DC12v " | — Input Voltage: DC12v | —
Ll B =1
Power/M: 9W/m(2.74W/ft) = Power/M: 12W/m(3.75W/ft) -
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD) Static Electricity: 1000V (ESD)
- T T | &
LEDs/Meter: 120LEDs/m ‘ € | ‘; LEDs/Meter: 160LEDs/m e | ‘;
Size of Section: 8.33mm(0.32") - Size of Section: 6.25mm(0.24")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008 MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 1LEDs LEDs of Section 1LEDs
- = r 3 =
L= L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019 Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

| B | | 28 |



MINI CUT SERIES MINI CUT SERIES

[ [
24V-1M120LED 2835 12V-1M60LED 5050RGB L
= High Quality products with full range of colors from 1800K-6500K; = High Quality products with full range of colors from 1800K-6500K;
m Provide 1BIN/2BIN,SDCM<3/SDCM<5; u Provide 1BIN/2BIN,SDCM<3/SDCM<5; I.IJ
= CRI80,CRI90,CRI95+Branded 3M tape for installation; m CRI80,CRI90,CRI95+Branded 3M tape for installation; U)
= 5years warranty. = 5years warranty.
T T e ——— 1667mm -
EY g :"- et : g z". B : I 5mm Sl O
8.33mm
(0.32") —
LEDs Input COIOT ) LEDs Input c°|°': .
Item Code Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB Width Item Code Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB Width
meter voltage Index meter voltage Index
MF328W120A90-D027A1A05101N 120 24V 12 2700k 90 1,242 379 104 1P20 5mm MF250A060A00-D000J1A10101S 60 12V 8 i sPirGB N/A 200 61 25 1P20 10mm
MF328W120A90-D030ATA05101N 120 24V 12 3000k 90 1,311 400 109 1P20 5mm
MF328W120A90-D040A1A05101N 120 24V 12 4000k 920 1,380 421 115 1P20 5mm
MF328W120A90-D050A1A05101N 120 24V 12 5000k 90 1,380 421 115 1P20 5mm
MF328W120A90-D060ATA05101N 120 24V 12 6000k 90 1,380 421 115 1P20 5mm
Optical parameter - Optical parameter
e Controller
LED Type: 2835 LED Type: 5050
Part number: SC+R9
Color Rendering Index: 90 iz 120 Color Rendering Index: N/A Input Voltage: 12-24V DC
CCT Range: 2700K~6000K CCT Range: SPI RGB(SK6813) Pixel: 1024 dots )
- 20 K ) -
Irritation Angle: 120° % Irritation Angle: 120° Output Waltage: 12VS1A4W: 24V =288 ey
Output signal: 2.4GHz i
Light Efficiency: 104~115Lm/w Light Efficiency: 25Lm/w Dimension: 107*58.5"9mm(L"W*H) =t
-60 W
Lumen Output/meter: 1242~1380Lm/m (379~421Lm/ft) ONIT:ed Lumen Output/meter: 200Lm/m (61Lm/ft) Weight: 34g
—C0/180,118.4
ofcsé/zvo,ue.e IP Rate: 1P20

Enery Grade:

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0.50A/m

DC24v
12W/m(3.75W/ft)
1000V (ESD)
120LEDs/m
8.33mm(0.32")

1LEDs

== B E

www.mingxueled.com
| |

0
AVERAGE BEAM ANGLE (50%):118.6 DEG

Recommended Profiles

MX-RS-A001

o

MX-RS-A005

=

MX-RS-A009

[ E—

MX-RS-A010

MX-RS-A002

.‘

MX-RS-A006

MX-RS-A003

3

MX-RS-A007

N

MX-RS-A014

0]

A1
A—
MX-RS-A020

a

[—
MX-RS-A008

\

MX-RS-A019

Electric parameter
Input Current/m:
Input Voltage:
Power/M:

Static Electricity:
LEDs/Meter:

Size of Section:

LEDs of Section

Waterproof Rate

0.66A/m(0.2A/ft)
DC12v
8W/m(2.43W/ft)
1000V (ESD)
60LEDs/m
16.67mm(0.66")

1LEDs

IP65

Recommended Profiles

MX-RS-A001

o

MX-RS-A005

r

MX-RS-A009

I = §

MX-RS-A002 MX-RS-A003 MX-RS-A020
SR N J
MX-RS-A006 MX-RS-A007 MX-RS-A008
[— —@ = ‘d
=
MX-RS-A010 MX-RS-A014 MX-RS-A019

www.mingxueled.com
| |



MINI CUT SERIES

MINI CUT SERIES

® 12V-1M84LED 5050RGB

® 12V-1M84LED 5050RGB

High Quality products with full range of colors from 1800K-6500K;
Provide 1BIN/2BIN,SDCM<3/SDCM<5;
CRI80,CRI90,CRI95+Branded 3M tape for installation;

5 years warranty.

11.8mm
(0.46")

= i

= High Quality products with full range of colors from 1800K-6500K;
m Provide 1BIN/2BIN,SDCM<3/SDCM<5;
= CRI80,CRI90,CRI95+Branded 3M tape for installation;
= 5years warranty.
11.8mm
(0.46")
EHE0
LEDs Input COIOT .
Item Code Watt/m CCT/K Rendering Lm/m Lm/ft LM/w IP Rate PCB Width
meter voltage
Index
MF250A060A00-D000J1A08101S 84 12V 12 i sPirGB N/A 260 79 22 1P20 8mm
Optical parameter
Controller
LED Type: 5050
Part number: SC+R9
Color Rendering Index: N/A Input Voltage: 12-24V DC
CCT Range: SPIRGB(WS2815E) Pixel: 1024 dots
Irritation Angle: 120° Output Wattage: 12V=144W;24V<288W
Output signal: 2.4GHz
Light Efficiency: 22Lm/w Dimension: 107*58.5*9mm(L*W*H)
Lumen Output/meter: 260Lm/m (79Lm/ft) Weight: 349
|IP Rate: P20
Electric parameter
Recommended Profiles
Input Current/m: 1A/m(0.3A/ft)
Input Voltage: DC12V W Q} H
Power/M: 12W/m(3.75W/ft) : o
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)

. ——| ] ]
LEDs/Meter: 84LEDs/m ‘ € I
Size of Section: 11.8mm(0.46") -

MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 1LEDs
LY Cra
L=
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

www.mingxueled.com
| |

0]

MINI CUT SERIES

Color
Item Code a0 MPUt  \vattym  CCT/K  Rendering  Lm/m Lm/ft  LMw  IPRate  PCBWidth
meter voltage Index
MF250A060A00-D000J1A12101S 84 12V 12 [lisPIRGB N/A 260 79 22 IP20 12mm
Optical parameter
Controller
LED Type: 5050
Part number: SC+R9
Color Rendering Index: N/A Input Voltage: 12-24V DC
CCT Range: SPI RGB(WS2815E) Pixel: 1024 dots o
Irritation Angle: 120° Output Wattage: 12V=144W;24V<288W -l'g
Output signal: 2.4GHz i
Light Efficiency: 22Lm/w Dimension: 107+58.5*9mm(L*W*H) 2l
Lumen Output/meter: 260Lm/m (79Lm/ft) Weight: 349
IP Rate: P20
Electric parameter
Recommended Profiles
Input Current/m: TA/m
Input Voltage: DC12V Q] =
y l!ﬂ
Power/M: 12W/m(3.65W/ft) - o
MX-RS-A001 MX-RS-A002 MX-RS-A003 MX-RS-A020
Static Electricity: 1000V (ESD)
LEDs/Meter: 84LEDs/m e i
—r— — ——1
Size of Section: 11.8mm(0.46")
MX-RS-A005 MX-RS-A006 MX-RS-A007 MX-RS-A008
LEDs of Section 1LEDs
= = )
Waterproof Rate MX-RS-A009 MX-RS-A010 MX-RS-A014 MX-RS-A019

&

N

www.mingxueled.com
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DESK/WALL TYPE DRIVER SERIES

Product
picture

Model

MX-12020A2

MX-12030A

MX-12045B

MX-12060C4

MX-12080C

MX-1210021

MX-12150S

MX-1220081

Model

MX-35-LRS

MX-50-LRS

MX-75-LRS

MX-100-LRS

MX-150-LRS

MX-200-LRS

MX-350-LRS

AC Input
Voltage(V)

170-250V

170-250V

170-250V

90-264V

90-264V

170-250V

170-250V

170-250V

Brand

Mean Well(MW)

Mean Well(MW)

Mean Well(MW)

Mean Well(MW)

Mean Well(MW)

Mean Well(MW)

Mean Well(MW)

Rated

Power(W)

20W

30W

45W

60W

80w

100W

150W

200W

AC Input
Voltage(V)

110V/220V

110V/220V

110V/220V

110V/220V

110V/220V

110v/220V

110V/220V

Output
Voltage(V)

Rated

12V/24V

12V/24V

12V/24v

12V/I24V

12V/I24V

12V/I24V

12V/24V

12V/i24V

Output

Power(W) Voltage(V)

35W

50W

75W

100W

150W

200W

350W

12V/24V

12Vv/24V

12V/I24V

12V/24V

12V/I24V

12V/24V

12V/24V

Output
Current(A)

1.67A/0.83A

2.5A/1.25A

3.75A/1.87A

5A/2.5A

6.6A/3.3A

8.3A/4.2A

12.5A/6.25A

16.7A/8.3A

Output
Current(A)

3A/1.5A

4.2A/12.2A

6A/3.2A

8.5A/4.5A

12.5A/6.5A

17A/8.8A

29A/14.6A

PF

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

PF

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

|PRating

IP67

P67

P67

P67

P67

P67

1P67

P67

Working
Temperature

(-)25C(+)70C

()25C(+)70C

(-)25C(+)70C

()25C(+)70C

()25C(+)70C

()25C(+)70C

(-)25C(+)70C

(MM)Dimension
(L*W*H)

153*30*20

182*30*20

222*29*20

192*47*35

199*66*52

213*68*39

220*95*50

215*131*58

(MM)Dimension
(L*W*H)

99*82*30mm

99*82*30mm

99*97*30mm

129*97*30mm

159*97*30mm

215*115*30mm

215*115*30mm

www.mingxueled.com
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DESK-TYPE DRIVER SERIES

Product
picture

& & 6 TS FDP e oIV 0

www.mingxueled.com

| B |

Model

MX1202000
(Wall-type)

MX-1202000
(Desktop-type)

MX0631203000E
(Wall-type)

MX0631203000
(Desktop-type)

MX0631204000E
(Wall-type)

MX0631204000
(Desktop-type)

MX1205000
(Desktop-type)

MX1206000
(Desktop-type)

MX2401000
(Desktop-type)

MX0422401500
(Wall&Desktop-type)

MX0422401500
(Desktop-type)

MX0632402000
(Wall&Desktop-type)

MX0632402000
(Desktop-type)

MX0682402500
(Desktop-type)

MX2403000
(Desktop-type)

MX1002404000
(Desktop-type)

AC Input
Voltage(V)

100V-240V
(50/60Hz)

100V-240V.
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

100V-240V
(50/60Hz)

Rated

Power(W)

24W

24W

36W

36W

48W

48W

60W

W

24W

36W

36W

48W

48W

60W

72W

96W

Output

Voltage(V)

12v

12v

12v

12v

12v

12v

12v

12v

24V

24V

24V

24V

24V

24V

24V

24V

Output

Current(A)

2A

2A

3A

3A

4A

4A

5A

6A

1.5A

1.5A

2A

2A

2.5A

3A

4A

PF

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

>0.5

DC size(MM)

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

5.5"2.1*11MM

5.5"2.1*11MM

5.5*2.1*11MM

5.5"2.1*11MM

5.5*2.1*11MM

5.5*2.1*11MM

QUICK CONNECTOR

Ltem No.

MX-04-000384

MX-04-000382

MX-04-000505

MX-04-000389

MX-04-000386

MX-04-000388

MX-A1-000128

MX-A1-000129

MX-A1-000130

MX-A1-002322
strip-strip

MX-04-001328
wire-strip

MX-A1-000137
strip-strip

MX-04-002324
wire-strip

Picture

@S
o8

Series

8mm
P20
Single Color

8mm
P20
Single Color

8mm
P20
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

8mm
1P65
Single Color

8mm
IP65
Single Color

8mm
IP65
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

Strip’s max

LEDs/m

120LED/M

120LED/M

120LED/M

60LED/M

60LED/M

60LED/M

120LED/M

120LED/M

120LED/M

120LED/M

120LED/M

240LED/M

240LED/M

Max Working

current

<3A

<3A

<3A

<3A

<3A

<3A

<3A

<3A

<3A

3A

3A

3A

3A

Ltem No.

MX-04-000385

MX-04-000383

MX-04-000381

MX-A1-000134

MX-A1-000135

MX-A1-000136

MX-A1-000131

MX-A1-000132

MX-A1-000133

MX-04-002322
strip-strip

MX-04-001328
wire-strip

MX-A1-000137
strip-strip

MX-04-002324
wire-strip

Picture
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Series

10mm
1P20
Single Color

10mm
1P20
Single Color

10mm
IP20
Single Color

10mm
1P65
Single Color

10mm
P65
Single Color

10mm
P65
Single Color

10mm
P65
Single Color

10mm
1P65
Single Color

10mm
P65
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

10mm
1P20
Single Color

Strip’s max

LEDs/m

120LED/M

120LED/M

120LED/M

60LED/M

60LED/M

60LED/M

120LED/M

120LED/M

120LED/M

120LED/M

120LED/M

240LED/M

240LED/M

Max Working

current

<3A

<3A

<3A

<3A

<3A

<3A

3A

3A

3A

3A

3A

3A

3A
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